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'Speed  and  accuracy  have  been  compared  for  isolated-word  voice  recognition, 
keyboard,  and  graphical  menu  data  entry  systems.  One  entry  task  involved 
simple  copying  of  numeric  and  alphanumeric  data  strings.  A second  was  a 
simulation  of  complex  flight  data  entry  scenario.  The  factors  evaluated 
included  voice  response  feedback  and  promoting,  hand  occupation  during  data 
entry,  and  subject  experience.  Keyboard  provided  the  fastest  and  most 
accurate  entry  of  numeric  data  strings  and  the  fastest  entry  of  alphanumeric 
strings  by  subjects  with  keyboard  experience  in  the  simple  scenario,  but  was 
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'slow  relative  to  voice  and  graphical  tnenu  for  entry  of  words  by  inexperienced 
subjects  in  the  complex  scenario.  Voice  entry  provided  the  lowest  error  rate 
for  entry  of  alphanumeric  data  strings  in  the  simple  scenario  primarily  be- 
cause of  its  greater  inaiunity  to  reading  errors.  In  the  complex  scenario, 
voice  was  faster  than  keyboard  for  inexperienced  subjects,  and  had  a similar 
operational  error  rate,  but  had  a substantially  higher  error  rate  before 
correction.  Graphical  menu  ranked  between  keyboard  and  voice  in  most  of  the 
simple  scenario  measures,  except  that  it  was  least  accurate  with  alphanumeric 
data,  and  had  the  lowest  entry  speed  for  long  strlngs.r7ln  the  complex 
scenario,  the  performance  of  graphical  menu  differed  significantly  from  that 
of  voice  primarily  by  virtue  of  its  lower  error  rate  before  correction.  Over- 
all, most  of  the  errors  with  voice  input  involved  mlsrecognltlon  while  those 
with  keyboard  and  graphical  menu  involved  misreading.  Voice  response  feed- 
back was  too  slow  to  be  of  value  in  the  simple  scenario,  but  voice  response 
prompting  significantly  reduced  reading  errors  In  the  complex  scenario.  Hand 
occupation,  of  substantial  duration,  gave  voice  input  a relative  speed 
advantage  over  keyboard  and  graphical  menu,  but  increased  entry  time  and  errors 
for  all  three  devices. 
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EVALUATION 


This  study  was  done  to  evaluate  various  data  entry  processes.  Experiments 
were  run  to  evaluate  voice  data  entry,  keyboard  entry,  and  Craf  Pen  entry  for 
entry  time  and  the  error  rates  involved.  By  providing  a statistical  basis 
of  actual  human  factor  experiments,  the  future  design  of  data  entry  systems 
can  incorporate  the  results  of  this  report  to  improve  tiie  overall  data  entry 
process . 


ROBEkT  A.  CURTIS,  Captain,  USAF 
Project  Engineer 


SECTION  I 


INTRODUCTION 


A,  Objectives 

The  objective  of  this  program  has  been  to  perform  an  analysis  and  an 
experimental  evaluation  of  human  factors  and  other  problems  associated  with 
several  methods  of  inputting  data  into  an  information  data  handling  system. 
The  input  modes  to  be  studied  were  to  include  voice  and  several  other  alter- 
natives. Measurements  were  to  be  made  of  efficiency  and  accuracy,  and  an 
assessment  was  to  be  made  of  the  devices'  applicabilities  to  future  man- 
machine  interfaces. 

B.  Background 

The  electronic  data  processing  (F.DPj  community  has,  in  recent  years, 
greatly  expanded  its  overall  capabilities.  Today's  EDP  machines  are  faster, 
more  reliable,  cheaper  and  easier  to  maintain.  Intelligence  Data  Handling 
Systems  (IDHS)  have  also  been  significantly  improved,  primarily  with  respect 
to  the  handling  of  data  once  it  is  in  the  computer.  For  example,  IDHS  can 
correct  spelling  errors,  add  and  subtract  words,  change  paragraph  positions, 
etc.  However,  little  if  any  attention  has  been  paid  to  the  problem  of  cap- 
turing the  data  at  its  source.  In  fact,  one  of  the  major  limitations  of 
IDHS  systems  is  in  getting  information  into  the  computer.  Recently,  automat- 
ic speech  recognition  (ASR)  systems  have  shown  the  potential  of  becoming  use- 
ful means  of  data  entry  and  control.  In  fact,  several  limited  vocabulary, 
discrete  word  recognition  systems  are  already  being  marketed.  Other  recog- 
nition devices  with  different  capabilities  are  now  being  developed  and  should 
also  be  available  in  the  near  future.  These  devices,  although  not  natural 
language  systems,  may  provide  necessary  data  entry  solutions  for  a large  set 
of  problems. 

In  order  to  apply  voice  or  any  other  data  entry  device  effectively  it  is 
necessary  to  obtai..  reliable  experimental  measures  of  the  advantages,  limita- 
tions, and  the  basic  operating  characteristics  of  the  device.  Voice,  as  an 
input  mode,  is  so  new  that  there  have  been  few,  if  any,  carefully  controlled 
experiments  to  assess  its  capabilities. 

Current  succes.sful  voice  data  entry  systems  provide  limited  vocabulary, 
speaker  dependent,  isolated  word  recognition.  Wita  highly  experi- 
enced operators,  these  systems  are  capable  of  achieving  error  rates  ofHls 
or  less  for  relatively  large  vocabularies.  With  i.nexpcricnced  speakers  the 
error  rates  may  initially  be  as  high  as  5 or  4%,  but  this  performance  level 
is  still  useful  and  impressive.  These  voice  input  systems  are  currently 
operational  in  a large  number  of  commercial  and  Government  applications. 

Many  of  these  applications  involve  data  entry  by  personnel  whose  hands  are 
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occupied  by  other  tasks.  Other  units  hav'c  been  sold  to  provide  environ- 
mental control  and  mobility  for  disabled  individuals  who  have  no  use  of  their 
hands  or  legs.  These  applications  for  voice  input  are  very  effective  since 
voice  is  really  the  only  data  entry  alternative  that  can  match  the  efficiency 
of  manual  data  input  without  requiring  use  of  the  hands. 

The  question  is,  however,  can  a speech  recognition  system,  which  recog- 
nizes a limited  vocabulary  of  isolated  words  and  which  makes  recognition 
errors,  compete  with  more  conventional  data  entry  systems  in  realistic  prob- 
lem settings  in  which  hand  occupation  is  not  so  complete  as  to  eliminate 
manual  data  entry  from  consideration. 

If  hand  occupation  is  not  a dominant  factor  then  speech  input  still  has 
several  advantages.  Ochsman  and  Chapanisl  have  demonstrated  that  natural 
language  voice  communications  are  superior  to  non-voice  communication  modes 
for  cooperative  pi-oblem  solving  by  hum.ans.  It  is  also  clear  that  most  humans 
are  capable  of  speaking  at  data  rates  that  exceed  the  transcription  speeds  of 
all  but  the  most  highly  skilled  stenographers.  Voice,  furthermore,  p-ovides 
eyes-free  data  entry  without  requiring  extensive  training  as  in  the  case  of, 
for  example,  touch  typing. 

One  good  example  of  a successful  commercial  application  for  voice  input 
which  neither  relies  on  hand  occupation,  nor  is  a high  volume  data  input 
situation,  is  in  voice  programming  of  numerically  controlled  machine  tools 
(VNC) . In  this  application  the  operator  must  use  his  eyes  and  his  mind  ex- 
tensively while  entering  data.  Th.e  success  of  the  system  depends  primarily 
on  the  computer  program  which  converts  the  voice-entered  dimensional  data 
into  a program  for  controlling  the  machine  tool.  Voice  input  augments  this 
success,  however,  by  providing  freedom  of  the  eyes  and  mind  and  a degree  of 
naturalness  that  greatly  enhances  the  effectiveness  of  the  man-machine  inter- 
face. 

C.  Summary  o,.  Work  Accomplished 

The  experiments  described  in  this  report  have  been  designed  to  provide 
more  information  about  the  inner  workings  of  data  entry  systems  employing 
voice,  keyooard,  and  a graphical  menu  entry  device.  There  are  a number  of 
factors  which  affect  performance  in  such  a system,  in  addition  to  the  entr>' 
device  itself.  Some  of  the  principal  factors  are: 

1.  Problem  Setting 

2.  Data  type 

3.  Prompting  structure 

4.  Feedback  mode 

5.  Degree  of  hand  occupation 

6.  Operator  experience 

1 

Ochsman , R.B.  and  Chapanis,  A.,  "The  Effects  of  10  Communication  Modes  on 
the  Behavior  of  Teams  During  Cooperative  Problem-Solving,"  Int.  J. 
Man-Machine  Studies,  Vol.  6,  1974,  pp.  579-619. 
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Because  of  time  limitations  and  because  of  the  preliminary  nature  of 
these  tests  we  have  not  included  extensive  training  or  fatigue  as  factors  in 
the  experiments.  As  a result,  the  exiterimc-nts  reflect  performance  levels  and 
problems  that  would  be  encoimtered  by  relatively  infrequent  users  of  data 
entn'  systems.  The  resultant  entry  speeds  and  error  rates  do  not  reflect 
levels  attainable  by  highly  skilled  operators.  This  may  seem  like  an  unfor- 
tunate choice  from  the  point  of  view  of  high  volume  applications  but  in 
practice  there  are  probably  more  potential  data  entry  applications  of  this 
variety  than  of  the  high  volume  variety.  In  addition,  the  ultimate  success 
of  voice  input  will  probably  be  greatest  in  such  applications  simply  because 
it  is  potentially  the  most  natural  way  for  inexperienced  users  to  communicate 
efficiently  with  computers. 

Two  data  entry  experiments  wore  performed.  In  both  experiments,  compar- 
isons w'ere  made  of  speed  and  accuracy  for  voice,  keyboard  and  Graf  Pen  entry 
devices.  Both  experiments  included  tests  with  and  without  voice  response 
feedback,  and  with  and  without  hand  occupation.  The  first  experiment,  which 
wc  call  the  iligh  Speed  Data  Entry  (HSDE)  test,  is  a measure  of  entry  perform- 
ance in  copying  single  strings  of  numeric  and  alphanumeric  data.  The  second 
e.xperiment,  which  we  call  the  High  Complexity  Data  Entry  (flCDE)  test,  is  a 
measure  of  performance  in  entering  simulated  flight  data  control  messages. 

In  this  exjieriment,  the  subject's  ability  to  interpret  an  English  language 
statement  and  convert  it  to  a series  of  data  entry  fields  had  as  much  effect 
upon  performance  as  did  the  raw  speed  of  tlie  data  entry  system. 

Section  II  of  this  report  describes  both  experiments  in  full.  Section  III 
presents  the  analysis  of  the  experimental  data.  Section  IV  provides  a summary 
and  discussion  of  the  experimental  results. 


Hopefully  the  data  which  has  been  obtained  by  running  these  experiments 
will  oe  useful  in  guiding  the  design  of  a wide  range  of  data  entry  systems. 

It  must  be  kept  in  mind,  however,  that  the  results  reported  here  are  relative 
to  very  specific  equipment  configurations.  In  some  cases,  the  experimental 
setups  do  not  reflect  optimum  usage  of  the  entry  devices.  Voice  input,  for 
example,  was  used  somewhat  suboiitimal ly  because  it  was  not  trained  with  as 
m.my  repetitions  as  would  be  used  with  professional  users,  nor  was  the  opera- 
tor training  itself  ;inywhere  near  as  extensive,  because  of  time  limitations 
when  running  the  te.'vfs.  in  addition,  after  running  the  tests,  it  was  dis- 
covered that  an  interrupt  priority  error  had  been  adding  unnecessary  variable 
delays  of  up  to  100  milliseconds  to  the  voice  input  response  time.  These 
delays  directly  reduced  voice  entry  time  and  indirectly  affected  voice  entry 
accuracy  and  time  by  making  it  difficult  for  the  subjects  to  establish  a con- 
sistent entry  rhythm.  The  graphical  input  device,  as  another  example,  could 
have  provided  a higher  level  of  performance  than  it  did  if  it  had  been  con- 
figured as  a light  pen.  Such  configuration  was  not  feasible,  however,  within 
tne  limitations  of  the  testing  liudgct.  Finally,  the  voice  response  unit  used 
for  feedback  would  liavc  performed  more  favorably  if  it  liad  had  a faster  speak- 
ing rate  and  a larger  vocabulary. 


In  spite  of  these  prnblen..s  a great  deal  of,  sometimes  surprising,  infor- 
mation has  been  obtained  which  should  generalize  to  other  situations  and 
which  should  help  to  guide  future  research. 
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Section  II 


DESCRIPTION  OF  TESTS 


A.  Selection  of  Data  Entry  Variables  to  be  Tested 

The  data  entr)'  tests  which  have  been  run  were  selected  from  a very  large 
set  of  possibilities.  In  this  section,  we  will  discuss  some  of  the  dimensions 
of  the  data  entry  problem  and  will  indicate  why  the  particular  test  configu- 
rations were  chosen. 


1.  Data  Entry  Scenarios 


Two  separate  data  entry  tests  were  performed.  The  first  was  a test 
of  a relatively  simple  data  copying  task  such  as  sorting,  program  keying,  or 
general  bulk  data  entry,  for  which  the  problem  is  to  find  the  most  efficient 
way  to  enter  large  quantities  of  data.  The  second  test  was  a simulation  of 
a complex,  highly  structured  task  such  as  flight  traffic  data  entry  or  pro- 
gramming of  numerically  controlled  machine  tools.  In  this  kind  of  system, 
the  problem  is  to  maximize  the  convenience  and  the  comprehensibility  of  the 
system  so  as  to  ensure  accuracy  and  to  support  the  user's  thought  processes. 

A data  copying  system  is  usually  characterized  by  a relatively 
simple  control  program  with  a fixed  uata  entry  vocabulary.  Such  s>otems 
require  little  or  no  prompting  but  must  have  very  rapid  feedback  and  an  effi- 
cient error  correction  mechanism.  A complex  data  entry  system,  on  the  other 
hand,  usually  has  a sequential  hierarchical  structure  with  different  data 
entry  vocabularies  at  each  stage  of  the  hierarchy.  Prompting  is  critical  in 
such  systems,  particularly  for  inexperienced  users.  There  is  a tradeoff, 
however,  between  prompting  verbosity  and  entry  speed.  Inexperienced  users 
require  more  detailed  prompts.  Gains  and  Facey^  recommend  that  the  user  be 
given  a simple  method  for  selecting  the  degree  of  verbosity  of  the  prompts. 
Prompting  in  this  kind  of  system  also  provides  a feedback  function  for  entries 
which  control  branching.  If  the  prompt  is  received  for  the  branch  which  he 
selected,  the  user  knows  that  the  system  properly  interpreted  his  request. 


In  the  simple  data  copying  experiment,  we  have  simulated  a system 
which  is  ty])ical  of  the  state-of-the-art  for  such  data  entry  configurations. 
In  the  complex  data  entry  experiment,  the  system  which  was  simulated  was  not 
optimized  for  ease  of  use  .ind  fell  far  short  of  the  human  factors  standards 
recommended  for  such  systems  by  Gaines  and  Facey^  and  Kennedy^.  The  system 


Gaines,  B.R.  and  Facey,  P.V.,  ".Some  Experience  in  Interactive  Systems  Devel- 
opment and  Application",  Proc.  lEliE.  Vol.  63,  No.  6,  pp  894-911,  .June  1975. 

Kennedy,  T.C.S.,  "The  Design  of  Interactive  Procedures  for  M;m-Machine 
Communication",  Int.  .1.  Man-Machine  Studies,  Vol.  6,  pp  309-3.34,  1974. 


4 


was,  in  fact,  set  up  as  if  it  were  to  be  used  by  relatively  experienced 
subjects.  The  reason  for  this  was  primarily  that  limitations  on  the  voice 
response  unit  vocabulary  did  not  allow  for  a sophisticated  prompting  struc- 
ture that  was  capable  of  automatically  providing  most  of  the  users'  training. 
Therefore,  the  tests  were  limited  to  comparing  speed  and  accuracy  of  the 
entry  devices  and  in  comparing  helpfulness  of  the  prompting  media  after  some 
degree  of  user  training  had  been  administered. 

2.  Size  and  Type  of  Vocabulary 

Let  us  now  consider  hov;  size  and  type  of  vocabulary  can  be  expected 
to  affect  the  data  entry  system  performance  for  entry  of  individual  fields. 
Entry  of  multiple  fields  does  not  change  the  effects  of  size  and  type  of  vo- 
cabulary except  for  menu  oriented  entry  systems,  which  may  become  impractical 
because  of  the  requirement  for  changing  menus. 

A large  vocabulary  (greater  than  100  items)  generally  implies  a vo- 
cabulary of  words.  Keyboard  is  a clear  choice  for  such  vocabularies  because 
the  words  can  be  spelled  either  entirely  or  partially.  Menu  data  entry  is 
not  advantageous  in  this  case  because  of  the  excessive  time  required  to  scan 
such  a large  menu.  Voice  data  entr>'  would  be  ideal  for  large  vocabularies  of 
words  if  its  speed  and  accuracy  were  suitably  high,  since  an  operator  with  no 
special  skills  could  enter  the  equivalent  of  numerous  keystrokes  in  a single 
utterance. 

Medium  size  vocabularies  (greater  than  30  but  fewer  than  100  items) 
generally  fall  into  two  type  categories,  words  or  alphanumerics . Entry  of  a 
medium  sized  vocabulary  of  words  can  often  be  accomplished  very  effectively 
by  voice  or  menu  systems.  The  vocabulary  size  does  not  exceed  the  practical 
limitations  of  commercial  voice  data  entry,  nor  does  it  result  in  a particu- 
larly impractical  size  of  menu,  except  possibly  near  the  upper  limits  of  this 
vocabulary  size  range.  Keyboard  also  can  do  a good  job  in  this  size  range, 
but  it  has  the  disadvantage  of  requiring  multiple  keystrokes.  The  use  of 
abbreviations  can  reduce  the  number  of  keystrokes  to  no  greater  than  two  per 
entry,  but  memorization  of  abbreviations  increases  the  training  requirements. 

If  the  medii.mi  sized  vocabulary  is  explicitly  limited  to  alphanumerics 
either  singly  or  as  code  strings,  then  keyboard  no  longer  requires  multiple 
keystrokes  per  entry.  Menu  data  entry  then  has  a disadvantage  as  compared  to 
keyboard  since,  at  best,  it  lets  the  operator  proceed  like  a "one- fingered" 
typist.  Voice  data  entry  also  has  the  disadvantage  of  requiring  use  of  some 
form  of  phonetic  alphabet.  Some  experience  is  required  before  an  operator 
can  memorize  and  mjister  the  use  of  a phonetic  alphabet 

Small  vocabularies  (fewer  than  30  words)  can  take  the  form  of  words, 
alphanumerics,  or  numerics.  In  this  size  range,  vocabularies  of  words  can  be 
recognized  very  accurately  by  voice  imd  the  menu  size  is  quite  manageable  for 
menu  oriented  systems.  Keyboard  still  has  the  disadvantage  of  requiring 
multiple  keystrokes  or  memorization  of  abbreviations. 

Small  vocabularies  of  strictly  alphanumeric  data  once  again  tend  to 
favor  keyboard  input.  Menu  input  still  has  the  disadvantage  of  being  like 


one-fingered  typing,  but  this  is  compensated  to  some  extent  by  the  fact  that 
unlike  a standard  keyboard,  the  menu  can  be  reduced  in  size  and  tailored  ex- 
actl)'  to  match  the  vocabulary.  Voice  input  again  has  the  disadvantage  of 
requiring  use  of  a phonetic  alphabet. 

Numeric-only  vocabularies  can  be  processed  very  rapidly  by  special 
numeric  keypads  or  by  the  numeric  row  of  keys  on  a standard  teletypewriter. 

It  is  possible  to  loam  to  touch-type  such  numeric  keyboards  with  relatively 
little  training.  Furthermore,  such  keyboards  can  be  used  one-handed  in  appli- 
cations requiring  use  of  the  other  hand.  Menu  data  entry  by  contrast  cannot 
compare  to  keyboard  because  of  its  "one- fingered"  nature.  Voice  entry,  like- 
wise, cannot  compete  with  the  speed  of  a numeric  keyboard  unless  entire  data 
strings  can  be  entered  by  continuous  speech.  Continuous  speech  recognition 
systems  are  being  developed,  but  they  tend  to  be  very  costly  and  generally 
provide  poor  recognition  accuracy  compared  to  isolated  word  recognition  sys- 
tems . 


From  this  set  of  possibilities  for  size  and  type  of  vocabulary,  we 
have  chosen  to  test  small  numeric  and  small  alphanumeric  vocabularies  in  the 
high  speed  data  entry  test,  and  small  vocabularies  of  words,  alphanumerics , 
and  numerics  sequentially  selected  from  an  overall  medium  sized  vocabulary 
in  the  high  complexity  data  entry  test.  As  far  as  the  subjects  were  concerned, 
the  vocabulary  in  the  high  complexity  test  was  a medium  sized  vocabulary  of 
words  and  alphanumerics.  The  menu  was  medium  sized  and  keyboard  entry  of  words 
required  two  keystrokes. 

3.  Length  of  Data  Fields 

Length  of  data  fields  is  a parameter  which  is  applicable  to  alphanu- 
merical ly  coded  fields  or  strictly  niameric  fields.  If  each  field  must  be 
verified  by  a word  such  as  "ENTER"  or  a carriage  return,  then  short  fields 
require  more  verification  time  per  character  than  do  long  fields.  On  the 
other  hand,  time  for  entry  of  long  fields  is  increased  by  the  requirement 
that  the  operator  mentally  break  the  fields  into  smaller  more  easily  memorized 
segments,  which  are  then  entered  separately.  By  making  field  length  a vari- 
able in  the  high  speed  data  entry  experiment,  we  have  attempted  to  determine 
which  of  these  two  effects  is  dominant. 

4.  band  and  Eye  Occupation 

Occupation  of  the  hands  by  some  external  task  is  a factor  which 
strongly  favors  voice  input.  In  the  experimental  designs,  we  have  tried  to 
provide  a measure  of  the  effect  of  hand  occupation  on  data  entry  performance 
for  some  very  specific  hand  occupation  tasks.  We  have  only  considered  situ- 
ations in  which  both  hands  are  occupied.  For  numeric-only  data  entry  with 
keyboard,  occupation  of  only  one  hand  would  be  expected  to  have  less  effect 
than  occupation  of  both  hands.  Likewise,  occupation  of  one  hand  could  have 
a reduced  effect  on  entry  by  menu  entry  devices  since  these  typically  require 
use  of  only  one  hand. 

Occupation  of  eyes  favors  voice  or  touch  tyi)ing  as  input  modes,  but 
was  omitted  as  a variable  in  the  experiments  because  very  little  data  entry 
is  done  completely  from  touch,  sound,  or  memory  without  any  visual  input  from 
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notes,  diagrams,  lists  or  flowcharts.  Consequently,  all  tests  were  performed 
with  a requirement  to  use  the  eyes  to  read  the  data  to  be  entered. 

5.  Feedback  and  Prompting 

In  the  high  speed  data  entry  scenario,  prompting  is  not  a requirement, 
but  feedback  is  important.  Therefore,  we  provided  a comparison  of  visual  and 
voice  response  feedback  in  the  HSDE  tests.  Visual  feedback  was  presented  on 
a CRT  since  that  is  the  way  it  normally  would  be  presented  for  keyboard  entry 
and  since  that  enabled  problem  presentation  (from  a Burroughs  Self-Scan 
Display)  and  feedback  to  be  widely  separated  from  each  other  in  physical 
location. 

Voice  response  feedback  was  never  provided  in  lieu  of  visual  feedback, 
but  was  only  used  to  augment  visual  feedback.  There  are  two  reasons  for  this. 
One  was  that  visual  feedback  would  almost  always  be  present  with  keyboard  in- 
put anyway,  and  the  second  was  that  voice  response  feedback  does  not  have  the 
retention  qualities  required  for  correction  of  long  character  strings  or  re- 
covery from  lapses  in  the  user's  attention. 

Voice  response  feedback  could  have  been  provided  either  after  each 
character  or  at  the  end  of  complete  data  strings.  We  chose  the  former  because 
it  seemed  preferable  for  correction  of  character  errors  as  they  were  made  and 
because  we  believed  it  would  be  faster.  In  retrospect,  we  believe  that  there 
would  be  value  in  performing  further  tests  involving  rapid  voice  response 
feedback  at  the  end  of  each  string. 

In  the  high  complexity  data  entry  tests,  feedback  per  se  was  always 
provided  via  the  CRT.  Voice  response  was  used  only  to  augment  the  identical 
prompting  messages  that  were  simult.-ineously  provided  on  the  CRT.  Voice  re- 
sponse was  not  used  by  itself  because  it  had  no  retention  capability.  Once 
issued,  prompts  could  not  be  reissued  (except  perhaps  by  provision  of  a 
special  repeat-prompt  comm;uid) . 

B.  The  High  Speed  Data  Enti7  Tests 

The  High  Speed  Data  Entry  (HSDE)  tests  were  comparisons  of  speed  and 
accuracy  for  entering  strings  of  randomly  selected  numbers  and  letters  which 
were  presented  on  a lb  character  wide,  one  centimeter  high  Burroughs  Self- 
Scan  Display.  The  variables  of  the  experiment  were  the  entry  mode  (device), 
the  type  of  data  characters  (numeric  and/or  alphabetic),  the  length  of  the 
data  strings,  the  presence  or  absence  of  an  external  hand  occupation  task, 
the  type  of  feedback,  and  the  test  repetition  number  (trial).  The  subjects 
were  randomly  selected  from  a pool  of  subjects  with  a wide  range  of  experi- 
ience  levels  with  the  devices  tested.  The  amount  of  pre-test  training  was 
limited,  so  that  for  these  particular  tests  all  subjects  could  be  considered 
novices . 

1.  Experimental  Design 

The  high  speed  data  entry  tests  employed  a factorial  design  to  in- 
vestigate all  combinations  of  the  basic  factors  (variaiiles) , 


A factorial  design  is  argued  by  Fisher^  to  have  the  following  advan- 
tages over  testing  each  factor  individually: 

a.  Greater  efficiency  - each  individual  factor  is  evaluated  with  as 
much  precision  as  if  the  entire  experiment  were  devoted  to  that  factor  alone; 

b.  Greater  Comprehensiveness  - in  addition  to  the  effects  of  single 
factors,  all  their  possible  combinations  are  evaluated; 

c.  Wider  inductive  basis  for  drawing  conclusions,  since  variables 
are  not  treated  in  isolation. 

The  factors  investigated,  the  number  of  levels  per  factor  and  the 
descriptions  of  the  levels  are  given  in  Table  1. 


TABLE  1 
HSDE  FACTORS 


FACTOR  NAME 

NUMBER  OF  LEVELS 

DESCRIPTION  OF  LEVELS 

(a) 

Entry  Mode 

3 

Voice,  Keyboard,  Graf  Pen 

(b) 

Data  Alphabet 

2 

Numeric  Only,  Alphanumeric 

Cc) 

Data  Length 

3 Characters,  10  Characters 

(d) 

Hand  Occupation 

2 

Pushbutton  Required,  Not 
Required 

(e) 

Feedback 

2 

Visual  and  Voice  Response, 
Visual  Only 

(fj 

Trial 

3 

Trial  1,  Trial  2,  Trial  5 

This  factorial  design  involved  48  subjects  and  144  tests,  since  the 
experiment  was  run  without  replication. 

In  this  set  of  experiments,  systematic  bias  due  to  individual  subject 
variations  and  order  of  presentation  of  tests  was  eliminated  by  randomizing 
both  factors.  It  would  have  been  preferable  to  group  subjects  according  to 
ability  levels  and  to  introduce  that  classification  as  an  additional  factor 
in  the  experiments,  but  there  were  not  enough  subjects  available  with  known 
experience  levels  to  make  that  feasible  in  this  test. 


R.^.  Fisher,  "The  Design  of  Exjieriments" , pp  98- 108,  llafncr.  New  York,  1971. 
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The  statistical  iuialysis  of  these  tests  involved  comparisons  of  all 
the  main  factors  and  of  interac-tions  between  factors  for  the  following  mea- 
surements : 

a.  Average  fime  Per  Correct  Character 

b.  Percent  Wrong  Characters  Before  Correction 

c.  Percent  Wrong  Characters  After  Correction 

d.  Percent  Wrong  Character  Strings  After  Correction 
2.  Hardware  Configuration 

The  test  set-up  is  diagrammed  In  figure  1.  The  test  system  was  con- 
trolled by  a Data  General  Nova  800  computer  which  was  part  of  the  VIP-100 
voice  recognition  system.  Test  data  was  displayed  on  a Burroughs  16  Char- 
acter Self  Scan.  Data  entry  was  performed  via  the  VIP- 100  voice  input  system 
the  Science  Accessories  Corporation  Graf  Pen,  or  a Lear  Siegler  ADM-3A  CRT 
keyboard.  Immediate  feedback  of  the  entered  data  was  displayed  on  the  CRT 
for  all  three  data  entry  modes.  Feedback  messages  were  also  provided  in 
parallel  by  a Speech  Technology  Coriio ration  voice  response  unit  for  those 
tests  requiring  voice  feedback.  A Teletype  was  used  for  controlling  the  ex- 
periments, producing  a hard  copy  of  the  test  data  and  the  subjects'  responses 
and  printing  time  and  error  rate  statistics  at  the  end  of  each  test.  A set 
of  pushbuttons  separated  by  14  inches  was  provided  to  force  the  subject  to 
use  both  hands  simultaneously  to  obtain  a new  string  of  characters  on  the 
prompting  display. 

a.  The  VTP-100  Voice  Recognition  System 

The  \IP-100  voice  recognition  system  is  an  isolated  word  recog- 
nition system  which  is  nonnally  trained  to  recognize  a specific  vocabulary 
spoken  by  a particular  person.  In  the  HSi'F,  tests,  the  vocaliulary,  which  is 
listed  in  Table  2,  consisted  of  numbers,  code  words  rc])rcsonting  letters  and 
several  control  words.  !n  these  tests,  five  repetitions  were  used  to  tram 
each  word,  and  if  recurriiig  recognition  errors  were  encountered  during  the 
tests,  particular  wemds  were  retrained  with  five  new  repetitions.  Somewhat 
better  recognition  rc.^ults  would  have  been  obtained  by  using  10  training 
repetitions  ])ci  word  as  i .i  no’Tiially  done  with  the  VII’- 100  system.  Five  repe- 
titions were  used,  however,  to  keep  the  overall  subject  preparation  effort 
for  voice  input  at  a level  . nmmensurate  with  the  other  input  system. 

Once  trained,  the  VTI’-lOO  system  responds  to  the  spoken  voice 
much  as  a keyboard  responds  to  depressing  of  keys.  The  primary  difference  is 
that  the  VIP- 100  system  docs  sometimes  make  errors  in  recognition.  It  also 
somt'times  cannot  classify  a sound,  as  belonging  to  the  c.xiiected  set  of  words. 
In  that  case,  it  provides  ,i  rejeci  indication  by  flashing  a red  light  and  by 
providing  any  other  indication  desiiwd  under  software  control.  Finally,  it 
has  inherent  entry  speed  limitations  Uue  to  .i  requirement  to  leave  at  least 
100  milliseconds  of  silence  between  successive  words  being  entered,  ;ind  in 
this  test  configuration,  inadvertently  had  unnecessary  additional  delays  of 


q 


Fig.  1 H.ardwarc  Configuration  for  Data  Entry  Experiments 


up  to  100  milliseconds  due  to  errors  in  ti\e  priority  interrupt  structure. 


TABLi;  2 

HSDK  RECOGNITION  VOCABULARY 

VOICE  EN'TRY  AND 


NUMBER 

TTY  CHARACTER 

FEEDBACK  WORD 

0 

0 

ZERO 

1 

1 

ONE 

2 

TWO 

3 

5 

THREE 

4 

4 

FOUR 

5 

5 

FIVE 

6 

6 

SIX 

n 

/ 

7 

SEVEN 

8 

8 

EIGHT 

9 

y 

NINE 

10 

RUB 

BACKSPACE 

11 

SHII-T-RUB 

DELETE 

12 

CR 

ENTER 

15 

A 

ADDRESS 

14 

B 

BLOCK 

l.S 

C 

CODE 

Ih 

1) 

DATA 

r 

E 

END 

i 8 

1 

IDENTIFICATION 

19 

I. 

i.OCATION 

20 

M 

MESSAGE 

21 

N 

NAMi; 

22 

R 

READY 

25 

S 

SYMBOL 

24 

r 

TIME 

25 

ij 

UNIT 

1 i 
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For  more  technical  details  on  the  VIP- 100  system,  see  Appendix  B. 

b.  The  Graf  Pen 

The  Science  Accessories  Corporation  Graf  Pen  is  a graphical  input 
device  which  converts  arrival  times  of  sonic  pulses  into  distance  measurements. 
The  pulses  are  generated  by  a hand  held  spark  generator  (stylus)  and  detected 
by  a pair  of  microphones  mounted  at  the  edges  of  the  working  digitization 
surface.  In  these  tests,  the  Graf  Pen  was  interfaced  with  the  Data  General 
computer  and  a program  was  written  to  provide  data  entry  from  a fixed  data 
"menu".  Grid  coordinates  were  converted  to  menu  selections  by  means  of  a 
simple  table- look-up.  Point  sensor  microphones  were  used  in  the  tests  be- 
cause of  mechanical  problems  with  the  available  line  sensor  microphones,  and 
this  required  the  use  of  large  radius  circular  boundaries  for  the  menu  grid 
coordinates  instead  of  rectangular  coordinates.  Initial  alignment  of  the  menu 
grid  pattern  and  the  Graf  Pen  microphones  was  accomplished  by  means  of  an 
interactive  alignment  and  calibration  program. 

Data  entry  via  the  Graf  Pen  required  that  the  subject  locate  the 
desired  block  on  the  menu  grid  pattern  and  then  press  the  stylus  tip  down 
somewhere  within  the  block.  There  is  one  anomaly  with  the  Graf  Pen.  The 
stylus  tip  is  offset  by  about  3/32  of  an  inch  with  respect  to  the  spark  gap,, 
so  that  it  was  possible  to  press  the  stylus  down  on  the  correct  block,  but 
obtain  the  coordinates  for  a neighboring  block.  The  subjects  were  told  of 
this  problem  and  were  requested  to  keep  the  stylus  center  and  hence,  the  spark 
gap  within  the  desired  block.  Nevertheless,  there  were  occasional  errors  and 
syntactical  rejects  which  resulted  from  missing  the  correct  block  because  of 
the  offset. 


For  further  technical  details  on  the  Graf  Pen,  see  Appendix  C. 

c.  The  LSI- ADM- 3A  CRT  Terminal 

The  Lear  Siegler  ADM-3A  is  a single  unit  keyboard  ;ind  CRT  termi- 
nal. The  keyboard  is  designed  to  teletypewriter  layout.  The  display  was  set 
up  for  twenty- four  SO-character  linos  on  a 12  inch  screen.  Data  entry  was 
from  the  bottom  of  the  screen  with  upward  page  scroll. 

d.  The  Speech  i'ochnology  Corporation  M-200  Voice  Response  Unit 

The  STC  M-200  is  a fixed  vocabulary  voice  response  unit  which 
sounds  fairly  natural  because  it  provides  (highly  compressed)  reproduction  of 
actual  human  speech.  The  VRU  is  essentially  a synthesizer  for  a formant 
tracking  vocoder.  The  vocoder  analysis  is  performed  off  line  (at  STC)  to 
provide  digitization  and  compression  to  about  600  bits  per  second.  The  digital 
words  are  stored  in  ROM  in  the  M-20()  unit.  Vocabulaiy  for  the  M-200  is  cus- 
tom ordered  from  STC  who  bums  it  into  ROM.  IVord.'^  can  be  selected  from  a 
reasonably  large  ;ind  growing  vocabulary  list  for  virtually  no  charge  or  they 
can  be  recorded  and  digitized  to  orck-r  for  $1.30  per  second  of  speech. 

The  VRU  was  interfaced  to  the  Nova-800  computer  and  programs  were 
written  to  select  particular  words  or  setjuences  of  words  comprising  messages. 
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The  VRU  word  list  is  given  in  Table  3.  The  VRU  performed  flawlessly,  but  as 
will  be  discussed  later,  both  its  limited  vocabulary  and  its  relatively  lei- 
surely speaking  rate  adversely  affected  its  performance  in  the  data  entry 
tests.  For  more  technical  details  on  the  STC  voice  response  unit,  see 
Appendix  D. 

TABLE  .3 

VOICE  RESPO.NSE  UNIT  VOCABULARY 


1. 

NAME 

21. 

FIVE 

a 

IDENTIFICATION 

22 . 

SIX 

3. 

ADDRESS 

23. 

SEY^EN 

4. 

LOCATION 

24. 

EIGHT 

5. 

TIME 

25. 

NINE 

6. 

ENTER 

26. 

ERROR 

7. 

TYPE 

27. 

DELETE 

8. 

Or 

28. 

BACKSPACE 

9. 

MESSAGE 

29. 

READY 

10. 

UNIT 

30. 

RELEASE 

11. 

NUMBER 

31. 

NOT 

12. 

DATA 

.32. 

CH.-ANNEL 

13. 

CODE 

53. 

IN 

14. 

DEVICE 

34. 

OUT 

15. 

BLOCK 

.35. 

SYMBOL 

In. 

ZERO 

.3b. 

START 

r. 

ONE 

37. 

STOP 

IS. 

TWO 

38. 

LINE 

19. 

TJRL.r 

29. 

END 

20. 

FOUR 

3.  The  Test  Program 

The  high  speed  data  entry  test  program  generated  random  strings  of 
digits  or  mixtures  of  digits  and  alphabetic  characters  either  in  response  to 
the  hand  occupation  pushbuttons  or  automatically  upon  completion  of  each  data 
entry  trial.  Elapsed  time  was  measured  by  the  program  using  the  comj^uter's 
real-time  clock,  and,  at  the  end  of  a setiuence  of  tests,  average  entry  rates 
and  error  rates  were  computed  .-uid  displayed,  i'he  program  was  set  up  so  that 
data  entry  input  could  be  selected  to  be  from  voice,  keylioard  or  Graf  Pen. 


Test  data  displayed  to  the  subject  was  always  via  Burroughs  Self-Scan,  but 
recognition  feedback  was  presented  either  by  CRT,  or  by  CRT  and  Voice  Response 
Unit  simultaneously. 

a.  Recognition  Vocabulary  and  Graf  Pen  Menu  Layout 

In  the  voice  mode,  there  were  two  different  recognition  vocabu- 
laries : 

1)  The  digits  0-9 

2)  The  digits  0-9  and  the  set  of  13  words  listed 
in  Table  2 as  entries  13  through  25. 

In  addition,  the  words  "BACKSPACE",  "DELETE",  and  "ENTER"  were 
recognized  at  the  appropriate  time  to  produce  erasure  of  the  last  word  en- 
tered, deletion  of  the  entire  entry,  and  entry  of  the  complete  string  of 
words,  respectively. 

The  choice  of  alphabetic  characters  and  corresponding  voice  en- 
try and  feedback  words  was  dictated  by  the  vocabulary  available  in  the  voice 
response  unit.  That  vocabulary  was  limited  and  was  chosen  primarily  for  the 
high  complexity  data  entry  tests.  One  disadvantage  of  voice  entry  of  alpha- 
betic characters  is  that  the  person  doing  the  entering  must  memorize  a pho- 
netic alphabet;  direct  entry  of  the  letters  does  not  work  as  well.  In  these 
tests,  the  particular  phonetic  alphabet  was  dictated  by  the  voice  response 
unit.  In  the  keyboard  and  Graf  Pen  modes,  the  vocabularies  were  exactly  the 
same  as  for  voice  except  that  only  the  first  letters  of  the  alphabet  words 
were  entered.  Graf  Pen  entries  were  selected  from  a menu  like  that  shown  in 
Figure  2. 


b.  Length  of  Data  Strings 

The  number  of  characters  in  a string  was  a variable  that  could 
be  set  at  the  beginning  of  each  test.  The  numbers  3 and  10  were  used  in  the 
tests . 


c.  Hand  Occupation 

Hand  occupation  was  selected  as  an  option  at  the  beginning  of 
each  test.  Hand  occupation  was  implemented  by  requiring  that  the  subject 
simultaneously  push  two  buttons  separated  by  14  inches  in  order  to  generate 
each  new  test  data  string.  In  the  high  speed  data  entry  tests,  only  an  in- 
stantaneous push  was  required,  so  that  the  hands  were  usually  occupied  for 
less  than  a second  per  data  string. 

d.  Timing  and  Number  of  Samples  Selection 

A counter  was  provided  to  control  the  number  of  samples  to  be 
presented  in  each  test.  The  number  to  be  presented  was  selected  at  the  be- 
ginning of  each  test.  Ten  samples  were  used  in  the  10  character  tests,  and 
twenty- five  samples  were  used  in  the  3 character  tests.  The  data  generation 
and  timing  programs  were  started  in  response  to  the  control  prompt  "HIT  GR 
TO  START". 
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The  test  data  generation  and  timing  stopped  automatically  when 
the  specified  number  of  data  strings  was  presented  and  entered. 

Three  timing  components  were  measured: 

1)  Actual  data  entry  time,  i.e.,  accumulation  of  all  times 
between  completions  of  prompts  and  completion  of  data  entry. 

2)  Lost  time,  i.e.,  time  required  for  generation  of  test  data 
strings . 

3)  Time  for  retraining,  if  retraining  was  required  in  the 
middle  of  the  test. 

e.  Measurement  System 

During  the  tests,  a hardcopy  record  was  generated  of  the  test 
data  (the  prompt)  and  of  the  subject's  character-by-character  entries,  in- 
cluding backspaces,  deletions,  and  system  rejects.  In  addition,  a battery  of 
counters  were  operating  so  that  at  the  end  of  each  test  extensive  performance 
statistics  could  be  computed.  These  statistics  were  then  printed  on  the  off- 
line Teletype  and  displayed  to  the  subject  on  the  CRT.  The  statistics  that 
were  measured  are  the  following; 

. Encoding  (Operational)  Time  In  Minutes 
. Training  Time  In  Minutes 
. Lost  Time 

. Number  Of  Utterances 
. Number  Of  Rejects 
. Number  Of  Erasures 
. Number  Of  Backspaces 
. Number  Of  Total  Character  Strings 
. Number  of  Correct  Character  Strings 
• . Percent  Of  Correct  Character  Strings 

. Average  Time  Per  Utterance 
. Minimum  Time  Per  Character  String 
. Average  Time  Per  Character  String 
. Time  Per  Correct  Character  String 
. Total  Wrong  Characters  Before  Corrections 
. Percent  Wrong  Characters  Before  Corrections 
. lotal  Correct  Characters 
. Percent  Of  Correct  Characters 
. Percent  Correct  Characters  (Per  Utterance) 

. Average  Time  Per  Correct  Character 
. Variance  of  Encode  Time  For  Character  Strings 
. Std.  Deviation  Of  Encode  Time  For  Character  Strings 

4.  Subject  Selection 

Ail  of  the  subjects  were  employees  or  family  members  of  employees  of 
'Ehreshold  Technology  Inc,  (TTI),  except  for  one  subject,  wlio  was  a customer, 
other  who  was  a supplier  and  a third  who  was  a consultant  for  a customer  work 


an- 


Ib 


ing  at  'ITI.  The  orde"^  or  porrorming  t)ie  tests  was  selected  at  random  and  the 
subjects  were  selected  aij)habet  icaliy  witl.  nianerous  deviations  from  alphabet- 
ical order  dictated  by  availability.  Cenerally,  however,  the  assignment  of 
subjects  to  test  conditions  was  randomized. 

This  random  assignment  resulted  in  a distribution  of  subjects  among 
the  three  entry  modes  as  showai  in  Table  4. 

TABLE  4 

EKELRIENCE  DISTRIBUTION  OE  SUBJECTS  IN  HSUE  TESTS 


! 

NK)Dl-: 

NCTT- 

EXPERIENCE 

— mm- 

EXPERIENCE 

TTrClTTi’ 

EXPEKIE.NCED 

! 

E. XPERT  : 

' VOICE 

7' 



7 -> 

/ 

0 1 

■■'KEYBOARD 

1 

1 

! 

! 12 

2 i 

1 

; GRAF  PEN 



12 

4 

! 0 

J 

i 

In  this  table,  expert  means  a person  who  has  been  professional ly  em- 
ployed to  enter  data  by  that  particular  device.  The  two  expert  typists  were 
members  of  the  secretarial  staff  of  rTI . Highly  e.xjierienced  means  a person 
who  has  spent  many  hours  entering  data  by  the  device.  The  two  highly  exper- 
ienced voice  operators  are  engineers  at  TTI  who  have  worked  with  v^oice  input 
many  hours.  The  twelve  highly  e.xperienced  keyboard  operators  are  either 
computer  programmers  or  fair  non-touch  typists.  Little  exjierience  means  a 
person  who  has  used  the  device  for  a total  of  no  more  than  one  or  two  hours. 
No  experience  means  a person  who  has  not  used  the  device  at  all  prior  to 
these  tests. 

From  this  breakdown  it  is  clear  that  keyboard  was  given  a distinct 
advantage  in  these  tests  by  virtue  oi'  prior  experience  of  the  keyboard  sub- 
jects. \olcc  entry  had  many  fewer  exiieri enced  operators  and  all  of  the  Graf 
Pen  tests  were  performed  by  operators  with  little  or  no  experience.  Wliile 
this  subject  distribution  is  biased  toward  keyboard  in  terms  of  experience 
breawdowns,  it  is  prob.ably  an  accurate  i-eflcction  of  tlie  experience  levels 
of  skilled  white  collar  workers,  except  for  the  fact  that  it  has  a higher  in- 
cidence of  voice  data  enti7  and  Graf  Pen  experience  than  would  be  expected  in 
a more  typical  subject  cross  section. 

Most  subjects  were  used  only  with  one  test  condition.  Four  subjects 
were  used  twice  with  different  input  modes.  One  subject  was  used  with  three 
different  input  modes.  There  did  not  seem  to  be  a great  deal  of  generalized 
learning  in  this  test  so  that  tr.iining  was  not  expected  to  cariT  over  from 
one  input  mode  to  ;inother.  Nonetheless,  multiple  use  of  suliject  was  avoided 
except  near  the  end  of  the  tests  when  all  available  subjects  had  already  been 
tested. 
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5.  Instructions  to  Subjects 


bach  subject  was  first  told  that  the  purpose  of  the  experiment  was  to 
compare  the  data  entry  speed  and  accuracy  of  three  input  devices;  voice,  Graf 
Pen  and  keyboard.  He  was  then  told  which  device  he  would  be  working  with  and 
was  given  a description  of  how  the  test  would  be  run.  He  was  told  what  kind 
of  characters  would  appear  on  the  Self-Scan,  how  many  characters  per  string, 
how  many  strings  per  test,  and  how  many  tests  there  would  be  and  whether  the 
feedback  would  be  by  CRT  or  by  CRT  and  voice  response. 

He  was  then  given  a description  of  how  to  operate  the  entry  device. 

In  the  case  of  keyboard,  all  that  was  necessary  was  to  indicate  which  keys 
were  used  for  correction  of  a single  character,  for  deletion  of  the  entire 
entry  and  for  final  verification  of  the  entered  string.  It  was  also  necessary 
to  explain  how  to  respond  to  rejects. 

For  Graf  Pen  operation,  the  description  included  an  explanation  of 
how  the  Graf  Pen  worked,  i.e.,  by  sonic  pulses,  etc.  This  led  to  the  precau- 
tion not  to  place  anything  between  the  stylus  and  the  microphones  and  to  the 
precaution  to  keep  the  stylus  spark  gap  within  the  entry  grid  block.  The 
Graf  Pen  description  also  included  an  explanation  of  the  backspace,  delete, 
enter  and  reject  control  functions. 

For  voice  input,  the  orientation  procedure  was  much  more  complicated. 
It  was  necessary  to  explain  how  to  wear  the  head-mounted  microphone,  to  set 
the  volume  control  to  match  the  subject's  speaking  level,  to  explain  how  the 
voice  input  system  would  be  trained,  to  explain  the  use  of  the  belt  box  micro- 
phone switch  and  to  give  instructions  for  how  to  speak  to  the  system.  The 
instructions  included  recommendations  for  pausing  between  each  word,  speaking 
in  a relatively  short,  clipped  manner,  and  never  stretching  out  a word  that 
was  misrecognized  to  allow  the  VIP- 100  to  "hear”  better. 

Training  required  five  repetitions  of  each  word  of  the  26  word  vocab- 
ulary and  usually  did  not  tiike  more  than  about  four  minutes.  In  most  cases, 
at  least  one  word  was  immediately  retrained,  however,  either  because  the  sub- 
ject had  spoken  an  erroneous  word  during  training  or  because  he  had  lost 
track  of  the  training  repetition  count. 

Use  of  the  hand  occupation  pushbuttons  was  generally  one  of  the  last 
things  explained. 

Finally,  the  subjects  were  instructed  to  strive  for  maximum  possible 
speed  consistent  with  reasonable  input  accuracy. 

Many  further  instructions  were  usually  rocjuired  during  the  first 
test  repetition.  The  subject  was  told  during  the  first  test  not  to  worr>’ 
about  time,  since  it  was  generally  to  be  used  as  a training  run.  As  a result, 
the  timing  data  from  the  first  trial  was  highly  erratic.  The  kinds  of  pro- 
blems which  were  usually  encountered  during  the  first  trial  were  confusion 
about  how  to  handle  rejects,  incorrect  use  of  the  backspace  ;ind  delete  com- 
mand, and,  in  the  case  of  voice,  recognition  problems  both  with  the  data  and 
with  the  correction  commands. 
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C.  High  Complexity  Data  hntry  Tests 

The  high  complexity  data  entry  tests  were  com[)arisons  of  speed  and  accu- 
racy for  entering  simulated  flight  data  control  messages.  The  messages  were 
typed  on  a problem  sheet  in  the  form  of  hnglish  sentences  describing  the  data 
fields  to  be  entered.  All  fields  were  underlined  for  clarity,  and  entry  of 
the  data  fields  was  prompted  by  the  data  entry'  system-  In  order  to  test 
the  efficiency  of  prompting,  some  confusion  was  left  in  the  problem  state- 
ments by  making  the  order  of  presentation  of  some  of  the  data  fields  different 
from  the  order  in  which  they  were  prompted. 

1.  The  Experimental  Design 

The  experiment  had  a factorial  design.  The  factors,  the  number  of 
levels  per  factor  and  the  descriptions  of  the  levels  ai-e  given  in  Table  5. 

This  factorial  design  involved  twenty- four  subjects  and  72  tests.  The  tests 
were  run  witnout  replication  other  than  the  three  trials,  for  a given  subject. 


TABLE  5 
HCDE  EACTOHS 


FACTOR  NAME 

number  of  LEVTl.S 

DESCRIPTION  OF  LEVELS 

Entry  Mode 

Voice,  Keyboard,  Graf  Pen 

Prompting  Mode 

Visual  and  Voice  Response 
Visual  Only 

Hand  Occupation 

2 

Pushbutton  Required, 

Not  Required 

Subject  Ex'perience 

2 

No  Experience,  Some 
Experience 

Test  Repetition 

5 

Trial  1,  Trial  2,  Trial  5 

The  entry  modes  were  a i'll’-iDO  with  16  channel  preprocessor,  a Lear 
Siegler  CR'I  terminal,  and  a sonic  Graf  Pen  used  in  the  flat  tablet  menu  mode. 

Prompting  was  provided  on  the  Lear  Siegler  CRT  in  all  tests.  For 
voice  ;ind  visual  prompting,  messages  from  the  Speech  Technology  Corporation 
voice  response  unit  were  added.  The  prompting  messages  were  the  same  for 
both  devices. 

iland  occupation  was  simulated  by  a requirement  for  the  subject  to 
tiold  down  two  pushbuttons  i mul  t .uieous  ly  for  a total  of  7.5  seconds  per  input 
message.  fhe  pushbutton  requirement  could  be  satisfied  concurrently  With  the 
data  entry  process,  so  that  for  voice  input,  little  or  no  additional  time  was 


required  for  hand  occupation. 

Several  experience  factor.s  were  considered  in  designing  this  experi- 
ment. First  was  the  subjects'  experience  with  the  entry  device.  We  have  ob- 
served marked  speed  differences  between  subjects  who  know  where  the  characters 
are  on  a keyboard,  and  subjects  who  must  perform  a visual  scan  to  find  every 
character.  Likewise,  with  voice  entry,  there  has  been  a consistent  (though 
sometimes  small)  difference  in  performance  between  those  who  have  had  hours  of 
experience  talking  to  speech  recognition  equipment  and  those  who  have  never 
entered  data  by  voice.  Therefore,  for  these  tests,  subjects  were  randomly 
selected  from  one  of  two  categories;  those  with  zero  experience  using  the  en- 
try device,  and  those  with  slight  to  moderate  exjierience.  By  making  exper- 
ience a specific  factor  in  the  experimental  design,  its  effect  can  be  measured 
and  balanced  out  of  the  estimate  of  experimental  error.  This  not  only  pro- 
vides a measure  of  the  effect  of  experience,  but  also  increases  the  precision 
of  the  exq^eriments  for  evaluating  the  other  factors. 

A second  experience  factor  was  specific  to  the  high  complexity  data 
entry  test  itself.  This  was  such  a conqilicated  data  entry  scenario  to  learn 
that  it  was  important  not  to  use  any  subject  for  more  than  one  test  configu- 
ration. The  use  of  subjects  more  than  once  would  have  required  an  experimen- 
tal design  which  balanced  the  sequential  (training)  effects  so  that  they  would 
not  be  confounded  with  the  other  experimental  factors.  In  future  studies, 
such  designs  may  be  desirable  since  they  make  more  efficient  use  of  the  avail- 
able subject  population.  For  this  test,  however,  there  were  enough  subjects 
to  provide  one  subject  per  condition.  Tliis  not  only  has  simplified  the  ex- 
perimental design  and  its  associated  statistical  analysis,  but  also  has  pro- 
vided a wider  subject  base  for  generalization  of  the  results  than  would  have 
been  provided  by  fewer  subjects  running  multiple  tests. 

Training  within  th.  tests  was  handled  by  giving  the  subjects  a pre- 
liminary short  test  for  training  purposes  before  running  the  actual  test. 

Then  a measure  of  relatively  short  term  training  effects  was  obtained  by  hav- 
ing each  subject  run  three  separate  tests  with  the  same  data  entry  configur- 
ation. 


A final  c.xperience  factor  in  the  experimental  design  relates  to  the 
experience  of  the  individual  administering  the  tests.  Experience  in  conduct- 
ing the  tests  could  conceivably  have  had  an  effect  on  the  test  results,  .'in 
attempt  was  made  to  el iminate  a systematic  bias  of  this  type  by  randomizing 
the  order  of  performing  the  tests. 

2.  Hardware  Configuration 

The  hardware  configuration  differed  from  that  described  in  Section 
iI-B-2  for  the  high  speed  data  entry  tests  only  in  the  following  two  ways. 

a.  The  Burrough's  Self-Scan  was  not  used.  Visual  prompting  and 
visual  feedback  were  displayed  on  the  i.ear  Siegler  APM-.AA  CRT  Terminal  only. 

b.  The  set  of  two  pushbuttons  had  to  be  held  down  for  a total  of 
3.5  seconds  per  message  in  order  to  satisfy  the  hand  occupation  requirement. 
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5.  The  Test  Program 

The  liCDi;  test  probran;  was  based  on  a program  that  was  written  to 
evaluate  voice  entry  for  Tnroute  Flight  Data  c;ontrol.  In  operation,  the  sys- 
tem issues  prompting  messages  and  then  waits  for  rigidly  formatted  messages 
to  be  entered  in  response.  The  first  prompt  issued  is  always  "TYPli  OF  MFS- 
SAGE?".  The  first  input  expected  by  the  system  is  one  of  the  words  specify- 
ing the  type  of  message  such  as  AMEND  or  H.ANT'OFF.  Recognition  of  an  acceptable 
input  then  produces  a two  character  code  on  the  display  unit,  such  as  AM  or 
rLA  followed  by  a carriage  return,  line  feed,  and  a new  prompt.  In  most  cases, 
the  next  prompt  is  "ENTER  IDENTIFICATION  NUMBER?",  and  the  next  entry  expected 
is  a three  digit  flight  identification  number  to  identify  the  flight  data  file 
to  which  the  message  applies.  The  three  digits  are  entered  and  displayed  one 
by  one  and  are  followed  by  CR,  LF  and  a new  prompt.  The  next  entry  e.xpected 
by  the  system  depends  upon  the  kind  of  message  selected  by  the  first  entry. 
AMEND,  for  example,  expects  the  name  of  a flight  plan  data  field  such  as  AIR- 
CRAFT TYPE  or  LOCATION,  followed  by  an  entrv-  or  entries  appropriate  to  that 
data  field.  At  the  end  of  the  message,  the  system  almost  always  designates 
the  end  by  issuing  the  prompt  "END  OF  MI-SSAGE?".  If  the  subject  is  satisfied 
that  the  data  has  been  properly  entered,  he  responds  with  the  word  END.  This 
terminates  the  entry  of  that  message  and  causes  the  prompt  to  be  issued  for 
the  next  message.  At  any  time  during  message  entry,  the  commands  BACKSPACE 
and  ERASE  can  be  used  respectively  to  delete  either  the  last  word  entered  or 
all  entries  for  the  entire  message. 

Data  entry  input  could  be  selected  to  be  from  voice,  keyboard,  or 
Graf  Pen.  The  prompting  messages  were  presented  both  to  the  CRT  and  to  the 
voice  response  unit.  When  no  voice  prompting  was  required,  the  audio  output 
of  the  VRU  was  turned  off.  The  system  automatically  generated  message  se- 
quence numbers  which  corresponded  to  numbers  on  the  problem  lists,  and  a hard- 
copy record  was  made  of  all  entries,  backspaces,  erasures,  and  system  rejects. 
Elapsed  time  was  measured  by  the  computer's  real-time  clock. 

4.  Diagram  of  Prompts  and  Data  Entry  Syntax 

Figure  5 is  i diagram  which  illustrates  the  prompts,  the  general 
recognition  vocabulary  and  the  recognition  syntax  for  the  HCDE  test  program. 

In  this  diagram,  the  rectangular  blocks  represent  prompting  messages.  Solid 
circles  and  -.olid  uiamonus  represent  [loints  at  which  the  system  stops  anu 
waits  for  data  input.  Tiie  solid  circles  correspond  to  data  entry  from  a sub- 
set of  the  total  vocabul  ary  and , in  the  case  of  niuiierical  data,  involve  a count 
of  the  number  of  digits.  The  solid  di.imonds  represent  d.ata  entry  which  re- 
sults in  branching  based  on  the  contents  of  the  data.  There  were  only  four 
briinch  points  in  the  program.  These  arc  the  points  where  type  of  message, 
data  block  name,  aircraft  type,  and  an  I.D.  number  without  a length  con- 
straint are  entered. 

At  any  point  where  the  system  exjiects  data  input,  except  for  the 
first  branch  point,  the  recognition  system  will  accept  a backspace  or  erase 
command.  The  backspace  command  eliminates  tl-.e  last  ent  ly  that  was  made  and 
backs  the  data  entry  system  up  to  the  previous  entry  point.  If  the  previous 
entry  point  would  normally  have  been  accompanieil  by  a prompt,  the  system  will 
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also  reissue  the  prompt.  The  erase  command  backs  the  system  up  to  the  first 
branch  point  and  issues  the  "TYPK  OF  MESSAGF?"  prompt,  but  does  not  increment 
the  message  number  counter. 

If,  at  any  of  the  entry  points,  the  input  data  is  not  recognized  as 
one  of  the  allowable  inputs  for  that  point,  a system  reject  is  issued.  The 
reject  signal  consisted  of  a flashing  red  light,  an  audible  "beep"  and  print- 
out of  a question  mark  on  the  CRT.  Rejects  did  not  change  the  state  of  the 
input  system. 

5.  The  Prompting  Messages 

The  proii5)ting  messages  that  were  displayed  on  the  CRT  are  exactly  as 

shown  in  the  rectangular  blocks  of  Figure  3 including  the  question  marks. 

Each  prompting  message  was  also  preceded  by  a carriage  return  and  a line  feed, 
however,  that  is  not  displayed  in  the  blocks.  The  messages  generated  by  the 
voice  response  unit  were  exactly  the  same  as  the  written  messages,  except  for 
the  question  marks  and  except  for  the  fact  that  the  word  "IDENTIFICATION"  was 
spoken  whenever  "I.D."  was  displayed  on  the  CRT. 

There  were  a number  of  human  factors  problems  with  this  prompting 
system,  mostly  caused  by  the  limited  vocabulary  of  the  VRU.  The  VRU  only 
had  a 30  word  vocabulary.  That  vocabulary  was  listed  in  Table  3 and  includes 

no  words  that  were  specifically  oriented  to  flight  data  entry.  The  CRT 

prompting  messages  were  deliberately  made  identical  to  the  VRU  messages  so 
that  differences  in  prompting  effectiveness  would  be  attributed  to  the  media 
and  not  to  the  quality  of  the  messages.  The  vocabulary  limitations  made  it 
difficult  to  devise  prompting  messages  which  were  unambiguous  and  completely 
helpful  to  inexperienced  subjects.  For  example,  the  prompt  "DATA  BLOCK  NAME?" 
was  very  confusing  to  most  subjects.  A more  helpful  prompt  night  have  been 
"DATA  FIELD  TO  BE  CORRECTED?",  but  neither  the  words  FIELD  nor  CORRECTED  were 
available  in  the  VRU.  Another  example  was  the  prompt  "ENTER  TYPE?".  This 
was  virtually  meaningless  to  most  subjects.  "ENTER  AIRCRAFT  TYPE?"  would 
probably  have  been  much  clearer,  but  the  word  AIRCRAFT  was  not  available. 

With  a larger  vocabulary,  the  confusions  between  "ENTER  ADDRESS?"  and  "ENTER 
LOCATION?",  and  between  "ENTER  NUMBER?"  and  "I.D.  NUMBER?"  could  have  been 
reduced.  /Xnother  serious  confusion  was  produced  by  the  lack  of  the  word 
"OR".  An  earlier  version  of  the  prompting  ;md  br;mching  system  allowed 
corrections  or  timendment  of  multiple  data  fields  in  a single  message.  To 
accomplish  this,  the  data  field  amendment  branch  looped  back  to  allow  repeated 
amendments.  To  get  out  of  the  briuich,  however,  the  word  "END"  had  to  be 
spoken  in  lieu  of  a data  field  name.  This  additional  program  flexibility  had 
to  be  abandoned  because  the  proTiipt  needed  for  this  option  had  to  be  something 
like  "ENTER  DATA  BLOCK  NAM;  OR  END  MiSSAOE?",  in  which  the  word  OR  was  criti- 
cal. Unfortunately,  we  had  not  foreseen  this  problem  and  did  not  specify  the 
word  OR  to  be  in  the  VRU  vocabulary. 

6.  Recognition  Vocabulary  and  Graf  Pen  Menu  l.ayout . 

The  MCDE  recognition  vocabulary  is  listed  in  Table  6.  There  were  43 
words  in  the  vocabulary  including  the  word  STOP  which  is  not  used  in  the  final 
system.  The  first  column  of  Table  6 gives  the  vocabulary  subsets  for  the  words. 
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TABLE  6 


HCDE  TEST  VOCABULARY 


WORD  NO, 

VOCABULARY  SUBSET 

IVOR!) 

KEYBOARD  CHARACTERS 

0 

NUME 

iERS 

ZERO 

0 

1 

ONE 

1 

■) 

TWO 

3 

THREE 

3 

4 

FOUR 

4 

5 

FIVE 

5 

6 

SIX 

6 

7 

SEVEN- 

8 

EIGHT 

8 

9 

NINE 

9 

10 

CONTROL 

BACKSPACE 

RUB 

11 

END 

RETURN 

12 

ERASE 

SHIFT  RUB 

15 

STOP 

S 

14 

TYPE  OF 

MESSAGE 

AMEND 

AM 

15 

CANCEL 

CA 

16 

CORRECT  ION 

CO 

17 

DEPARTURE 

DE 

18 

HAND  OFF 

HA 

19 

RELEASE 

RE 

20 

WEATHER 

WE 

21 

\ 

! 

TRANSMIT 

TR 

22 

DATA  BLOCK  NAMES 

TYPE 

TY 

23 

DEVICE  NAME 

DE 

24 

LOCATION- 

LO 

25 

TIME 

TI 

26 

> 

1 

I.D.  NUMBER 

ID 

27 

PHONETIC 

ALPAllBET 

ALPHA 

A 

28 

i 

BRAVO 

B 

29 

I 

CHARLIE 

C 

30 

DELTA 

D 

31 

LOCATIONS 

WILLIAMSPORT 

W1 

32 

1 

ALLENTOWN 

Al. 

35 

! 

HAZE ETON 

Hy\ 

34 

STILLWATER 

ST 

35 

AIRCRAFT  TYPE 

BOEING 

BO 

36 

( 

DOUGLAS 

DO 

37 

1 

GENERAL 

GE. 

38 

V 

MI1,IT/\RY 

MI 

39 

DEVICE 

NAMES 

DISCRETE 

DI 

40 

1 

ONB- 

DM 

41 

1 

TRANSPONDER 

TR 

42 

TACAN 

TA 

The  second  column  lists  the  word  that  was  displayed  to  prompt  the  subjects 
when  training  the  voice  recognition  system.  The  third  column  lists  the  char- 
acters that  were  recognised  by  the  keyboard  entry  version  of  the  program. 

These  same  characters  were  provided  as  feedback  in  the  voice  and  Graf  Pen 
entry  versions  of  the  program,  and  except  for  the  numbers,  the  letters,  and 
the  control  characters,  were  always  the  first  two  letters  of  the  entry.  With 
keyboard  data  entry,  the  only  feedback  that  was  provided  was  an  immediate 
echo  of  the  entered  characters.  If  the  entered  character,  or  pair  of  char- 
acters, was  not  acceptable  to  the  keyboard  entry  system,  a reject  would  be 
indicated  by  a question  mark  printed  immediately  following  the  characters. 

If  the  entry  was  acceptable  to  the  keyboard  system,  that  would  be  indicated 
by  generation  of  the  next  prompting  message. 

Graf  Pen  entries  were  selected  from  a menu  such  as  that  shown  in  Fig- 
ure 4,  but  with  5/8  inch  spacing  between  grids.  The  characters  used  to  label 
the  menu  locations  were  the  same  as  used  for  keyboard  entry.  As  can  be  seen 
in  Figure  4,  they  are  by  no  means  self-explanatoiy , and  greater  clarity  would 
have  been  achieved  by  spelling  the  words  out  in  their  entirety.  The  disad- 
vantages with  spelling  them  out  would  have  been  either  that  the  lettering 
would  have  been  very  small  or  the  menu  would  have  to  have  been  made  larger. 

In  retrospect,  we  believe  that  it  would  have  been  better  to  spell  them  out 
with  small  letters. 

It  would  have  been  better  still  to  program  the  Graf  Pen  to  work  in 
the  light  pen  mode,  for  then  the  appropriate  vocabulary  subset  could  have  been 
displayed  for  each  stage  of  the  entry  process.  This  would  not  only  reduce 
the  search  time  for  finding  the  proper  menu  locations,  but  would  provide  auto- 
matic prompting.  In  future  studies,  we  recommend  that  a light  pen  implemen- 
tation be  tested  and  that  a light  pen  or  intelligent  terminal  type  prompting 
structure  be  implemented  for  voice  and  keyboard  input  as  well. 

7.  Entry  Problems 

Tables  7,  8,  and  9 are  the  three  sets  of  entry  problems  that  were 
used  in  the  tests.  Each  test  consisted  of  15  problems.  Each  problem  was 
stated  as  a proper  English  sentence  with  a number  of  underlined  data  fields. 

The  tiiree  te.sts  are  not  equal  in  the  amount  of  data  to  be  entered. 

In  Table  10  we  list  the  number  of  fields,  words,  and  key  strokes  involved  in 
the  three  tests.  A uat.  field  is  defined  as  an  underlined  entity  in  the  pro- 
blem statements  of  Tables  7,  8 and  9.  .\on-numeric  fields  always  involve  a 
single  voice  entry.  .N'umeric  fields  require  from  two  to  five  voice  entries. 

.\  word  is  defined  as  a single  voice  entry,  and  the  word  count  for  each  pro- 
blem set  includes  the  15  words  required  to  verify  each  entry.  Keystrokes 
arc  counts  of  the  number  of  individual  keys  including  "RliTURN"  which  have  to 
be  struck  to  enter  the  data  by  keyboard.  This  number  is  larger  than  the 
number  of  words  because  all  non-numeric  fields  require  two  strokes  for  key- 
board entry. 

8.  Subject  Selection 

All  of  the  subjects  were  employees  of  Threshold  Technology  Inc., 
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TABLL  10 


DATA  COUNTS  FOR  HCDF.  TESTS 


TEST 

NO. 

FIELDS 

WORDS 



KEYSTROKES ! 

1 

j 

56 

'"“jn — 

( 

ISO 

! 2 

55 

113 

148 

3 

49 

111 

140 

except  for  one  who  was  a family  member  of  an  em})loyee  and  another  who  was  a 
technical  visitor.  Subjects  were  divided  into  two  categories;  those  with  some 
experience  with  the  particular  entry  device,  and  those  with  no  e.xperience. 

The  order  of  running  the  tests  was  randomized  and  the  subjects  were  selected 
from  a list  of  TTI  employees  in  reverse  alpliabetical  order.  The  first  subject 
on  the  list  was  chosen  who  fit  the  experience  category  required  by  the  partic- 
ualr  test  that  was  to  be  run. 

The  experienced  subjects  for  voice  and  keyboard  entry  were  never  ex- 
perts. The  voice  enterers  were  engineers,  salesmen,  or  progrcimmers  who  have 
spent  hours  talking  into  a VIP- 100  voice  entry  system  but  who  have  never  been 
professional  data  enterers.  The  experienced  keyboard  subjects  were  all  engi- 
neers or  technicians  who  had  spent  many  hours  typing  but  who  were  not  skilled 
touch  typists.  There  was  no  shortage  of  subjects  in  these  skill  categories 
at  TTI. 


ITie  inexperienced  voice  entry  subjects  were  three  relatively  new  em- 
ployees of  dT'I  who  had  never  used  a voice  entry  device  before  and  one  teclini- 
cal  visitor.  The  inexperienced  keyboard  subjects  were  members  of  the  produc- 
tion staff  and  one  employee  f;nnily  member.  Subjects  in  these  two  exiicricnce 
categories  were  not  ver>'  numerous  at  TTI. 

i'he  experienced  (Iraf  Pen  subjects  were  selected  from  the  pool  of 
suiijects  who  had  used  the  (iraf  Pen  in  the  previous  high  speed  data  entry 
tests.  The  amount  of  exiierience  gained  from  running  the  previous  tests  did 
not  bring  them  up  to  the  same  relative  experience  levels  as  the  experienced 
keyboard  and  voice  entry  subjects,  but  it  is  questionalile  whether  any  amount 
of  experience  with  the  Graf  Pen  ;ind  a different  entry  menu  would  have  quali- 
fied them  as  experienced  with  the  particular  menu  used  in  the  IIGDII  tests. 

9.  Instructions  to  Subjects 

Each  subject  was  first  told  that  tiie  puiqiose  of  the  experiment  was  to 
compare  the  data  entry  speed  and  accuracy  of  the  three  input  devices,  lie  was 
then  told  which  device  he  would  be  working  with  and  was  given  a description 
of  how  the  test  would  be  run. 


It  was  explained  hew  the  ^vs’em  weiilu  prompt  tlic  subject  and  how  at 
each  Stacie  ot  the  d.it  a ent  rv  pru^i'^  tiu'  number  ot'  acceptable  inputs  would  be  a 
specific  subset  ot'  the  total  thular\.  \ chart  was  pnnided  on  the  wall  in 
front  ot  the  subject  wnich  listec  tiu-  i:  of  entry  responses  appropriate  to 
each  promptintt  sta^te.  It  wa-  •>  »i.;  .Mit  rh.it  the  only  data  to  be  entered 

were  the  underlined  lields,  out  t.'...*  r,  . viit  ry  order  was  not  necessarily  the 
s;ime  as  the  order  in  which  t’e  i.t  . : w<,-i>  written  into  the  problem  statement. 

Particular  enijihasis  w.is  ^iven  t .1  rhe  \M1  Mi  and  lOKRl.CTlO.V  messages  since  both 
of  those  required  that  the  a.u;,.-  t . irw-nued  data  block  be  specified  in 
response  to  the  UAiA  BLOi.k  N.WJ  proin>t.  Mmiist  nobody  uriderstood  this  until 
he  had  entered  several  messages  of  this  type. 

liach  subject  was  then  given  a Jescription  of  how  to  operate  the  entry 
device.  In  the  case  of  keyboard,  it  was  explained  that  all  words  were  entered 
by  typing  their  first  two  letters.  It  was  also  necessary  to  indicate  which 
keys  were  used  for  correction  of  a single  character,  for  deletion  of  the  en- 
tire entry  and  for  final  verification  of  the  entered  string.  He  was  also 
told  how  to  respond  to  rejects. 

In  Graf  Pen  operation,  the  description  included  an  explanation  of 
how  the  Graf  Pen  worked,  and  precautions  for  its  use.  The  Graf  Pen  descrip- 
tion also  included  an  explanation  of  the  backspace,  erase,  enter  and  reject 
control  functions. 

For  voice  input,  the  orientation  procedure  was  much  more  corn]!! icated. 
It  was  necessary  to  explain  how  to  wear  the  head-mounted  microphone,  to  set 
the  volume  control  for  proper  speaking  level,  to  explain  how  the  voice  input 
system  would  be  trained,  to  explain  the  use  of  the  belt-box  microphone  switch, 
and  to  give  instructions  on  how  to  speak  to  the  system.  The  instructions  in- 
cluded the  requirements  for  pausing  between  each  word,  speaking  in  a rela- 
tively short  slipped  manner,  and  never  stretching  out  a word  that  was  misrec- 
ognized  to  allow  the  VIP- 100  to  "hear"  better. 

Training  required  five  repetitions  of  each  word  of  the  4.^  word  vo- 
cabulary and  usually  did  not  take  more  than  about  10  minutes.  In  most  cases, 
at  least  one  word  was  immediately  retrained,  however,  either  because  the 
subject  had  spoken  an  erroneous  word  during  training  or  because  he  had  lost 
track  of  the  training  repetition  count.  Somewhat  better  recognition  results 
would  have  been  obtained  by  using  ten  training  repetitions  per  word  as  is 
normally  done  with  the  VlP-100  system.  Five  repetitions  were  used,  however, 
to  keep  the  overall  subject  preparation  effort  for  voice  input  commensurate 
with  the  other  input  system. 

Use  of  the  hand  occupation  pushbuttons  was  generally  one  of  the 
last  things  explained. 

Finally,  the  subjects  were  instructed  to  strive  for  maximum  possible 
accuracy  consistent  with  reasonable  input  speed. 

Many  further  instructions  were  usually  required  during  the  short 
training  test.  The  primary  problems  encountered  during  the  first  test  were 
generally  related  to  the  prompting  and  entry'  structures,  and  not  to  the  use 


of  the  entry  device.  Most  subjects  were  still  having  some  difficulty  inter- 
preting the  prompts  well  into  the  first  of  the  three  actual  tests.  There 
were,  in  addition,  the  usual  confusions  about  how  to  handle  rejects,  and  the 
backspace  and  erase  commands,  and,  in  the  case  of  voice,  there  were  recogni- 
tion problems  both  with  the  data  and  with  the  correction  commands.  For  ex- 
perienced voice  data  entry  subjects,  the  correction  commands  were  a problem 
because  they  differed  from  the  commands  which  they  have  used  in  other  voice 
entry  programs.  These  subjects  were  inclined  to  use  their  accustomed  commands 
as  a matter  of  reflex,  and  this  resulted  in  numerous  correction  system  errors. 


Section  III 


RESULTS 


A.  Explanation  of  the  Analysis  of  Variance  Procedure  Used  in  This  Report 

In  Table  11  of  Section  III-B,  for  example,  we  summarize  the  analysis  of 
variance  for  the  Average  Time  Per  Correct  Character  measurements.  Column  1 
of  this  table  lists  all  of  the  individual  factors,  all  interactions  between 
two  factors,  and  one  significant  interaction  between  three  factors.  The 
nuiaber  of  degrees  of  freedom  (df)  corresponding  to  the  source  of  variation  in 
column  1 is  listed  in  column  2. 

Column  3 displays  the  sum  of  squares  for  each  factor  or  interaction. 

The  sum  of  squares  totaled  over  all  possible  combinations  of  factors  is 
given  at  the  bottom  of  column  3. 

In  the  two  experiments  discussed  in  this  report  there  was  no  replication 
to  provide  an  error  estimate.  In  such  a case  we  may  derive  an  error  estimate 
from  the  variance  of  the  high  order  interaction  terms.  In  the  HSDE  tests 
there  were  six  factors.  We  expect  that  individual  factors  and  interactions 
between  pairs  of  factors  may  show  statistical  significance,  but  we  have  little 
reason  to  expect  that  3,  4,  5 or  6 way  interactions  should  generally  be  sig- 
nificant. Hence,  the  variance  from  these  high  order  interactions  can  be  used 
as  a measure  of  uncontrolled  variability  in  the  test.  To  compute  this  mea- 
sure we  sum  the  "sum  of  squares"  terms  for  all  such  interactions  and  then 
divide  by  the  df's  for  these  interactions.  The  result  is  the  estimated  mean 
square  experimental  error.  In  Table  11,  this  sum  of  squares  and  the  mean 
square  errors  are  tabulated  in  the  next  to  the  bottom  row  of  columns  3 and  4. 

If  it  happens  that  an  occasional  three  or  four  way  interaction  is  signif- 
icant when  compared  to  this  mean  square  error,  it  means  that  by  including  that 
interaction  in  the  measure  we  have  overestimated  the  error.  Usually  the  de- 
gree of  overestimation  is  slight,  and  in  any  case  it  always  leads  to  conser- 
vative estimates  of  statistical  significance. 

In  the  analysis  of  variance  tables  of  this  report,  significance  levels 
are  tabulated  in  terms  of  probabilities  that  a deviation  of  that  magnitude 
would  not  occur  due  to  ch;ince  alone. 


B.  High  Speed  Data  Entry  Tests 


The  particular  measurements  analyzed  are: 


1. 

2. 

3. 

4. 


Average 

Percent 

Percent 

Percent 


time  per  correct  character 

wrong  characters 

wrong  character  strings 

wrong  characters  before  correction 
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The  operational  error  rate  or  error  rate  after  correction  is  analyzed 
with  respect  to  both  character  errors  and  string  errors.  These  two  error 
measures  are  highly  correlated.  The  primary  difference  between  them  is  that 
the  string  error  rate  is  usually  higher  than  the  corresponding  character  error 
rate  and  the  length  of  the  strings  tends  to  be  a significant  experimental 
factor  when  evaluating  string  error  rates.  Error  rate  before  correction  is 
indicative  of  the  basic  error  rate  of  the  data  entry  device  and  the  problem 
setting. 

1.  Entry  Time  Analysis 

Table  11  summarizes  the  analysis  of  variance  for  the  average  time  per 
correct  character  me  «urements.  'fhis  analysis  is  performed  for  the  data  from 
the  final  two  trials  'nly,  since  using  the  first  trial  for  training  introduced 
very  large  time  variations  which  are  not  necessarily  related  to  actual  speed 
of  entry. 


Alphabet,  entry  mode,  and  data  length,  in  that  order,  can  be  seen  to 
be  the  three  most  significant  factors  affecting  entry  time  per  correct  char- 
acter. The  only  other  single  factor  which  is  significant  is  trial.  There 
are  three  interactions  between  two  factors  which  are  significant  at  the  .99 
level  or  higher;  length  by  mode,  hand  occupation  by  mode,  and  hand  occupation 
by  alphabet.  Finally,  there  is  one  three-way  interaction  between  hand  occu- 
pation, length,  and  alphabet  that  is  significant  at  the  .99  level. 

Figure  5 plots  the  entry  speed  as  a function  of  the  four  individual 
factors  which  achieve  statistical  significance.  It  is  particularly  note- 
worthy that  neither  hand  occupation  nor  feedback  had  a significant  overall 
effect  on  entry  speed. 

The  comparison  of  entry  modes  shows  that  keyboard  was  the  fastest 
mode  in  these  test,  requiring  an  average  of  29%  less  time  per  character  than 
voice;  and  22%  less  time  than  Graf  Pen. 

The  alphabet  comparison  indicates  that  entry  of  numeric-only  data 
requires  about  25%  less  time  than  entry  of  mixtures  of  letters  and  numbers. 
This  is  not  surprising  since  a smaller  vocabulary  reduces  keyboard  and  Graf 
Pen  scan  time  and  reduces  voice  input  error  rates. 

The  data  length  comparisons  show  that  lO-character  strings  required 
about  14%  less  time  per  cliaracter  than  .5  character  strings.  If  the  overhead 
required  for  verifying  the  old  entry  and  requesting  and  reading  a new  entry 
were  assumed  to  be  equivalent  to  entering  an  additional  character  of  data, 
the  difference  between  10  character  strings  and  .5  character  strings  would  be 
expected  to  be  about  20%.  The  fact  that  the  difference  was  less  than  20% 
firobably  results  from  the  requirement  for  rereading  the  10  character  strings 
several  times  in  order  to  break  them  up  into  more  easily  memorized  units. 

The  difference  between  trial  two  and  trial  three  w;is  only  about  9%. 
'ihis  rather  small  increment  indicates  that  the  subjects  had  fairly  well 
mastered  the  mechanics  of  the  experiment  by  the  beginning  of  trial  two. 

Figure  0 presents  graphs  of  average  time  per  correct  character  versus 
the  interactions  between  entry  mode  and  length  and  entry  mode  ;ind  hand  occu- 
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TABLE  11 


I, 

I 


ANALYSIS  OF  VARIANCE  OF 
AVERAGE  TIME  PER  CORRECT  CHARACTER 
TRIALS  2 AND  3 ONLY 


SOURCE  OF 

VARIATION 

DEGREES  OF 
FREEDOM 

SUM  OF 
SQUARES 

MEAN 

SQUARES 

F 

SIGNIFICANCE 

LEVEL 

1. 

FEEDBACK  (F) 

1 

0.001 

0.001 

2. 

HAND  OCCUPATION  (H) 

1 

0.013 

0.013 

- 

- 

3. 

FxH 

1 

0.132 

0.132 

- 

- 

4. 

LENGTH  (L) 

1 

1.118 

1.118 

16.44 

.999 

5. 

FxL 

1 

0.236 

0.236 

3.47 

.90 

6. 

HxL 

1 

0.284 

0.284 

4.18 

.95 

7. 

ALPAHBET  (A) 

1 

4.208 

4.208 

61.88 

.99999 

8. 

FxA 

1 

0.085 

0.085 

- 

- 

9. 

HxA 

1 

0.493 

0.493 

7.25 

.99 

10. 

LxA 

1 

0.010 

0.010 

- 

- 

11. 

ENTRY  MODE  (M) 

2 

4.015 

2.007 

29.51 

.9999 

12. 

FxM 

2 

0.172 

0.086 

- 

- 

13. 

HxM 

2 

0.721 

0.360 

5.29 

.99 

14. 

LxM 

2 

1.253 

0.626 

9.21 

.999 

15. 

AxM 

2 

0.129 

0.065 

- 

- 

16. 

TRIAL  (T) 

1 

0.493 

0.493 

7.25 

.99 

17. 

FxT 

1 

0 . 004 

0.004 

- 

- 

18. 

HxT 

1 

0.005 

0.005 

- 

- 

19. 

LxT 

1 

0. 165 

0.165 

- 

- 

20. 

AxT 

1 

0.023 

0.023 

- 

- 

21. 

MxT 

2 

0.021 

0.010 

22. 

HxLxA 

1 

0.543 

0.543 

7.99 

.99 

ALL  INTERACTIONS  BETWEEN 
3,  4,  5 AND  6 FACTORS 
= ERROR  68 

TOTAL  95 


4.65  0.068 


18.208 


GRAND  MEAN  = 1.489 
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Kntry  Time  Interactions  Between  Entry  Mode  and  Two  Other  Factors 


pation.  Significant  interactions  between  two  factors  always  show  up  in  a 
graph  in  which  one  factor  is  the  ordinate  and  the  other  is  a parameter  by  lack 
of  parallelism  or  crossing  of  the  curves  tor  the  parameters. 

The  interaction  between  mode  and  length  is  significant  because  10 
character  strings  had  subst  ^uit  ial  ly  lower  entr>'  times  than  3 character  strings 
for  voice  entry,  moderately  lower  for  keyboard,  but  had  higher  times  for  Graf 
Pen. 


The  interaction  of  entry  mitde  and  Ikc.u  occupation  siiows  that  hand 
occupation  had  no  effect  on  keytioard  entry,  reduced  the  speed  of  Graf  Pen 
entry  ana  increased  the  speed  of  voice  entry.  The  hand  occupation  requirement 
in  this  exiieriment  was  not  s i gru  f i c.uu  , overall,  primarily  because  it  was  such 
a simple  task  that  it  could  be  ;>erf  iiied  in  .»  ■’raciion  of  a second.  Whatever 
negative  effect  it  did  have,  however,  would  ue  expected  to  he  greatest  with 
Graf  Pen  for  which  it  was  necessary  either  for  the  subject  to  carry  the  data 
entry  stylus  back  and  forth  between  the  data  entry  tablet  and  the  pushbuttons 
or  to  lay  down  the  stylus  while  pusliing  the  buttons.  On  the  other  extreme, 
its  negative  effect  would  be  exjiected  to  be  least  with  voice  input  with  which 
hands  were  not  used  at  all  for  dat.i  entry.  In  fact,  voice  input  proceeded 
faster  on  the  average  with  hand  occupation  than  without. 

Figure  7 is  a plot  of  <.ntry’  tunes  for  the  three-way  interaction  be- 
tween hand  occupation,  alphabet,  and  data  length.  This  plot  illustrates  a 
kind  of  threshold  effect  in  the  ne.irly  trivial  hand  occupation  requirement. 

For  the  relatively  difficult  task  of  entering  alphanumeric  data,  the  hand 
occupation  requirement  was  so  simple  that  it  would  not  be  expected  to  increase 
significantly  the  entry  time  per  character.  (In  fact,  the  average  entry  ti..ie 
was  decreased  slightly  with  hand  occupation.)  For  entry  of  10  character 
numeric  strings  likewise,  pushing  the  h;ind  occupation  buttons  once  per  string 
was  such  a minor  part  of  the  total  task  that  it  would  not  be  exi’ected  to 
increase  significantly  the  entry  time  per  character.  For  entry  of  3 character 
numeric  strings,  however,  pushing  the  buttons  once  per  string  increased  the 
overhead  per  character  by  enough  to  significantly  increase  entry  time  per 
character. 

In  this  interaction,  it  is  difficult  to  explain  how  hand  occupation 
could  actually  decrease  entry  time  for  3 of  the  4 conditions.  It  is  most 
likely  the  result  of  uncontrolled  intersubject  variations,  but  it  is  also 
possible  that  a simple  hand  occupation  task  such  as  the  one  used  in  this  ex- 
periment could  improve  data  entry  performance  by  making  the  task  more  rhythmic. 

2.  Error  Rates  After  Gorrection 

The  operational  errors,  or  errors  after  correction  ;uid  verification 
are  iinalyzed  with  respect  to  two  closely  related  measures;  percent  correct 
characters  and  percent  correct  character  strings.  Generally,  the  significance 
levels  for  these  measures  are  lower  than  for  the  time  per  correct  character 
measurements.  This  reflects  tne  higher  degree  of  uncontrolled  variations  in 
these  measures. 


Table  12  summarizes  the  analysis  of  variance  for 
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TABLE  12 


ANALYSIS  OF  VARIANCE  OF 
PERCENT  CORRECT  CHARACTERS 


SOURCE  OF  DEGREES  OF  SUM  OF  NKAN  SIGNIFIC/\nCE 

VARIATION FREEDOM  SQUARES  SQUARES F LEVEL 


1. 

FEEDBACK  (F) 

1 

4.698 

4.698 

2 , 

HAND  OCCUPATION  (H) 

1 

1 . 6 36 

1.636 

- 

- 

3. 

FxH 

1 

1.499 

1.499 

- 

- 

4. 

LENGTH  (L) 

1 

2.447 

2.447 

- 

- 

5. 

FxL 

1 

6.254 

6.254 

- 

- 

6. 

HxL 

1 

1.111 

1.111 

- 

- 

7. 

ALPAHBET  (A) 

1 

20.318 

20.318 

7.58 

.99 

8. 

FxA 

1 

13.451 

13.451 

5.02 

.95 

9. 

HxA 

1 

0.441 

0.441 

- 

- 

10. 

LxA 

1 

17.424 

17.424 

6.50 

.95 

11. 

ENTRY  MODE  (M) 

2 

2.080 

1.040 

- 

- 

12. 

FxM 

2 

8.801 

4.400 

- 

- 

13. 

HxM 

2 

8.620 

4.310 

- 

- 

14. 

LxM 

4.079 

2.039 

- 

- 

15. 

AxM 

2 

17.066 

8.533 

5.  18 

.95 

16. 

TRIAL  (T] 

2 

22.897 

11.448 

4.27 

.95 

17. 

FxT 

2 

0.796 

0.398 

- 

- 

18. 

HxT 

2 

1.531 

0.766 

- 

- 

19. 

LxT 

2 

0.452 

0.226 

- 

- 

20. 

AxT 

2 

0.240 

0.120 

- 

- 

21. 

MxT 

4 

3.  165 

0.791 

- 

- 

22. 

HxLxA 

1 

28.471 

28.471 

10.62 

.995 

ALL  INTERACTIONS  BETWEEN 
3,  4,  5 AND  6 FACTORS 
= ERROR 

109 

292.16 

2.68 

TOTAL 

143 

431. 184 

GRAND  MliAN  = 99.036 
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Characters.  For  this  measure  the  most  sij>nificant  result  is  a three-way 
interaction  between  hand  occupation,  length  and  alphabet.  Alphabet  and  trial 
are  the  only  two  individual  factors  which  are  significant  (at  the  .99  ;md  .95 
levels  respectively).  The  two-way  interactions  between  alphabet  and  feedback, 
alphabet  and  length,  and  alphabet  and  mode  are  significant  at  the  0.95  level. 

Table  15  summarizes  the  analysis  of  variance  for  Percent  Correct 
Character  Strings.  The  results  are  predictably  similar  to  those  for  Percent 
Correct  Characters.  The  most  significant  result  is  once  again  a three-way 
interaction  between  hand  occupation,  length,  and  alphabet.  The  individual 
factors  of  alphabet  and  length  are  significant  at  the  0.995  level,  and  trial 
is  significant  at  the  0.95  level.  Length  of  data  strings  is  more  important 
to  percent  correct  character  strings  than  it  is  to  percent  correct  character, 
since  for  a given  character  error  rate,  the  string  error  rate  will  tend  to  be 
proportional  to  the  string  length.  Finally,  interactions  between  alphabet  and 
hand  occupation  and  alphabet  and  entry  mode  are  both  significant  at  the  0.95 
level . 

It  is  particularly  noteworthy  that  neither  feedback,  hand  occupation 
nor  entry  mode  are  significant  in  either  of  these  measures  of  operational 
error  rate.  Roth  feedback  and  entry  mode  are  significant,  however,  in  inter- 
action with  alphabet. 

Figure  8 compares  the  significant  single  factors  for  percent  wrong 
characters  after  correction.  Figure  9 compares  the  significant  single  factors 
for  percent  wrong  character  strings  after  correction.  The  overall  string 
error  rate  was  about  five  times  as  high  as  the  overall  character  error  rate. 
Both  figures  show,  however,  that  the  error  rate  after  correction  was  more  t)ian 
twice  as  great  for  alphanumeric  data  as  for  numeric-only  data,  and  that  the 
effect  of  training  was  greater  from  T1  to  T2  than  from  T2  to  T5.  Finally,  the 
string  error  rate  was  about  two  and  one-half  times  as  great  for  10  character 
strings  as  for  3 character  strings. 

The  primary  reason  that  the  error  rate  after  correction  was  higher 
for  alphanumeric  data  than  for  numeric-only  data  was  that  with  alphanumeric 
input  there  were  numerous  confusions  between  the  characters  S .and  5 and  1 .and 
I when  reading  the  Burroughs  Self-Scan.  Since  these  were  reading  errors,  they 
were  not  generally  corrected  before  verification. 

Figure  10  plots  the  interaction  between  entry  mode  .and  alphabet  both 
for  character  errors  and  string  errors.  The  plots  are  similar  and  both  in- 
dicate that  for  alphanumeric  data,  voice  input  luid  approximately  one-half 
the  operational  error  rate  of  cither  keyboard  or  Graf  Pen.  For  numeric-only 
data,  the  situation  was  nearly  reversed.  Keyboard  had  ;m  extremely  low  error 
rate.  Graf  Pen  had  a somewhat  higher  error  rate,  ;ind  voice  had  a much  higiier 
rate. 


Figure  11  plots  the  interaction  of  feedback  and  .alphabet  both  for 
character  errors  and  string  errors,  lor  niuneric  data,  voice  response  had  no 
significant  effect  on  operational  error  rate.  For  alphaniuncric  data,  however, 
voice  response  feedback  more  than  doubled  the  oper.ational  error  rate. 
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TABLK  13 


/XNALYSIS  OF  VARI.ANCE  OF 
PERCENT  CORRECT  CHARACTER  STRINGS 


SOURCE  OF 

V.\RIATION 

DEGREES  OF 
FREEDOM 

SUM  OF 
SQUARES 

ME  .AN 
SQUARES 

F 

SIGNIFICANCE 

LEVEL 

1. 

FEEDBACK  (F) 

1 

64.0 

64.0 

2 . 

HAND  OCCUPATION  (H) 

1 

36.0 

36.0 

- 

- 

3. 

FxH 

1 

32.1 

32.1 

- 

- 

4. 

LENGTH  (L) 

1 

498.  8 

498.8 

8.74 

.995 

5. 

FxL 

1 

21.8 

21.8 

- 

- 

6. 

HxL 

1 

16.0 

16.0 

- 

- 

7. 

ALPHABET  (A) 

1 

529.0 

529.0 

9.28 

.995 

8. 

FxA 

1 

196.0 

196.0 

3.43 

.90 

9. 

HxA 

1 

256.0 

256.0 

4.49 

.95 

10. 

LxA 

1 

9.0 

9.0 

- 

- 

11. 

ENTRY  MODE  (M) 

2 

61.6 

30.8 

- 

- 

12. 

FxM 

2 

146.0 

73.0 

- 

- 

13. 

HxM 

2 

194.7 

97.3 

- 

- 

14. 

LxM 

o 

194.9 

97.4 

- 

- 

15. 

AxM 

9 

482.7 

241. 3 

4.22 

.95 

16. 

TRIAL  (T) 

2 

406.2 

203. 1 

3.56 

.95 

17. 

FxT 

2 

32.7 

16.3 

- 

- 

18. 

HxT 

2 

32.0 

16.0 

- 

- 

19. 

LxT 

2 

86.2 

43.  1 

- 

- 

20. 

AxT 

2 

72.0 

36 . 0 

- 

- 

21. 

MxT 

4 

178.8 

44.7 

- 

- 

22. 

HxLxA 

1 

747.  1 

747.1 

13.11 

.999 

ALL  INTERACTIONS  BEThTEN 

3,  4,  5 AND  6 FACTORS 

= ERROR 

109 

6216.0 

57.0 

TOTAL 

143 

9762.5 

GR/\ND  MEAN  = 95.  194 
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Fig.  11 


3.  Analysis  of  Basic  Recognition  Error  Rate 

Table  14  summarizes  the  analysis  of  variance  for  percent  wrong  char- 
acters before  correction.  This  is  a measure  of  the  basic  error  rate  of  the 
data  entry  system  and  is  only  partly  reflected  in  the  operational  error  rate 
since  many  of  these  errors  were  corrected  before  final  verification.  This 
error  measure  is  important  since  it  gives  an  indication  of  the  difficulty 
encountered  by  the  subjects  when  using  different  entry  devices. 

The  only  two  factors  which  are  highly  significant  are  entry  mode 
and  trial  at  levels  of  .999  and  .995  respectively.  The  two-way  interactions 
between  length  and  alphabet  and  between  hand  occupation  and  mode  are  signifi- 
cant at  the  .95  level.  And  finally,  two  three-way  interactions  between  hand 
occupation,  length,  and  alphabet,  and  between  mode,  length,  and  alphabet  are 
significant  at  the  0.95  level.  The  individual  factors,  feedback  and  alphabet 
are  both  significant  at  the  0.90  level. 

In  Figure  12  we  have  plotted  the  average  values  for  the  four  factors 
which  e.xhibit  some  statistical  significance.  The  graph  shows  that  voice  entry 
had  appro.ximately  twice  the  basic  error  rate  of  either  keyboard  or  Graf  Pen. 

A basic  error  rate  of  nearly  2.1%  for  voice  input  with  minimally  trained  sub- 
jects operating  under  stress  is  not  hard  to  understand,  but  1.2°6  and  1.5% 
error  rates  for  keyboard  and  Graf  Pen  respectively  may  seem  high,  since  neither 
of  these  devices  are  supposed  to  make  recognition  errors.  Because  the  errors 
were  measured  automatically  in  these  tests,  a breakdown  into  different  t>'j-)es 
of  error  is  not  available.  It  is  certain,  however,  that  the  keyboard  did  not 
produce  "recognition"  errors,  and  below  we  will  show  that  the  relatively  high 
human  error  rate  with  keyboard  entry  was  related  to  the  use  of  voice  response 
feedback.  The  Graf  Pen  actually  did  produce  a few  recognition  errors  early  in 
the  tests  due  to  a faulty  microphone  assembly.  It  was  also  inclined  to  encour- 
age "keying"  errors  as  a result  of  the  offset  between  the  stylus  tip  and  the 
spark  gap. 

The  plot  of  error  rate  versus  trial  shows  that  substantial  reductions 
in  basic  error  rate  were  achieved  with  increa.sing  e.xperience. 

The  effects  of  feedback  and  al])habet  on  error  rate  were  less  signifi- 
cant but  indicate  an  increase  in  basic  error  rate  with  voice  response  feedback 
and  a higher  error  rate  for  alphanumeric  data  than  for  numeric-only  data. 

Figure  15  is  a plot  of  the  two  weakly  significant  interactions  between 
entry  mode  and  feedliack  and  between  entry  mode  and  hand  occupation.  Voice 
response  feedback  had  no  effect  at  all  on  the  error  rate  for  voice  or  Graf  Pen 
input,  but  was  accompanied  by  a very  large  increase  in  error  rate  with  key- 
board input.  The  voice  response  unit  was  so  slow  relative  to  the  keyboard  en- 
try rate  that  almost  all  subjects  went  ahead  of  the  feedback  and  tried  to 
ignore  it.  It  is  possible  that  hearing  the  names  of  previously  entered  char- 
acters spoken  while  trying  to  enter  a new  ciiaracter  may  have  caused  the  higtier 
basic  error  rate. 

The  interaction  of  luind  occupation  and  mode  indicates  that  hand  occu- 
pation reduced  the  error  rate  for  both  voice  and  Graf  Pen  data  entry,  but 
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TABU-;  14 


ANALYSIS  OF  VAIU/VNCH  OF 
PERCENT  WRONG  CHAIOXCTERS  BEFORli  CORRECTION 


SOURCE  OF 

DEGRI=ES  OF 

SUM  OF 

MILAN 

SIGNIFICANCE 

VARIATION 

FREEDOM 

SQUARi:S 

SQUARES 

F 

LEVEL 

1. 

ff.edback; 

1 

11.816 

11.816 

3.69 

.90 

2 . 

HAND  OCCUPATION  (H) 

1 

8.025 

8.023 

- 

- 

5. 

FxH 

1 

0.341 

0.341 

- 

- 

4. 

LENGTH  (L) 

1 

1.598 

1.598 

- 

- 

s . 

FxL 

1 

8.995 

8.995 

2.81 

.90 

6. 

HxL 

1 

0.001 

0.001 

- 

- 

7. 

ALPAHBET  (A) 

1 

10.096 

10.096 

5.  15 

.90 

8. 

FxA 

1 

1.762 

1.762 

- 

- 

9. 

Hx.\ 

1 

7.604 

7.604 

- 

- 

10. 

Lx-A 

1 

16.477 

16.477 

5.15 

.95 

11. 

ENTRY  MODE  (M) 

2 

60.882 

30.441 

9.51 

.999 

12. 

FxM 

2 

16.725 

S.562 

2.61 

.90 

13. 

HxM 

2 

25.797 

1 1 . 899 

3.  72 

.95 

14. 

LxM 

2 

1.166 

0.583 

- 

- 

IS . 

AxM 

2 

6.511 

3.255 

- 

- 

16. 

TRIAL  (T) 

40.057 

20.018 

6.25 

. 995 

17. 

FxT 

2 

5.  7.30 

1 . 865 

- 

- 

18. 

HxT 

2 

0.974 

0.487 

- 

- 

19. 

LxT 

2 

7.  156 

3. 578 

- 

- 

2v). 

AxT 

2 

2 . 22^) 

1.115 

- 

- 

21. 

MxT 

4 

0.985 

0.2 '6 

- 

- 

*)  •> 

HxLx\ 

1 

15.009 

15.009 

4.69 

.95 

23. 

L,x.A.xM 

2 

24.699 

12.549 

3.86 

.95 

ALL  INTEIUCTIO.NS  BETWEEN 

3,  4,  3 AND  6 FACTORS 
- ERROR 

109 

348.87 

5.20 

TOTAI. 

145 

597.  768 

GR,VND  M1-..VN  = 1 . 765 

i ncroascil  it  t'or  koylioard  ontry.  Wc  have  r.o  oxjnanation  for  this  result  and 
are  inclitied  to  attribute  it  to  random  inter-subject  variations. 

There  are  a number  of  other  interactions  which  show  some  significance 
with  respect  to  percent  wrong  characters  before  correction,  but  which  we  have 
not  plotted.  The  reason  for  omitting  them  is  that  their  significance  levels 
are  not  extremely  high  and  when  plotted,  they  appear  either  not  very  interest- 
ing or  not  plausible.  Should  the  reader  wish  to  examine  these  interactions  on 
his  own,  the  basic  data  for  the  experiments  is  provided  in  Appendix  A, 

C.  High  Complexity  Data  Entry  Test  Results 

1.  Types  of  Measurements  Analyzed 

The  types  of  measurements  analyzed  are; 

a.  Entry  time  per  word 

b.  Field  errors 

c.  Word  errors 

d.  Word  errors  before  correction 

c.  Correction  system  errors 

f.  Rejects 

[;ntry  time  was  tiormalizetl  with  respect  to  t)ie  number  of  words  reipiired 
to  be  entered  including  the  end  verification  word  (carriage  return  for  key- 
board). .Vormai i zation  was  not , with  respect  to  the  number  of  words,  correctly 
entered  as  in  the  high  speetl  data  entry  tests. 

Field  errors  and  word  errors  are  errors  which  remained  after  the  sub- 
ject finished  the  data  entry  task.  These  are  the  true  errors  in  the  context 
of  the  data  entry  task. 

Word  errors  before  correction  provide  an  indication  of  the  basic  error 
performance  of  the  data  entry  systems.  Most  of  these  errors  were  detected  and 
corrected  by  the  subject  before  entering  the  messages. 

In  all  of  these  measurements,  a word  is  defined  as  a single  entry  in 
the  context  of  either  the  voice  of  Craf  Pen  input  systems.  In  particular,  each 
data  field  name,  eac);  digit  in  numerical  fields,  and  the  end  or  "carriage  re- 
turn" character  required  for  message  verification  are  all  defined  as  words, 
lor  keyboard  input  all  data  field  names  reejuired  two  keystrokes,  but  were  still 
defined  as  single  words. 

A field  differs  from  a wcjt'd  in  that  an  error  in  a string  iif  numbers 
such  as  time  or  an  10  number  is  counteti  as  only  one  field  error  regardless  of 
how  many  digits  are  actually  in  error.  Percentage  field  errors  furthermore, 
do  not  count  "END"  or  "CR"  as  fields. 

The  three  word  and  fieiu  error  measurements  have  been  further  subdi- 
vided into; 

a.  Keying,  recognition,  and  correction  system  errors 

b.  Reading  and  interpretation  errors 


Detection  of  errors  and  division  of  errors  into  subcategories  was 
done  manually  by  comparing  a hardcopy  of  the  subjects'  responses  to  a set  of 
known  correct  problem  responses.  Total  error  counts  resulting  from  this  pro- 
cedure are  well  defined,  but  subdivision  into  categories  is  sometimes  ques- 
tionable. 


In  general,  errors  were  specified  as  keying  and  recognition  errors 
whenever  the  error  seemed  like  a possible  confusion  response  for  voice  input 
or  a neighboring  key  or  menu  error  for  keyboard  and  Graf  Pen  and  when  the  con- 
text of  the  error  did  not  indicate  that  the  particular  character  in  error  was 
simply  part  of  a larger  interpretation  error  or  a simple  reading  error  (such 
as  confusion  of  3 and  8).  Errors  were  specified  as  correction  system  errors 
whenever  they  seemed  to  involve  erroneous  recognitions  of  the  backspace  and 
erase  commands,  or  failures  to  respond  to  either  of  these  commands,  or  when 
it  was  indicated  by  context  that  the  error  was  a result  of  incorrect  use  of 
one  of  the  correction  commands. 

Reading  and  interpretation  errors  included  confusion  of  the  order  of 
data  fields  in  the  message,  extraction  of  a data  field  from  a neighboring  mes- 
sage, and  likely  reading  confusions  such  as  between  3 and  8. 

Rejects  were  provided  for  all  three  data  entry  devices  whenever  the 
data  entry  program  detected  illegal  svTitax.  The  entry  system  was  highly  struc- 
tured, so  that  numerous  rejects  were  obtained.  For  voice  entry,  rejects  were 
also  generated  when  the  voice  recognition  system  failed  to  recognize  a word  as 
one  of  the  syntactically  selected  set  of  candidates.  This  could  happen  even 
though  the  correct  word  was  spoken. 

2.  Entry  Time  Analysis 

Table  15  summarizes  the  analysis  of  variance  for  the  Time  Per  Word 
measurements  in  the  high  complexity  data  entry  tests.  Almost  all  of  the  vari- 
ance is  attributable  to  four  factors  and  one  interaction  between  two  of  those 
factors.  The  four  factors  are  experience,  hand  occupation,  entry  mode  and 
trial.  Prompting  was  clearly  not  significant  in  these  tests.  The  one  highly 
significant  interaction  was  between  experience  and  entry  mode. 

The  mean  square  error  in  this  test  is  very  low.  This  implies  that 
virtually  all  of  the  variance  in  the  test  is  attributable  to  the  basic  factors 
and  two-way  interactions  between  those  factors.  The  significance  levels  in 
this  test  are  higher  than  in  the  equivalent  high  speed  data  entr)'  tests  pri- 
marily because  subject  experience  was  made  an  explicit  factor,  lixperience  and 
trial  are  the  two  most  significant  factors  in  this  test.  If  subject  experience 
had  been  randomized  as  in  the  high  speed  data  entry  tests,  its  contribution  to 
the  variance  would  have  appeared  in  the  moan  squared  error  term,  and  tiie  F ra- 
tios of  all  of  the  other  factors  would  have  been  reduced  by  more  than  one  half. 

ligure  14  graphs  the  high  complexity  entry  times  per  word  for  the  four 
factors  which  arc  statistically  significant.  Notice  that  in  spite  of  the  ver\ 
high  statistical  significance,  the  numerical  ilifferenccs  are  not  strikingly 
large.  The  entry  mode  comparison  shows  that  Grat'  Pen  and  voice  entr>’  both 
required  about  2.3  seconds  ]ier  word,  while  keyboard  required  2.94  seconds  per 


TABU.  15 

ANALYSIS  OF  VARI,.V\'CF  OF 
HIGH  COMPLEXITY  DATA  ENTRY  TIMI',  PER  WORD 


SOURCE  OF 

VARIATION 

DEGREES  OF 
FREEDOM 

SUM  OF 
SQUARES 

MEAN 

SQUARES 

F 

SIGNIFICANC 

LEVEL 

1. 

EXPERIENCE  (E) 

1 

5.894 

5.894 

86.2 

.99999 

2 . 

HAND  OCCUPATION  (»] 

1 

3.957 

5.957 

57.9 

.99999 

5. 

ExH 

1 

0.537 

0.537 

7.9 

.99 

4. 

PROMPTING  (P) 

1 

0.017 

0.017 

- 

- 

5. 

E.xP 

1 

0.005 

0.005 

- 

- 

t>. 

HxP 

1 

0.015 

0.015 

- 

- 

7. 

ENTRY  MODE  (M) 

2 

6.231 

3.  115 

45.5 

.9999 

8. 

ExM 

2 

4.583 

2.291 

33.5 

.9999 

9. 

HxM 

2 

0.643 

0.321 

4.7 

.95 

10. 

PxM 

2 

1.031 

0.516 

7.5 

.995 

11. 

TRIAL  (T) 

i. 

11.285 

5.643 

82.5 

. 99999 

12. 

ExT 

2 

0.023 

0.011 

- 

- 

13. 

HxT 

2 

0.330 

0.  165 

- 

- 

14. 

PxT 

2 

0.054 

0.027 

- 

- 

15. 

MxT 

4 

0. 1.39 

0.035 

- 

- 

.ALL  INTEIGACTIONS  BETWEEN 

3,4,  .AND  5 FACTORS 

= ERROR 

45 

3.077 

0.0684 

TOTAL 


GRAND  MEAN  = 2.550 


37.822 
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word.  Thus,  keyboard  is  about  30%  slower.  This  difference  is  partly  attri- 
butable to  the  retiuirement  for  entering  two  characters  per  non-numeric  word 
on  the  keyboard  with  only  one  entry  required  for  either  voice  or  Graf  Pen,  and 
as  we  will  show  later,  is  a strong  function  of  subject  experience. 

Experience,  trial,  and  hand  occupation  all  show  the  expected  results. 
Experienced  operators  required  about  20%  less  time  than  inexperienced  opera- 
tors, and  the  test  time  dropped  by  about  30%  from  Trial  1 to  Trial  3.  Hand 
occupation  had  a significant  effect  in  this  experiment  because  the  3.5  second 
occupation  time  was  applied  to  each  message.  Since  the  average  number  of  words 
per  message  was  7.5,  the  minimum  increment  would  then  be  0.47  seconds  per  word. 
Coincidentally,  The  average  measured  increment  is  0.47  seconds  per  word,  and 
as  we  will  see  below,  the  hand  occupation  increment  was  not  as  great  for  voic. 
as  it  was  for  keyboard  and  Graf  Pen. 

figure  15  displays  the  averages  for  the  three  interactions  between 
entry  mode  and  other  variables.  The  most  significant  interaction  is  between 
mode  and  experience.  Inexperience  increased  entry  time  by  56%  for  keyboard, 
by  14%  for  Graf  Pen  and  only  by  5%  for  voice.  For  all  three  devices,  the  inex- 
perienced operators  were  totally  inexperienced  with  the  entry  devices  and  the 
so-called  experienced  subjects  were  never  experts.  The  tests  indicate  that  it 
takes  more  than  a little  experience  to  make  a big  difference  in  entry  time  in 
this  kind  of  test  for  either  voice  or  Graf  Pen  entry,  but  the  difference  be- 
tween no  familiarity  and  some  familiarity  with  the  keyboard  has  a substantial 
effect  on  throughput,  since,  when  used  by  totally  inexperienced  subjects,  key- 
board is  quite  a slow  entry  device. 

The  interaction  of  mode  and  hand  occupation  is  significant  at  a much 
lower  level  than  either  of  the  individual  factors.  In  the  tests,  hand  occupa- 
tion increased  voice  input  time  by  0.21  seconds  per  word,  keyboard  by  0.54 
seconds  per  word,  and  Graf  Pen  by  0.66  seconds  per  word,  .is  previously  stated, 
the  minimum  time  required  for  hand  occupation  is  about  0.47  seconds  per  word 
unless  that  time  can  be  absorbed  into  the  entry  time,  as  it  could  with  voice 
input.  This  test  has  demonstrated  an  advantage  to  voice  input  when  the  hands 
are  occupied,  but  once  again,  the  hand  occupation  must  he  substantial,  and  even 
then,  not  all  of  the  hand  occupation  time  will  be  absorbed  into  the  entry  time 
for  voice  input. 

An  additional  result  was  that  Graf  Pen  was  hurt  slightly  more  by  hand 
occupation  than  was  keyboard.  The  greater  slow  down  for  the  Graf  Pen  may  have 
been  caused  because  part  of  hhe  Graf  Pen  mechanism  had  to  be  held  in  one  of  the 
operator's  hands.  Moving  the  Giraf  Pen  stylus  and  cable  back  and  forth  between 
the  entry  tablet  and  the  push  buttons  would  logically  be  more  time  consuming 
than  simply  moving  empty  hands. 

The  interaction  between  entry  mode  and  prompting  can  be  summarized  as 
follows;  voice  prompting  increased  entry  tune  for  voice  by  almost  17%,  hail  no 
significant  effect  on  keyiiourd  entry,  and  decreased  entry  time  for  Giraf  I’en  In 
about  Voice  prompting  slowed  down  voice  entry  because  the  voice  oiierator'' 

were  almost  alw.iys  inclined  to  wait  for  the  voice  respoiise  unit  to  stop  talking 
before  they  started  talking.  iurt hermore , the  capability  of  the  voice  prompt- 
ing to  free  the  subjects'  eyes  did  not  have  its  usual  value,  since  voice  input 
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Fig.  15  F.ntry  Time  Interactions  Between  Fntry  Mode  and  Three  Other  Factors 


also  freed  his  eyes.  Tor  tlie  Graf  Pen,  on  the  other  hand,  there  was  no  hesi- 
tation to  enter  data  while  the  VKU  was  talking;  and  since  the  eyes  were  very 
busy,  voice  prompting  was  quite  helpful.  It  would  have  been  even  more  helpful 
if  it  had  had  a more  optimum  vocabulary  and  if  it  had  been  modified  for  greater 
speaking  speed. 

3.  Analysis  of  I-'ield  Errors 

Table  16  summarizes  the  Analysis  of  Variance  for  the  total  field  errors 
in  the  high  complexity  data  entry  tests.  Experience  and  hand  occupation  are 
the  only  two  factors  which  achieve  a significance  level  as  high  as  0.90  for 
this  measure.  Entry  mode  is  not  significant. 

Field  errors  have  also  been  broken  down  into  two  subclasses; 

a.  Keying,  recognition,  and  correction  system  errors 

b.  Reading  and  interpretation  errors 

Table  IT”  and  IS  summarize  the  analysis  of  variance  for  class  a)  and 
class  b) , respectively.  From  Table  17  it  can  be  seen  that  entry  mode  is  the 
only  factor  which  is  really  significant  with  respect  to  keying,  recognition, 
and  correction  system  field  errors;  and  from  Table  1£  it  can  be  seen  that  hand 
occupation  and  interactions  between  experience  and  hand  occupation  and  experi- 
ence and  prompting  are  the  only  factors  which  are  significant  with  respect  to 
reading  and  interpretation  field  errors. 

Figure  16  is  a plot  of  field  errors  versus  entry  mode.  This  plot 
shows  the  total  errors  and  the  breakdown  into  class  a and  class  b field  errors. 
There  were  almost  exactly  twice  as  many  total  field  errors  for  voice  input  as 
there  were  for  the  other  two  input  modes,  but  because  of  the  generally  high 
variance  in  this  measure,  this  is  not  a significant  result. 

With  respect  to  keying,  recognition,  and  correction  systems  errors, 
there  were  almost  .3  times  as  many  errors  for  voice  input  as  for  cither  of  the 
other  two  input  modes;  and  this  result  is  significant. 

The  reading  and  interpretation  field  errors  are  not  significant  with 
respect  to  entr>'  mode. 

Figure  17  is  a plot  of  total  field  errors  versus  experience  and  hand 
occupation.  The  number  of  errors  for  inexperienced  subjects  was  almost  twice 
as  great  as  for  experienced  subjects.  Likewise,  the  number  of  errors  for  hand 
occupation  was  double  that  for  no  hand  occu])ation. 

Figure  18  is  a plot  of  reading  and  interpretation  field  errors  versus 
hand  occupation.  Hand  occupation  more  than  tripled  the  number  of  these  errors. 
The  interactions  between  experience  and  hand  occupation  and  between  experience 
and  prompting,  which  were  -.ignificant  at  the  0.93  level  for  ttiis  type  of  error. 
ii.iVe  not  been  plotted.  They  will  be  covered  under  the  closely  rel.ited  .inalysis 
of  word  errors  in  Section  in-C-4. 


TABLE  lb 

.4NAI.YSIS  OF  VARIANCE  OF 
TOTAL  FIELD  ERRORS 


SOURCE  OF 

DEGREES  OF 

SUM  OF 

MEjVN 

SIGNIFIC.ANCE 

VARIATION 

FREEDOM 

SQUARES 

SQUARES 

F 

LEVEL 

1. 

EXPERIENCE  (F) 

1 

1.681 

1.681 

3.23 

.90 

0 

ILAND  OCCUPATION  (H) 

1 

1.681 

1.681 

3.23 

.90 

3. 

ExH 

1 

0.681 

0.681 

- 

- 

4. 

PROMPTING  (P) 

1 

0.125 

0.125 

- 

- 

5. 

ExP 

1 

0.681 

0.681 

- 

- 

6. 

HxP 

1 

0.014 

0.014 

- 

- 

*7 

ENTRY  MODE  (Ml 

2 

2.528 

1.264 

2.4 

.75 

8. 

ExM 

7 

2.528 

1.264 

2.4 

. 75 

9. 

HxM 

2 

0.  194 

0.039 

- 

- 

10. 

PxM 

2 

1.083 

0.542 

- 

- 

11. 

TRIAL  (T) 

2 

0.028 

0.014 

- 

- 

12. 

F.xT 

2 

0.  .361 

0.181 

- 

- 

13. 

HxT 

o 

L. 

2.528 

1.264 

2.4 

.75 

14. 

PxT 

2 

0.  750 

0.375 

- 

- 

15. 

MxT 

4 

3 . 556 

0.889 

- 

- 

ALL  INTERACTIONS  BETWEEN 

3,  4 AND  5 FACTORS 
= ERROR 

45 

23.567 

0.524 

TOTAL 

71 

41.986 

GR/VSD  MEAS  = 0.486 


ANALYSIS  OF  VARIANCE  OF 

KEYING  RECOGNITION  AND  CORRECTION  SYSTEM  FIELD  ERRORS 


SOURCE  OF 

VARIATION 

DEGREES  OF 
FREEDOM 

SUM  OF 
SQUARES 

MEAN 

SQUARES 

F 

SIGNIFICANCE 

LEVEL 

1. 

EXPERINCE  (E) 

1 

1.125 

1.125 

3.39 

.90 

HAND  OCCUPATION  (H) 

1 

0.  125 

0.125 

- 

- 

3. 

ExH 

1 

0.014 

0.014 

- 

- 

4. 

PROMPTING  (P) 

1 

0.014 

0.014 

- 

- 

5. 

ExP 

1 

0.014 

0.014 

- 

- 

6. 

HxP 

1 

0.681 

0.68J 

- 

- 

7. 

ENTRY  MODE  CM) 

2 

4 . 000 

2 . 000 

6.02 

.99 

8. 

ExM 

2 

2.333 

1.667 

5.52 

.95 

9. 

HxM 

2 

0 . 533 

0.167 

- 

- 

10. 

PxM 

2 

0.444 

0.222 

- 

- 

11. 

TRIAL  (T) 

2 

0.750 

0.375 

- 

- 

12. 

ExT 

2 

0.083 

0.041 

- 

- 

13. 

HxT 

T 

0.250 

0.  125 

- 

- 

14. 

PxT 

2 

0.528 

0.264 

- 

- 

15. 

MxT 

4 

1.250 

0.315 

- 

- 

ALL  INTERACTIONS  BETWITN 

3,  4 AND  5 FACTORS 

= ERROR 

45 

14.94 

0.332 

TOTAL. 

71 

GRAND  Ml: AN  = 0.292 

TABLli  18 
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ANALYSIS  OF  VARIANCE  OF 
READING  /\ND  INTERPRETATION  FIELD  ERRORS 


SOURCE  OF 

VARIATION 

DEGREES  OF 
FREEDOM 

SUM  OF 
SQUARES 

ME.AN 

SQUARES 

F 

SIGNTFIC.ANCE 

LEVEL 

1. 

EXPERIENCE  (E) 

1 

0.056 

0 . 056 

- 

HAND  OCCUPATION  (H) 

1 

0.889 

0.  889 

4.05 

.95 

5. 

Exil 

1 

0.889 

0 . 889 

4.05 

.95 

4. 

PROMPTING  (P) 

1 

0.222 

0.222 

- 

- 

5. 

ExP 

1 

0.889 

0.889 

4.05 

.95 

6. 

HxP 

1 

0.500 

0.500 

- 

- 

7. 

ENTRY  MODE  (M) 

2 

0.194 

0.097 

- 

- 

8. 

ExM 

2 

0.028 

0.014 

- 

- 

9. 

HxM 

2 

0. 361 

0.  181 

- 

- 

10. 

PxM 

2 

0. 194 

0.097 

- 

11. 

TRIAL  (T) 

-> 

0.528 

0.264 

- 

- 

12. 

ExT 

0.  194 

0.097 

- 

- 

13. 

HxT 

1. 361 

0.681 

3.  10 

.90 

14. 

PxT 

2 

0.028 

0.014 

- 

- 

15. 

Mx'F 

4 

1 . 056 

0.264 

- 

- 

ALL  INTERACTIONS  BETWEEN 

3,  4 .AND  5 FACTORS 

= ERROR 

45 

9.882 

0.2196 

TOTAL 

71 

GR.VND  MEAN  = 0.  194 

OVERALL  SL-  75 


Fig.  16  Field  Errors  Versus  ETitr>'  Mode 
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]8  Reading  and  Interjirctation  Field  Frrors  Versus  Hand  Occupation 


4.  Analysis  of  Word  ['.rrors 


I 


Table  19  summarizes  the  analysis  of  variance  for  the  total  word  errors 
in  the  high  complexity  data  entry  tests.  Word  errors  have  also  been  broken 
down  into  two  subclasses: 

a.  Keying,  recognition,  and  correction  system  errors 

b.  Reading  and  interpretation  errors 

Tables  20  and  21  summarize  the  analysis  of  variance  for  class  a)  and 
class  b)  errors  respectively. 

From  Table  19  for  total  word  errors,  it  can  be  seen  that  experience 
and  hand  occupation  are  the  only  significant  single  factors  and  that  two  addi- 
tional two-factor  interactions  between  experience  and  hand  occupation  and 
experience  and  prompting  achieve  some  significance. 

From  Table  20  it  can  be  seen  that  entry  mode  is  the  only  factor  which 
is  really  significant  with  respect  to  keying,  recognition,  and  correction  sys- 
tem word  errors. 

From  Table  21  it  can  be  seen  that  liand  occupation  and  interactions 
between  experience  and  hand  occupation,  experience  and  prompting,  and  prompting 
and  hand  occupation  all  have  statistical  significance  with  respect  to  reading 
and  interpretation  word  errors. 

Figure  19  is  a graph  of  word  errors  versus  entry  mode.  This  graph 
shows  the  total  errors  and  the  breakdown  into  class  a)  and  class  b)  word  errors. 
iTie  differences  between  total  word  errors  are  not  significant,  although  voice 
input  had  slightly  more  of  these  errors  than  the  other  two  input  modes. 

With  respect  to  keying,  recognition,  and  correction  system  errors, 
there  were  more  than  three  times  as  many  errors  for  voice  input  as  for  cither 
of  the  other  two  input  modes,  and  this  result  is  significant. 

Voice  input  produced  about  iialf  ;is  many  reading  and  i nt  erjiret  at  i on 
errors  as  the  other  two  modes,  hut  this  difference  was  not  great  enough  to 
achieve  statistical  significance. 

Figure  20  is  a plot  of  total  word  errors  versus  experience  and  h.ind 
occupation.  The  number  of  errors  for  inexperienced  subjects  or  ii.ind  occupation 
was  nearly  two  and  one-half  times  as  great  as  for  experienced  subjects  and  no 
hand  occupation  respectively. 

Figure  21  a)  anu  b)  are  plots  of  interactions  between  experience  and 
hand  occujKition  and  between  experience  and  prompting  for  total  word  errors. 

Hand  occupation  had  no  effect  on  total  woiai  error,  with  experienced  subjects. 
With  inexperienced  subjects,  however,  hand  occupation  quadru)ilcd  the  error  rate 
.IS  compared  to  no  hand  occupation.  ligure  19  h)  shows  that  voice  prompting 
slightly  increased  the  error  rate  with  experienced  subjects,  Itut  greatly  de- 
creased the  rate  with  inexiter ienced  subjects. 


TABLE  19 


ANALYSIS  OF  VARIANCE  OF 
TOTAL  WORD  ERRORS 


SOURCE  OF 

VARIATION 

DEGRIiES  OF 
FREEDOM 

SUM  OF 
SQUARES 

MFHVN 

SQUARES 

F 

SIGNIFICANCE 

LEVEL 

1 . 

EXPERIENCE  (El 

1 

7. 347 

7.347 

5.4 

.95 

2 . 

HAND  OCCUPATION  (H) 

1 

7. 347 

7 . 54  7 

5.4 

.95 

3. 

ExH 

1 

7.347 

7.-347 

5.4 

.95 

4. 

PROMPTING  (P) 

1 

3.  125 

3.125 

- 

- 

5. 

ExP 

1 

10.  125 

10. 125 

7.5 

.99 

6. 

HxP 

I 

3.  125 

3. 125 

- 

- 

7. 

ENTRY  MODE  (M) 

2 

0.444 

0.222 

- 

- 

8. 

ExM 

•) 

2.111 

1.056 

- 

- 

9. 

HxM 

2 

0.778 

0. 389 

- 

- 

10. 

PxM 

2 

2.333 

1.667 

- 

- 

11. 

TRIAL  (T1 

2 

0.528 

0.264 

- 

- 

12. 

ExT 

2 

4.694 

2. 34  7 

- 

- 

13. 

HXT 

2 

8.528 

4.264 

.3.15 

.90 

14. 

PxT 

2 

6.083 

3.042 

- 

- 

15. 

MxT 

4 

8.389 

2.097 

- 

- 

ALL  INTERACTIONS  BETWEEN 
3,  4 AND  5 FACTORS 

= ERROR  45  60.ft6  1.35 

TOTAL  71  132.99 

GR/VND  ME.AN  = 0.764 


I 


TABLt  20 


•ANALYSIS  OF  VARIANCE  OF 

KEYING,  RECOGNITION  AND  CORRIiCTION  SYSTEM  WORD  ERRORS 


SOURCE  OF  DEGRI5ES  OF  SUM  OF  MEAN  S]  GNI I-ICANCE 

VARIATION FREEDOM  SQUARES  SQUARES  F LEVEL 


1. 

EXPERIENCE 

1 

1.389 

1.389 

3.66 

.90 

2 . 

HAND  OCCUPATION  (H) 

1 

0.056 

0.056 

- 

- 

3. 

ExH 

1 

0.056 

0.056 

- 

- 

4. 

PROMPTING  (P) 

1 

0.0 

0.0 

- 

- 

5. 

ExP 

1 

0.0 

0.0 

- 

- 

6. 

HxP 

1 

0.889 

0.889 

- 

- 

7. 

ENTRY  MODE  CM) 

2 

3.694 

1.847 

4.87 

.95 

8. 

ExM 

2 

2.028 

1.014 

- 

- 

9. 

HxM 

2 

0.528 

0.264 

- 

- 

10. 

PxM 

2 

0.583 

0.292 

- 

- 

11. 

TRIAL  (T) 

2 

0.528 

0.264 

- 

- 

12. 

ExT 

2 

0.028 

0.014 

- 

- 

13. 

HxT 

2 

0.  194 

0.097 

- 

- 

14. 

PxT 

2 

0.583 

0.292 

- 

- 

15. 

MxT 

4 

1.556 

0.389 

- 

- 

4 


I 


ALL  INTER-ACTIONS  BETWEEN 
3,  4 AND  5 FACTORS 

= ERROR  45  17.  17  0.38 


TOTAL 


71  29.278 


GRAND  MEAN  = 0.306 


( 


TABLE  21 


ANALYSIS  OF  VARIANCE  OF 
RliADING  >A\T)  INTERPRETATION  WORD  ERRORS 


1. 

E.XPERIENCE  fE) 

1 

2. 347 

2.347 

- 

- 

2. 

HAND  OCCUPATION  (H) 

1 

6.  125 

6.  125 

5.52 

.95 

5. 

E.xli 

1 

8.681 

8.681 

7.82 

.99 

4. 

PROMin  iNC  fP) 

1 

3.  125 

5.  125 

- 

- 

5 . 

ExP 

1 

10.  125 

10. 125 

9.  12 

.995 

6. 

HxP 

1 

7.347 

7.547 

6 . 62 

.95 

y 

ENTRY  MODE  (M) 

2 

1.583 

0.792 

- 

- 

8. 

ExM 

2 

0.528 

0.264 

- 

- 

9. 

H.xM 

2 

2.250 

1.  125 

- 

- 

10. 

PxM 

2 

0.585 

0.292 

- 

- 

11. 

TRIAL  (T) 

0.335 

0.  167 

- 

- 

12. 

ExT 

2 

4.111 

2.056 

- 

- 

13. 

HxT 

2 

6 . 353 

3.  167 

- 

- 

14. 

PxT 

■) 

3.000 

1.500 

- 

- 

15. 

MxT 

4 

5.585 

1 . 396 

- 

- 

ALL  INTER/\CTIONS  BETWEEN 
3,  4 ,\ND  5 FACTORS 

= ERROR  45  49.82  1,11 

TOTAL  71  111.875 

GR.ANU  r4F;.>\N  = 0.458 
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Hg.  20  Total  Word  Errors  Versus  Experience  and  Hand  Occupation 


Figure  22  a)  is  a plot  of  reading  and  interpretation  word  errors  ver- 
sus hand  occupation.  Hand  occupation  produced  four  times  as  many  errors  as  no 
hand  occupation.  Figure  20  b)  shows  the  interaction  between  experience  and 
hand  occupation.  For  experienced  subjects,  the  errors  decreased  slightly  with 
hand  occupation.  For  inexperienced  subjects,  the  errors  increased  very  signi- 
ficantly with  hand  occupation. 

Figure  2,i  a)  and  bj  are  plots  of  interactions  between  experience  and 
prompting  and  between  hand  occupation  and  prompting  respectively  for  reading 
and  interpretation  word  errors.  Voice  prompting  produced  many  fewer  errors 
than  visual  prompting  witli  inexperienced  subjects,  and  slightly  more  errors 
than  visual  prompting  with  experienced  subjects.  Likewise,  voice  prompting 
produced  many  fewer  errors  than  visual  prompting  with  hands  occupied  and 
slightly  more  than  visual  prompting  with  the  hands  unoccupied. 

5.  .Analysis  of  »Vord  Lrrors  Before  Correction 

Fable  22  summarizes  the  analysis  of  variance  for  the  total  word 
errors  before  correction.  It  can  be  seen  that  entry  mode  is  the  only  really 
significant  single  factor  affecting  this  measure. 

Table  23  summarizes  the  analysis  of  variance  for  keying,  recognition, 
and  correction  system  (word)  errors  before  correction.  Once  again,  entry  mode 
is  highly  significant  and  there  are  no  other  individual  factors  which  are 
highly  significant. 

Table  24  summarizes  the  analysis  of  variiince  for  reading  and  inter- 
pretation (word)  errors  before  correction.  For  this  measure,  entry  mode  is 
not  significant,  and  the  one  individual  factor  which  is  significajit  is  prompt- 
ing. 

Figure  24  is  a graph  of  word  errors  before  correction  versus  entry 
mode.  The  graph  shows  the  total  errors  and  the  breakdovvn  into  keying,  recog- 
nition and  cori’cction  system  errors  ami  into  reading  and  interj^retation 
errors.  The  number  of  total  errors  before  correction  is  slightly  more  than 
four  times  as  great  for  voice  as  for  either  of  the  other  two  entry  modes. 

Fhe  number  of  keying,  recognition  and  correction  system  errors  for  voice  in- 
put is  about  ten  times  as  great  as  for  either  of  the  other  two  enti-y  modes. 

Fhe  number  of  reading  and  inteipretation  errors  differs  very  little  between 
entry  modes. 

i'he  fact  that  voice  input  had  ten  times  as  many  keying,  recognition 
:ind  correction  system  errors  as  tiie  other  two  modes  deserves  some  comment. 
Neither  keyboard  nor  Graf  Pen  made  any  recognition  errors  nor  did  either 
device  have  a ver>'  large  correction  system  error  rate  due  to  misrecognition 

of  the  correction  system  commands.  .Almost  all  keying  errors  except  numerical 

keying  errors  were  furthermore  detected  by  the  synt.ax  cneeks  of  the  data  en- 

try system,  and  were  rejected.  Voice  entry,  on  the  otiier  h.ind,  was  relative- 
ly prone  to  recognition  errors  bec.iase  the  l.ilkers  were  I'elativeb'  inexper- 
ienced, training  was  abbreviated,  and  the  data  eiit  ry  t.isk  w.is  a stressful  once. 

In  ['igure  24,  the  three  percentage  error  values  which  .ire  given  for 
each  entry  mode  are  b.ised  upon  the  tot.il  number  of  words  to  be  entered  by  all 
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Fig.  27>  Reading  and  Interpretation  Word  Krrors  - Two  Interactions  with  Promjiting  Mode 


tabu;  22 


TOTAL 

ANALYSIS  OF 
WORD  ERRORS 

VARIANCE  OF 

BEFORE  CORRECTION 

SOURCE  OF 
VARIATION 

DEGREES  OF 
FREEDOM 

SUM  OF 
SQUARES 

ME,VN 

SQUARES 

F 

SIGNIF1C/\NCE 

LEY'LL 

1. 

EXPERIENCE  (El 

1 

0.056 

0.056 

2 . 

HAND  OCCUPATION 

CH) 

I 

16 . 056 

16 . 056 

- 

- 

3. 

Exli 

1 

0.500 

0.500 

- 

- 

4. 

PROMl’TING  (P) 

1 

29.389 

29.389 

4.00 

.90 

S. 

ExP 

1 

4.500 

4.500 

- 

- 

6. 

H.xP 

1 

1. 389 

1.389 

- 

- 

7. 

ENTRY  MODE  (M) 

2 

295.028 

147.514 

20 . 10 

.9999 

8. 

ExM 

2 

4.694 

2.347 

- 

- 

9. 

Hx.M 

2 

20. 361 

10. 181 

- 

- 

10. 

PxM 

2 

10.028 

5.014 

- 

- 

11. 

TRAINING  (T) 

2 

23.028 

11.514 

- 

- 

12. 

ExT 

2 

2.694 

1. 347 

- 

- 

TABLE  23 

ANALYSIS  OF  VARIANCE  OF 

KEYING,  RECOGNITION  <\ND  CORRECTION  SYSTEM  ERRORS  BEFORE  CORRECTION 


SOURCE  OF 

VARIATION 

DEGREES  OF 
FREEDOM 

SUM  OF 
SQUARES 

MILVN 

SQUARES 

F 

SIGNIFICLVNCE 

LEVEL 

I. 

EXPERIENCE  (E) 

1 

1.681 

1.681 

_ 

7 

HAND  OCCUPATION  (H) 

1 

7.  .347 

7.347 

- 

- 

3. 

ExH 

1 

15.  125 

15.125 

4.34 

.95 

, 4. 

PROMI'TING  fP) 

1 

5.014 

5.014 

- 

- 

! 5. 

ExP 

1 

0.  .347 

0.34  7 

- 

- 

j 6. 

HxP 

1 

0.  125 

0.125 

- 

- 

7. 

ENTRY  MODE  (M) 

2 

286.694 

14.3.347 

41.09 

. 99999 

8. 

ExM 

2 

4.528 

2.264 

- 

- 

9. 

H.\M 

2 

31.. 361 

15.681 

4 . 49 

.95 

10. 

P.xM 

2 

6.028 

.3.014 

- 

- 

11. 

TRAINING  (T) 

2 

18.111 

9 . 056 

2.59 

.90 

12. 

ExT 

2 

0.  :'78 

0.  389 

- 

- 

13. 

HxT 

2 

17.444 

8 . 722 

2 . 50 

.90 

14. 

I’xT 

10.111 

5.05() 

- 

- 

15. 

MxT 

.31.039 

■7.910 

2.27 

.90 

ALL  INTEiUCTIONS  BETWEIiN 
3,  4 -VNI)  5 FACTORS 
= ERROR 


1 S(i . 9 83  3.4 89 


GR.ANl)  Ml-.AN  = 1.84  7 


.393.  3)7 


TABLE  24 


ANALYSIS  OF  VARIANCE  OF 

READING  AND  INTERPRETATION  ERRORS  BEFORE  CORRECTION 


SOURCE  OF 

VARIATION 

DEGREES  OF 
FREEDOM 

SUM  OF 
SQUARES 

ME.AN 

SQUARES 

F 

SIGNIFTC.ANCE 

LEVEL 

1. 

EXPERIENCE  (E) 

1 

0.681 

0.681 

. 

2. 

HAND  OCCUPATION  (H) 

1 

2.347 

2.347 

- 

- 

3. 

ExH 

1 

11.681 

11.681 

6.49 

.95 

4. 

PROMPTING  (P) 

1 

11.681 

11.681 

6.49 

.95 

5. 

ExP 

1 

8.681 

8.681 

4.82 

.95 

6. 

HxP 

1 

1.681 

1.681 

- 

- 

7 , 

ENTRY  MODE  (M] 

2 

1.694 

0.847 

- 

- 

8. 

ExM 

T 

2.528 

1.264 

- 

- 

9. 

HxM 

2 

5.861 

2.931 

- 

- 

10. 

PxM 

2 

1 . 36 1 

0.681 

- 

- 

11. 

TR-AINING  (T) 

2 

1.028 

0.514 

- 

- 

12. 

ExT 

2 

2.528 

1.264 

- 

- 

13. 

HxT 

2 

2 1 . 028 

10.514 

5.84 

.99 

14. 

Px'l' 

2 

0.528 

0.264 

- 

- 

15. 

MxT 

4 

10.639 

2.660 

- 

- 

16. 

ExHxP 

1 

7.347 

7. 34  7 

4.08 

.95 

ALL  INTERACTIONS  BETWIiEN 
3,  4 ,V\'D  5 FACTORS 

= ERROR  45  81.042  1.80 

TOTAL  71  164.986 

GR/AND  ME.-AN  = 0.764 


WORD  ERRORS  BEFORE  CORRECTION 


LEGEND 


KEYING,  RECOGNITION  AND 
CORRECTION  SYSTEM  ERRORS 


SL=. 99999 


READING  AND 
INTERPRETATION  ERRORS 


SL=  NS. 


subjects  using  that  mode.  These  are  not  error  rates  per  utterance  as  were 
metisured  in  the  High  Speed  Data  Entiy  Test,  and  that  partially  accounts  for 
the  higher  numerical  values.  Since  each  corrected  word  requires  two  addition- 
al utterances  when  a backspace  correction  is  used  and  possibly  ;in  entire 
string  of  utterances  when  an  erase  correction  is  used,  the  actual  error  rates 
per  utterance  are  probably  on  the  order  of  10  to  15%  lower  than  these  figures 
would  indicate. 

Figure  25  is  a plot  of  i-eading  and  interpretation  errors  before  cor- 
rection versus  prompting.  The  addition  of  voice  prompting  to  visual  prompt- 
ing can  be  seen  to  reduce  the  incidence  of  this  type  of  error  to  about  one- 
third. 

b.  Analysis  of  Correction  System  Errors 

Table  25  summarizes  the  analysis  of  variance  for  correction  system 
errors.  The  erroi'S  counted  here  were  always  corrected  before  final  veri- 
fication. There  may  have  been  a few  errors  after  correction  which  could  have 
been  attributable  to  correction  system  problems,  but  they  were  not  broken 
down  in  the  error  counts  and  consequently  are  not  included  in  this  data.  From 
Table  25,  it  can  be  seen  that  entry  mode  and  ;in  interaction  between  hand  occu- 
pation and  entry  mode  both  have  statistical  significance  with  respect  to  cor- 
rected correction-system  word  errors. 

Figure  26a  and  26b  are  plots  of  correction  system  errors  versus  entry 
mode  and  versus  an  interaction  between  entry  mode  and  hand  occupation.  There 
were  22  such  errors  with  voice  input,  five  with  keyboard  and  only  one  with 
Graf  Pen.  Eighteen  of  the  22  voice  input  errors  occuri'od  with  hand  occupation. 

7.  .Analysis  of  Rejects 

Table  26  summarizes  the  ;uialysis  of  variance  for  total  system  rejects 
in  the  high  complexity  data  entry  tests.  Entry  mode  was  barely  significant  at 
the  0.90  level.  Hand  occupation  was  significant  at  the  0.99  level. 

Figure  d"  is  .a  plot  of  the  number  of  rejects  versus  entry  mode.  Voice 
had  about  50  rejects,  keyboard  had  .50,  ;ind  Graf  Pen  had  20.  Figure  2TT'  illu- 
strates the  relationship  between  hand  occupation  and  the  reject  rate.  Hand 
occui)ation  resulted  in  about  two  and  one-half  times  as  man>'  rejects  as  no 
hand  occupation.  I'he  fact  that  the  interaction  between  hand  occuiiation  .uul 
entry  mode  is  n:  t ;■  i gn  i f i cant  indicates  that  this  is  geiierally  true  for  all 
three  entry  modes. 
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Fig.  25  Reading  and  Interpretation  Frrors 

Before  Correction  Versus  Prompting 
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TABLE  25 


1 

I I 


ANALYSIS  OF  VARl/VNCE  OF 
CORRECTED  CORRECTION-SYSTEM  WORD  ERRORS 


SOURCE  OF 

DEGREES  OF 

SUM  OF 

MILAN 

SIGNIFIC,VNCE  . 

VARIATION 

FREEDOM 

SQUARES 

SQUARES 

H 

LEVEL 

1. 

EXPERIENCE  (E) 

1 

0 . 500 

0.500 

- 

- 

2. 

HAND  OCCUPATION  (H) 

1 

2.000 

2 . 000 

3,  85 

.90 

3. 

ExH 

1 

1 . 389 

1.389 

- 

- 

4. 

PROMl’TING  (P) 

1 

0.056 

0.056 

- 

- 

5. 

ExP 

1 

0.222 

0.222 

- 

- 

6. 

HxP 

1 

0.056 

0.056 

- 

- 

7. 

ENTRY  MODE  (M) 

2 

10.361 

5.  181 

9.96 

.999 

8. 

ExM 

2 

1.083 

0.542 

- 

- 

9. 

HX.M 

2 

6.250 

3.  125 

6.01 

.99 

10. 

PxM 

2 

0 . 194 

0.097 

- 

- 

11. 

TRIAL  fT) 

2 

1.  861 

0.931 

- 

- 

12. 

ExT 

2 

0.083 

0.042 

- 

- 

13. 

HxT 

2 

0.583 

0.292 

- 

- 

14. 

PxT 

n 

0.  194 

0.097 

- 

- 

15. 

MxT 

4 

2 . 889 

0. 722 

- 

- 

ALL  INTERACTIONS  BETWEEN 
3,  4 AND  5 FACTORS 
= ERROR 

45 

23.4 

0.52 

TOTAL  71 

GRAND  MEAN  = 0.389 
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Fig,  26  Corrected  Correction  System  Word  Errors 


TABLE  26 


ANALYSIS  OF  VARIANCE  OF 
REJECTS 


SOURCE  OF 

DEGREES  OF 

SUM  OF 

NEAN 

SIGNIFIC,VSCE 

VARIATION 

FREEDOM 

SQUARES 

SQUARES 

F 

LEVEL 

1. 

EXPERIENCE  (E) 

1 

0.222 

0.222 

- 

- 

2 . 

HAND  OCCUPATION  (H) 

1 

26.889 

26.889 

8.38 

.99 

3. 

ExH 

1 

0.222 

0.222 

- 

- 

4. 

PRONETING  (P) 

1 

0.889 

0.889 

- 

- 

5. 

ExP 

1 

5.556 

5.556 

- 

- 

6. 

HxP 

1 

0.0 

0.0 

- 

- 

■7 

/ . 

E.NTRV  MODE  (M) 

2 

15.528 

7.764 

2.42 

.90 

8. 

ExM 

2 

14.694 

7.  347 

- 

- 

9. 

HxM 

2 

1.861 

0.931 

- 

- 

10. 

PxM 

2 

15.194 

7.597 

- 

- 

11. 

TRIAL  (T) 

2 

11. 194 

5.597 

- 

- 

12. 

ExT 

2 

3.694 

1.847 

- 

- 

13. 

HxT 

2 

1.194 

0.597 

- 

- 

14. 

PxT 

2 

3.028 

1.514 

- 

- 

15. 

MxT 

4 

14.639 

3. 660 

- 

- 

ALL  INTER/VCTIONS  BETWEEN 
3,  4 .AND  5 FACTORS 

= ERROR  45  144.23  3.21 
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Section  IV 

DISCUSSION  OF  RESULTS  AjND  CONCLUSIONS 


A.  Discussion  of  HSDE  Test  Results 

The  High  Speed  Data  Entry  tests  were  a measure  of  data  entry  perfonnance 
in  a simple  data  copying  problem.  The  subjects  were  skilled  technical  and 
office  employees,  most  of  whom  were  familiar  with  office  machines  such  as 
typewriters,  but  who  were  not  highly  trained  for  these  particular  tests. 

Three  different  performance  measures  were  analyzed;  average  time  per 
correct  character,  error  rate  (after  correction) , and  error  rate  before  cor- 
rection. Error  rate  after  correction  is  the  operational  error  rate  if  it  is 
assumed  that  verification  and  checking  are  allowed  before  the  data  is  actually 
entered.  Error  rate  before  correction  is  indicative  of  the  basic  error  rate 
of  the  entry  device  and  the  problem  setting  and  would  be  the  error  rate  in  a 
system  which  did  not  allow  for  verification. 

1.  Entry  Speed  Comparisons 

With  respect  to  average  time  per  correct  character,  a number  of  in- 
teresting statistically  significant  results  were  obtained. 

keyboard  was  clearly  the  fastest  entry  device,  requiring  an  average 
of  29%  less  time  per  correct  character  th;in  voice,  ,'md  22%  less  time  than 
Graf  Pen.  It  is  important  to  note  that  most  of  the  lb  keyboard  subjects  were 
familiar  with  the  layout  of  the  keys  and  two  were  expert  typists.  In  the  High 
Complexity  Data  Entry  test,  we  have  found  that  for  subjects  who  are  not  famil- 
iar with  the  layout  of  the  keys,  keyboard  tends  to  be  a ver>'  slow  entiy  de- 
vice. For  this  kind  of  test  and  for  subjects  with  some  experience,  however, 
keyboard  is  a fast  and  accurate  data  entry  device. 

A Graf  Pen  working  in  the  menu  mode  is  not  as  fast  per  character  as 
a keyboard  being  used  by  a subject  with  some  typing  skill,  since  the  Graf  Pen 
forces  the  operator  to  work,  at  best,  like  a one- fingered  typist.  The  Graf 
Pen  would,  however,  regain  the  advantage  if  it  were  being  used  to  enter  entire 
words  with  one  stroke  from  a well  organized  menu  as  compared  to  t>p)ing  entire 
words  or  mult i character  abbreviations  of  words  on  the  keyboard. 

Voice  was  faster  per  character  than  the  average  times  per  correct 
character  would  indicate.  A factor  that  slows  down  voice  entiy  is  the  re- 
quirement to  correct  errors.  It  is  possible  to  obtain  less  than  1%  error 
rates  with  the  VIP- 100  voice  recognizor  when  subjects  who  arc  fully  trained 
arc  not  striving  for  maximum  entr>'  speed,  and  when  the  system  itself  is 
trained  with  ten  repetitions  per  word.  In  this  experiment,  however,  tlie 
subjects  wore  minimally  traineil,  maximum  entry  speed  was  the  objective,  and 
only  five  repetitions  per  word  were  used  for  training  the  voice  input  system. 
Gonsequent  ly , the  error  rates  went  up  to  2 or  .3%.  Since  the  subjects  were 
also  striving  for  accuracy,  they  had  to  stop  and  make  corrections  whenever 
the  recognizer  made  an  error.  The  time  to  make  these  corrections  signifi- 
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cantly  inoreasoil  the  .ivorai^o  entry  time.  Some  subjects  ilii.1  manaite  to  find  an 
optimum  entry  speed  (somewhat  below  maximum  speed)  which  resulted  in  a lower 
error  rate  ;uid  hence,  a higher  overall  entry  rate,  but  variability  introduced 
into  the  voice  input  response  time  by  errors  in  the  ^^riority  interrupt  struc- 
ture made  it  difficult  for  most  subjects  to  perform  this  kind  of  optimization. 

One  of  the  greatest  surprises  of  the  test  is  that  the  addition  of 
voice  response  feedback  to  visual  feedback  iiad  no  significant  effect  on  the 
speed  of  data  entry,  and  in  fact,  only  affected  high  speed  data  entry  by  pro- 
ducing higher  error  rates  under  some  circumstances.  This  result  was  surpris- 
ing since  conceptually,  voice  response  feedback  would  seem  to  provide  the  ad- 
vantage of  freeing  the  eyes  from  the  verification  process.  In  practice,  how- 
ever, the  voice  response  unit  which  we  used  had  two  problems  (neither  of  which 
was  necessarily  inherent  to  it  as  a particular  voice  response  unit).  First 
it  was  too  slow.  If  a feedback  device  is  to  be  useful  for  high  speed  data 
entry,  it  must  be  fast.  There  is  a reason  to  doubt  that  any  voice  response- 
system  could  be  fast  enough  for  feedback  in  high  speed  data  entry,  but  since 
we  definitely  did  not  test  a fast  VRU,  our  data  cannot  be  used  to  support 
this  conclusion.  The  second  problem  with  the  VRU  which  we  used  was  that  it 
had  a small  suboptimum  vocabulary.  The  words  which  were  used  for  entry  and 
verification  of  alphabetic  data  were  dictated  by  the  VRU  and  were  neither  easy 
to  remember  nor  particularly  natural  for  entry  of  alphabetic  data. 

A second  surprising  result  was  that  hand  occupation  had  no  overall 
significant  effect  on  speed  of  data  entry.  In  interaction  with  entry  mode, 
hand  occupation  did  provide  some  di scrimi nation  since  it  slowed  down  Graf  Pen 
more  than  keyboard  and  was  accompanied  by  an  increase  in  entry  speed  for  voice 
input . 


Hand  occupation  had  very  little  effect  because  it  was  too  simple 
a task.  This  was  demonstrated  by  the  fact  that  the  requirement  to  push  but- 
tons affected  entiy  speed  differently  for  different  types  of  data.  For  al- 
phanumeric input  or  input  of  10- character- long  strings  (for  wnich  pushing 
the  buttons  consumed  only  a small  fraction  of  the  total  time)  pushing  the 
buttons  increased  throughput  slightly  (jiossibly  b)'  improving  rhythm  or  adding 
dicipline  to  the  entry  task).  For  the  case  of  short  numeric  input  strings 
(for  which  the  time  to  push  the  buttons  was  a more  significant  fraction  of 
the  total  time),  the  jnishbuttons  reduced  the  throughput  as  expected. 

The  e.xperi mental  factor  with  the  highest  statistical  significance 
was  the  data  entry  cliaracter  set.  Hnt  ry  time  was  less  for  numeric  d.ita 
than  it  was  for  alphanumeric  data.  One  reason  for  this  is  that  a sm.iller 
vocabulary  reduces  the  time  to  find  keys  or  Graf  Pen  menu  locations,  or  to 
recall  voice  entry  code  words.  A second  reason  is  that  the  smaller  voeabu 
lary  reduces  the  error  rate  ;uid  associated  correction  time  for  machine  iv 
and  human  errors. 

A tinal  factor  wli  i eh  affected  entry  speed  was  the  len  th  f t 
racter  strings.  Overall  Ki-charactcr  strings  required  M 
rictcr  than  cha ractc r string-,.  I'he  fact  that  long  strut 
tially  less  overhead  time  for  verification  than  ’hurt  -,1  n 
this  difference,  but  this  effect  is  partially  c.incelleii  - 
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strings  cannot  be  memorized  as  a whole  and  must  be  entered  in  three  or  more 
separate  parts. 

These  effects  are  demonstrated  more  clearly  by  considering  the  (sig- 
nificant) interaction  between  string  length  and  input  mode.  For  voice  input, 
the  verification  process  involved  speaking  an  additional  word  which  consti- 
tuted a substantial  overhead  for  3-character  strings.  For  keyboard  and  Graf 
Pen  input,  verification  introduced  somewhat  less  overhead  for  3-character 
strings.  On  the  other  hand,  entr>'  of  10-character  strings  can  be  accomplished 
by  voice  without  breaking  the  string  into  parts  and  can  be  accomplished  by 
keyboard  without  losing  touch  with  the  keys,  but  cannot  be  accomplished  on 
Graf  Pen  without  requiring  at  least  partial  reorientation  to  the  menu  loca- 
tions. As  a result,  voice  input  time  was  substantially  less  for  10-character 
strings  than  for  3-character  strings;  keyboard  time  was  slightly  less,  and 
Graf  Pen  time  was  actually  slightly  greater  for  10-character  strings. 

2.  Operational  Error  Rate  (Errors  After  Correction) 

The  only  two  parameters  which  had  significant  overall  effect  on  error 
rate  were  the  data  string  length  and  the  data  entry  alphabet  (character  set) . 
The  effect  of  string  length  was  trivial,  however,  since  it  was  significant 
only  for  string  errors.  For  these  errors,  the  error  rate  was  roughly  propor- 
tional to  the  string  length,  as  would  be  expected. 

The  effect  of  character  set  was  more  interesting.  The  error  rate 
was  approximately  twice  as  high  for  alphanumeric  data  as  it  was  for  numeric 
data  for  both  character  errors  and  string  errors.  In  addition,  there  was  a 
significant  interaction  between  the  alphabet  and  entry  mode.  For  alphanumeric 
data,  the  operational  error  rate  was  lower  for  voice  entry  than  for  either 
keyboard  or  Graf  Pen.  For  numeric  data,  however,  the  error  rate  was  lowest 
for  keyboard  entry,  slightly  higher  with  Graf  Pen  and  substantially  higher 
for  voice. 

Let  us  now  consider  why  alphanumeric  data  had  a higher  overall  error 
rate  and  favored  voice  input,  while  numeric  data  had  a lower  overall  error 
rate  and  favored  keyboard  and  Graf  Pen  input. 

Operational  errors  consisted  of  two  principal  components;  display 
reading  errors,  and  entr>'  device  (recognition  or  keying)  errors.  For  alpha- 
numeric data,  the  display  reading  errors  were  substantial,  and  consisted  of 
confusions  between  I and  1,  and  S and  5,  and  occasional  data  deletions.  These 
errors  occurred  frequently  with  both  keyboard  and  Graf  Pen  entry  since  with 
these  devices  the  subjects'  eyes  were  occupied  with  finding  keys  and  menu 
positions.  On  the  other  hand,  voice  entry  resulted  in  a lower  reading  error 
rate,  probably  because  voice  entry  does  not  require  use  of  the  eyes.  With 
all  numeric  data,  confusion  between  similar  characters  was  not  likely  and 
the  predominant  errors  were  recognition  and  keying  errors.  Since  the  recog- 
nition error  rate  for  voice  is  higher  than  the  keying  error  rates  for  keyboard 
or  Graf  Pen,  voice  entry  had  the  highest  error  rate  with  this  type  of  data. 
Gonsequently , it  appears  that  since  voice  data  entry  frees  the  eyes  as  well 
as  the  hands,  it  has  the  effect  of  reducing  the  number  of  uncorrected  reading 
errors.  If  the  data  entry  alphabet  is  complex  or  the  system  is  one  that  would 
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give  rise  to  reading  errors  for  other  reasons,  voice  entry  has  an  accuracy  ad- 
vantage. If  reading  errors  are  not  a problem,  voice  entry  loses  its  accuracy 
adv2intage  by  virtue  of  its  higher  recognition  error  rate. 

Feedback  mode  had  no  significant  overall  effect  on  operational  accu- 
racy but  it  did  have  a significant  interaction  with  alphabet.  In  particular, 
the  addition  of  voice  response  feedback  substantially  degraded  operational 
accuracy  for  alphanumeric  data  but  produced  a slight  improvement  in  accuracy 
with  numeric  data.  It  is  possible  that  the  limited  vocabulary  of  the  voice 
response  unit  may  have  caused  this  effect.  For  numeric  data,  the  voice  re- 
sponse unit  fed  back  the  names  of  the  characters  directly  as  displayed.  For 
alphabetic  data,  however,  the  VRU  fed  back  a set  of  almost  arbitrary  words 
that  were  related  to  the  characters  only  by  their  first  letters.  The  results 
indicate  that  this  kind  of  loosely  related  feedback  can  do  more  harm  than  good 

3.  Errors  Before  Correction 

Errors  before  correction  may  have  little  relationship  to  the  output 
error  pattern  of  a data  entry  system,  but  they  have  substantial  bearing  i5)on 
the  internal  design  and  the  efficiency  of  the  system.  For  example,  entry 
mode  was  not  significant  with  respect  to  errors  after  correction  since  all 
three  entry  devices  had  about  the  same  average  error  rate.  It  was  signifi- 
cant with  respect  to  errors  before  correction,  however,  because  voice  input 
had  about  twice  the  error  rate  of  the  other  two  devices.  In  addition,  roughly 
two  errors  were  being  corrected  with  voice  input  for  each  error  which  remain- 
ed after  correction. 

Hence,  one  explanation  is  provided  for  why  voice  input  was  not  as 
fast  as  the  other  two  entry  devices.  It  was  strikingly  clear  to  the  author 
when  observing  the  HSDE  tests  that  a major  factor  affecting  speed  of  entry 
with  voice  input  was  the  requirement  to  correct  recognition  errors.  Further- 
more, the  frequency  of  correction  was  only  part  of  the  problem  since  often  in 
the  process  of  making  corrections  with  the  voice  input  system,  further  errors 
were  generated  either  by  misrecognition  of  the  correction  commands  or  by  mis- 
recognition  of  the  new  entry  data.  It  seemed  that  errors  begot  errors,  pos- 
sibly because  of  the  disturbing  effect  that  they  had  upon  the  subjects  in 
the  relatively  high  pressure  environment  of  the  tests.  Conversely,  the 
effects  of  minor  improvements  in  basic  recognition  performance  would  tend  to 
be  magnified  into  even  greater  improvements  in  overall  system  performance. 

One  other  interesting  result  with  respect  to  errors  before  correction 
was  that  the  addition  of  voice  response  feedback  had  virtually  no  effect  on 
the  error  rates  for  Graf  Pen  or  voice  entry,  but  increased  the  error  rate  by 
a factor  of  five  for  keyboard  entry.  We  believe  that  the  low  speed  of  the 
voice  response  unit  may  have  contributed  to  this  higher  error  rate.  The  voice 
response  unit  was  so  slow  relative  to  the  keyboard  that  almost  all  subjects 
typed  ahead  of  the  feedback  and  tried  to  ignore  it.  It  is  possible  that  hear- 
ing the  names  of  previously  entered  characters  spoken  while  trying  to  enter  a 
new  character  may  have  produced  confusion  that  resulted  in  reading,  memory, 
iind  keying  errors. 


B. 


Discussion  of  HCDH  Test  Results 


The  high  complexity  data  entry  tests  were  a measure  of  data  entry  perfor- 
mance in  a complicated  data  entry  setting  in  which  the  subject's  ability  to 
interpret  an  English  language  statement  and  convert  it  to  a series  of  data 
entry  fields  had  as  much  effect  upon  data  entry  performance  as  did  the  raw 
speed  of  the  data  entry  system. 

The  subjects  were  skilled  technical  and  office  employees  and  were  di- 
vided into  two  classes  depending  upon  their  experience  levels  with  the  parti- 
cular data  entry  device.  The  subjects  were  not  highly  trained  for  these  par- 
ticular data  entry  tests,  however,  so  that  the  experiment  is  indicative  of 
performance  rates  which  would  be  achieved  by  casual  users  of  a data  entry 
system.  With  more  training,  the  relationships  between  some  factors  would 
possibly  change  and  the  overall  performance  levels  definitely  would  improve. 

Six  different  performance  measures  were  analyzed;  entry  time  per  word, 
field  errors,  word  errors,  word  errors  before  correction,  corrected  correction 
system  errors,  and  rejects.  In  addition,  the  field  and  word  error  measures 
were  broken  down  into  reading  and  interpretation  errors,  and  keying,  recogni- 
tion and  correction  system  errors. 

1.  Entry  Speed  Comparisons 

Overall,  voice  was  the  fastest  entry  mode  in  these  tests.  Graf  Pen 
required  an  insignificant  average  of  5%  more  time  per  word  than  voice,  and 
keyboard  required  a highly  significant  average  of  29%  more  time  per  word. 

There  was,  in  addition,  a very  significant  interaction  between  entry  mode  and 
subject  experience.  For  experienced  subjects,  the  three  devices  were  nearly 
identical  in  speed.  For  inexperienced  subjects,  the  entry  time  increased 
only  5%  for  voice  and  14%  for  Graf  Pen  but  jumped  56%  for  keyboard.  The  sig- 
nificantly higher  entry  time  for  inexperienced  keyboard  subjects  is  an  indi- 
cation of  how  difficult  it  is  to  search  for  characters  on  a completely  unfa- 
miliar teletypewriter  keyboard.  The  time  difference  was  also  magnified  by 
the  fact  that  all  of  the  non-numeric  entry  words  required  two  characters  on 
the  keyboard  but  only  one  entry  with  voice  or  Graf  Pen. 

It  is  interesting  to  consider  why  the  Graf  Pen  didn't  require  more 
time  per  word  than  it  did,  since  it  had  a 43  word  menu  that  was  completely 
new  to  both  experienced  and  inexperienced  subjects.  The  Graf  Pen  times  were 
not  particularly  high,  primarily  because  the  menu  was  organized  sped fi cal  !)• 
for  the  particular  data  entry  problem  being  tested.  At  each  stage  of  the 
data  entry  process  it  was  only  necessary  to  find  the  data  row  indicated  by 
the  prompting  messages  and  then  to  scan  that  row  for  the  proper  entry.  If 
the  Graf  Pen  had  been  set  up  as  a light  pen  with  only  the  applicable  segments 
of  the  menu  being  displayed  at  each  stage  of  the  entry  hierarchy,  its  entry 
time  almost  certainly  would  have  been  reduced  further,  since  the  requirement 
to  interpret  prompts  and  search  for  data  rows  would  have  been  eliminated. 

In  a like  manner,  it  is  probable  that  both  voice  and  keyboard  entry 


would  have  been  faster  if  instead  of  prompting  with  names  of  data  fields, 
prompting  had  been  done  by  displaying  lists  of  the  acceptable  input  responses 
at  each  entry  stage.  The  advantages  of  this  approach  would,  of  course,  de- 
crease as  the  length  of  the  lists  increased. 

Hand  occupation  affected  entry  speed  in  these  tests  in  a generally 
predictable  way.  The  3.5  second  button  pushing  requirement  increased  entry 
times  significantly  on  an  overall  basis.  As  in  the  case  of  the  high  speed 
data  entry  tests,  hand  occupation  had  the  greatest  effect  with  Graf  Pen  (a 
30%  time  increase) , less  effect  with  keyboard  (a  20%  increase)  and  the  least 
effect  with  voice  (a  9%  increase).  With  no  hand  occupation,  Graf  Pen  was 
faster  than  voice  in  these  experiments,  but  by  a statistically  insignificant 
amount . 


In  these  tests,  voice  response  was  used  for  prompting  but  was  not 
used  explicitly  for  feedback.  Once  again,  voice  response  surprisingly  failed 
to  make  a statistically  significant  overall  impact  on  entry  speed.  It  did, 
however,  achieve  significance  in  interaction  with  entry  mode.  The  addition 
of  voice  pron^Jting  increased  entry  time  for  voice  input  by  about  18%,  had 
virtually  no  effect  on  keyboard,  and  decreased  entry  time  by  about  9%  for 
the  Graf  Pen. 

Voice  response  prompting  slowed  down  voice  data  entry  because  most 
subjects  waited  for  the  VRU  to  stop  talking  before  they  would  start  talking. 
The  subjects  never  seemed  to  be  conpelled  to  try  to  achieve  higher  throughput 
by  getting  ahead  of  the  VRU  as  they  did  in  the  high  speed  data  entry  tests, 
possibly  because  entering  data  per  se  was  only  a part  of  the  total  problem 
in  these  tests.  Here  again,  a much  faster  VRU  would  have  provided  a perform- 
ance advantage. 

On  the  other  hand,  with  keyboard  and  Graf  Pen  input,  no  one  hesitated 
to  enter  data  while  the  voice  response  unit  was  talking.  It  was  also  clear 
that  the  Graf  Pen  subjects  were  actually  using  the  voice  response  unit  to 
relieve  them  of  the  requirement  for  reading  prompts  and  verifying  non-numeric 
entries.  Keyboard  subjects  didn't  generally  find  the  VRU  as  useful  because 
visual  prompting  was  more  conveniently  located  for  them  than  for  the  Graf  Pen 
subjects  and  because  experienced  keyboard  subjects  did  not  have  their  eyes 
fully  occupied  by  the  task  of  finding  keys. 

2.  Operational  Errors  (Errors  After  Correction) 

Errors  after  correction  were  analyzed  in  terms  of  field  errors  and 
word  errors.  Generally,  these  two  ways  of  looking  at  the  errors  produced 
similar  results,  except  that  since  each  number  in  a numeric  field  was  counted 
as  a separate  word  there  were  more  word  errors.  In  particular,  out  of  a total 
of  1080  test  sentences  there  were  35  field  errors  and  55  word  errors. 

We  have  further  subdivided  the  counts  of  field  and  word  errors  into 
two  classes,  which  we  will  simply  call  recognition  errors  and  reading  errors. 
Recognition  errors  actually  consisted  of  all  keying,  recognition,  and  correc- 
tion system  errors.  Reading  errors  consisted  of  all  reading  and  problem  in- 
terpretation errors.  Most  of  the  errors  which  were  counted  as  word  errors. 
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but  were  not  counted  as  field  errors  were  classified  as  reading  errors  since 
these  were  the  kinds  of  errors  which  occurred  primarily  with  numeric  fields. 

For  simplicity,  the  remaining  discussion  in  the  section  will  apply  exclusively 
to  the  counts  of  word  errors.  The  relationships  for  field  errors  do  not  differ 
substantially. 

There  were  no  significant  differences  in  total  word  errors  between 
the  three  entry  devices.  There  were,  however,  about  four  times  as  many  recog- 
nition errors  with  voice  input  as  for  the  average  of  the  other  two  entry  modes 
and  this  result  was  statistically  significant.  On  the  other  hand,  keyboard 
and  Graf  Pen  produced  an  average  of  slightly  more  than  twice  as  many  reading 
errors,  but  this  result  was  not  statistically  significant.  Overall,  reading 
errors  outnumbered  recognition  errors  by  a three  to  two  ratio. 

These  results  are  consistent  with  the  results  from  the  high  speed 
data  entry  tests,  in  that  the  three  devices  produced  about  the  same  number  of 
operational  errors  except  that  voice  entry  produced  mostly  recognition  errors 
and  the  other  two  devices  produced  mostly  reading  errors. 


Both  experience  and  hand  occupation  had  significant  average  effects 
on  word  errors.  The  error  rate  was  about  2.5  times  greater  for  inexperienced 
subjects  than  for  experienced  subjects,  and  was  also  about  2.5  times  greater 
with  hand  occupation  than  without  hand  occupation.  These  differences  were, 
moreover,  completely  related  through  an  interaction.  Hand  occupation  and 
lack  of  experience  by  themselves  produced  low  error  rates,  but  the  combina- 
tion of  hand  occupation  and  inexperience  resulted  in  nearly  a fourfold  in- 
crease in  error  rate.  This  relationship  was  true  for  total  word  errors  and 
for  reading  errors  but  not  for  recognition  errors. 

A similar  interaction  existed  for  experience  and  prompting.  The 
error  rates  were  relatively  low  for  all  combinations  of  these  two  variables 
except  for  the  case  of  inexperienced  subjects  using  visual  prompting.  This 
combination  resulted  in  about  a threefold  increase  in  total  errors  and  read- 
ing errors. 

Prompting  and  hand  occupation  also  interacted  strongly  with  respect 
to  reading  errors.  The  combination  of  visual  prompting  and  hand  occupation 
resulted  in  about  a five  to  one  increase  in  error  rate  as  compared  to  the 
other  three  combinations  of  these  two  variables.  This  result  was  not  true 
for  total  word  errors  or  for  recognition  errors. 

These  interactions  may  or  may  not  be  meaningful.  They  are  all  sig- 
nificant at  the  0.95  level  or  higher,  but  since  the  total  number  of  errors 
is  so  small,  the  performance  of  one  or  two  subjects  could  easily  bias  the 
overall  results.  It  does  seem  clear,  however,  that  inexperience,  hand  occu- 
pation, and  lack  of  voice  response  prompting  had  a tendency  to  increase  read- 
ing and  interpretation  errors.  The  nature  of  the  interactions,  furthermore, 
indicates  that  there  may  have  been  a threshold  effect.  Any  of  the  adverse 
conditions  by  themselves  did  not  result  in  increased  error  rates,  but  all  com- 
binations of  two  adverse  conditions  gave  rise  to  substiintial  increases  in 
reading  error  rates. 
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3. 


Word  Errors  Before  Correction 


Word  errors  before  correction  provide  an  indication  of  the  basic 
error  performance  of  the  entry  systems.  These  errors  were  also  broken  down 
into  two  classes;  keying,  correction  system,  and  recognition  errors,  and 
reading  and  problem  interpretation  errors. 


The  primary  factor  which  was  significant  with  respect  to  total  word 
errors  before  correction  was  entry  mode.  Voice  entry  had  about  four  times 
as  many  errors  before  correction  as  either  of  the  other  entry  devices.  Fur- 
thermore, voice  entry  required  correction  of  more  than  five  errors  for  every 
error  that  remained  after  correction. 

The  primary  factor  which  was  significant  with  respect  to  keying,  re- 
cognition, and  correction  system  errors  was,  once  again,  entry  mode.  Voice 
entry  produced  nearly  ten  times  as  many  of  these  errors  as  either  of  the  other 
devices.  This  difference  occured  because  neither  keyboard  nor  Graf  Pen  made 
any  recognition  errors.  Almost  all  keying  errors,  except  numerical  keying 
errors,  were  furthermore  detected  by  the  syntax  checks  of  the  data  entry  sys- 
tem and  were  rejected.  Hence,  the  keying  and  recognition  error  rate  was  very 
low  for  these  devices.  Voice  entry,  on  the  other  hand,  was  relatively  prone 
to  recognition  errors  since  in  these  tests,  the  talkers  were  either  completely 
inexperienced  or  only  moderately  experienced,  training  was  abbreviated  (only 
five  samples  per  word  with  little  retraining) , and  the  data  entry  t2isk  was 
relatively  stressful. 

The  only  individual  factor  which  was  significant  with  respect  to 
reading  and  interpretation  errors  before  correction  was  pronpting.  The  add- 
ition of  voice  prompting  to  visual  prompting  reduced  the  incidence  of  this 
type  of  error  to  about  one- third.  Evidently,  the  additional  prompting  helped 
the  subjects  to  determine  which  data  fields  they  should  extract  at  each  entry 
point.  This  is  one  of  the  few  situations  in  which  voice  response  has  provided 
the  exact  advantage  which  would  be  expected  of  it. 

4.  Corrected  Correction  System  Errors 

Entry  mode,  hand  occupation  and  an  interaction  between  entry  mode 
and  hand  occupation  were  the  only  factors  which  were  significant  with  respect 
to  corrected  correction  system  errors.  Voice  had  about  four  times  as  many  of 
these  errors  as  keyboard  and  about  twenty  times  as  many  as  Graf  Pen,  which 
only  had  one  such  error. 

Correction  system  errors  were  easily  observed  by  the  author  while 
conducting  the  tests.  Human  errors  and  machine  errors  relative  to  the  use  of 
the  backspace  and  erase  commands  were  particularly  disconcerting  with  voice 
input  because  they  reduced  the  > rate,  and  often  confused  the  subject  so 
much  that  he  would  make  further  recognition  or  correction  system  erro'  le 

correction  system  was  very  clear  for  Graf  Pen  entry  (a  back  arrow  for 

space  and  the  word  erase  for  erasing  the  entire  entry) . The  correction  system 
was  not  as  clear  for  keyboard  (rubout  for  backspace  and  shift-rubout  for  era- 
sure), so  that  its  slightly  higher  error  rate  might  have  been  anticipated. 
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For  voice  input,  the  words  backspace  and  erase  did  not  mean  the  same  things  to 
all  subjects  and  were  often  erroneously  used,  particularly  by  experienced  sub- 
jects who  were  accustomed  to  other  words  for  these  functions.  In  addition, 
since  both  words  were  acceptable  to  the  syntax  at  almost  all  times,  there  were 
numerous  false  recognitions  of  those  words.  False  recognition  of  the  erase  com- 
mand near  the  end  of  an  otherwise  correct  message  was  particularly  disconcerting. 

The  correction  system  error  rate  with  voice  input  was  about  four 
times  higher  with  hand  occupation  than  it  was  without  hand  occupation.  Since 
voice  was  the  only  entry  mode  which  allowed  the  hand  occupation  requirement  to 
be  fulfilled  while  data  was  being  entered,  the  higher  incidence  of  correction 
system  errors  during  hand  occupation  could  be  an  indication  of  additional 
stress  produced  by  simultaneous  voice  data  entry  and  hand  occupation. 

5.  Rejects 

The  most  significant  experimental  factor  affecting  the  reject  rate 
was  hand  occupation.  Hand  occupation  resulted  in  about  two  and  one-half  times 
as  many  rejects  as  no  hand  occupation.  The  fact  that  the  interaction  between 
hand  occupation  and  entr>'  mode  is  not  significant  indicates  that  this  is  gen- 
erally true  for  all  three  entry  modes.  Hence,  it  appears  that  hand  occupation 
produced  a form  of  stress  which  resulted  in  a greater  incidence  of  illegal  or 
garbled  entries. 

The  differences  in  reject  rate  for  the  three  entry  modes  were  barely 
significant.  Voice  had  about  fifty  rejects,  keyboard  had  thirty,  and  Graf 
Pen  had  twenty.  Voice  and  keyboard  may  have  produced  more  rejects  than  Graf 
Pen  because  they  had  multiple  reject  modes.  Voice  would  reject  on  erroneous 
entries  or  misrecognition  of  the  correct  entry.  Keyboard  would  reject  on 
erroneous  entries  or  if  either  keystroke  of  a two- letter  entry  was  in  error. 

Graf  Pen  would  reject  only  on  an  illegal  entry. 

C.  Capsule  Summary  of  Results 

1.  HSDE  Tests 

a.  Entry  Speed 

. Keyboard  was  the  fastest  device  overall  (most  subjects  had  at 
least  some  keyboard  experience);  Graf  Pen  was  slower;  voice  was 
the  slowest. 

. Voice  response  feedback  added  to  visual  feedback  had  no  signifi- 
cant effect  on  entry  speed. 

. The  instantaneous  two-handed  pushbutton  requirement  had  no  sig- 
nificant overall  effect  on  entry  speed,  but  did  slow  Graf  Pen 
entry  slightly,  keyboard  somewhat  less,  and  actually  was  accom- 
panied by  a slight  increase  in  voice  entry  speed. 

. The  greatest  slow-down  effect  from  hand  occupation  was  with  entry 
of  3-character  numeric  strings. 
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. Alphanumeric  entiy  required  25%  more  time  than  numeric  entry  and 
was  the  most  significant  experimental  factor  affecting  speed. 

. Overall,  10- character  strings  were  entered  faster  than  3-character 
strings.  The  difference  was  the  greatest  for  voice  input,  and 
less  for  keyboard.  For  Graf  Pen,  entry  of  3-character  strings 
was  slightly  faster  than  entry  of  10-character  strings. 

b.  Operational  Error  Rate 

. Long  strings  had  higher  string  error  rates  than  short  strings. 

. The  alphanumeric  data  set  had  about  twice  the  error  rate  of  the 
numeric  data  set. 

. For  alphanumeric  data,  voice  input  had  a lower  error  rate  than 
keyboard  or  Graf  Pen.  For  numeric  data,  voice  had  a higher  error 
rate  than  either  keyboard  or  Graf  Pen. 

. The  addition  of  voice  response  feedback  degraded  accuracy  for  al- 
phanumeric data,  but  had  little  effect  on  numeric  data. 

c.  Errors  Before  Correction 

. Voice  input  had  about  twice  the  before  correction  error  rate  of 
either  keyboard  or  Graf  Pen. 

. Voice  response  feedback  had  virtually  no  effect  on  the  before 
correction  error  rate  of  voice  input  or  Graf  Pen  but  increased 
the  error  rate  five- fold  for  keyboard. 

2.  HCDE  Tests 

a.  Entry  Speed 

. Voice  and  Graf  Pen  were  fastest  in  this  test.  Keyboard  required 
29%  more  time  per  word  than  voice.  The  higher  time  for  keyboard 
was  all  attributable  to  inexperienced  subjects.  For  them,  input 
time  was  56%  greater  than  for  e^qierienced  subjects. 

. Hand  occupation  slowed  Graf  Pen  most,  keyboard  less  and  voice 
least,  and  had  a significant  overall  effect  on  entry  speed. 

. Voice  response  prompting  had  no  significant  overall  effect  but  it 
slowed  input  by  voice  significantly,  slightly  increased  entry 
speed  for  Graf  Pen  and  had  no  effect  on  keyboard. 

b.  Operational  Error  Rate 

. There  were  no  significant  differences  between  the  three  devices  in 
total  operational  errors,  but  voice  had  mostly  recognition  errors 
while  keyboard  and  Graf  Pen  had  mostly  reading  errors. 

. The  combination  of  inexperience  and  hand  occiq^ation  greatly  in- 
creased the  operational  error  rate,  mostly  due  to  reading  errors. 
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. The  combination  of  inexperience  and  lack  of  voice  prompting 
greatly  increased  the  operational  error  rate-  mostly  due  to 
reading  errors. 

. The  combination  of  hand  occupation  and  lack  of  voice  response 
prompting  greatly  increased  the  operational  error  rate  for 
reading  errors  only. 

c.  Errors  Before  Correction 

. Voice  input  had  about  four  times  as  many  errors  before  correction 
as  either  of  the  other  two  entry  devices,  primarily  because  it 
had  about  ten  times  as  many  keying,  recognition  and  correction 
system  errors. 

. The  before  correction  reading  and  interpretation  error  rates 
of  the  three  devices  were  not  significantly  different. 

. The  addition  of  voice  response  prompting  reduced  the  reading 
and  interpretation  error  rate  by  a factor  of  three. 

d.  Correction  System  Errors 

. Voice  input  had  four  times  as  many  of  these  errors  as  keyboard 
and  twenty  times  as  many  as  Graf  Pen. 

. Most  of  the  correction  system  errors  with  voice  input  occurred 
with  hand  occupation. 

e.  Rejects 

. Hand  occupation  increased  the  reject  rate  by  a factor  of 
two  and  one-half. 

D.  Conclusions 

1.  Voice  Data  Entry 

Voice  data  entry  has  demonstrated  some  advantages  in  these  tests 
which  go  beyond  the  obvious  advantages  which  it  has  when  the  hands  are  fully 
occupied.  In  a simple  data  copying  scenario  which  was  prone  to  reading 
errors,  it  provided  a lower  error  rate  thtm  keyboard  or  Graf  Pen.  In  a 
complex  data  entry  scenario  requiring  substantial  mental  jmd  visual  effort, 
it  provided  a higher  throughput  than  keyboard,  particularly  with  inexper- 
ienced subjects.  In  both  cases,  the  advantages  accruing  from  voice  input  were 
almost  certainly  related  to  its  ability  to  free  the  subject's  eyes  from  the 
task  of  finding  keys  or  menu  locations. 

Voice  entry  also  had  some  problems.  In  a simple  task  involving 
copying  of  alphabetic  and/or  numeric  characters,  the  isolated  word  recognition 
system  could  not  compete  with  keyboard  or  Graf  Pen  in  terms  of  entry  speed. 
Voice  entry  speed  was  limited  by  the  requirement  to  pause  between  words,  by 


additional  small  delays  due  to  a software  error,  by  its  relatively  higher 
error  rate,  and  by  the  relatively  great  difficulty  associated  with  correction 
of  errors.  For  alphanumeric  data,  the  lower  speed  was  compensated  to  some 
extent  by  the  greater  entry  accuracy  which  voice  provided,  but  for  numeric- 
only  data,  Graf  Pen  and  keyboard  were  superior  to  voice  in  both  entry  speed 
and  accuracy.  For  voice  to  provide  an  advantage  for  simple  numeric  data  entry, 
either  the  hands  would  have  to  be  very  busy  or  recognition  would  have  to  be 
provided  for  rapidly  spoken  continuous  digits. 

In  the  high  complexity  scenario,  voice  entry  had  a relatively  high 
but  not  excessive  error  rate  before  correction.  Voice  entry  proceeded  smooth- 
ly in  comparison  with  the  other  two  entry  modes,  was  on  the  average  faster, 
and  had  an  insignificantly  higher  error  rate  after  correction.  A lower  basic 
error  rate,  however,  would  almost  certainly  have  made  voice  entry  even  faster 
and  would  have  provided  an  even  greater  demonstration  of  the  advantages  of 
"eyes  free"  data  entry  in  a complex  scenario. 

The  conclusions  which  derive  from  these  results  include  the  obvious 
recommendation  for  reducing  the  error  rate  and  response  time  of  voice  data 
entry  systems.  In  addition,  however,  these  results  suggest  that  an  undue 
emphasis  on  voice  as  a hand- freeing  data  entry  mode  may  be  obscuring  its  pos- 
sibly more  important  advantages  as  an  eye-freeing,  mind-freeing,  data  entry 
device  which  is  particularly  suitable  for  use  by  individuals  without  keyboard 
training. 

If,  for  example,  it  were  possible  to  combine  some  simple  manual  con- 
trol functions  with  the  voice  input  process  and  thereby  increase  both  recog- 
nition accuracy  and  response  time,  the  improved  data  entry  performance  would, 
for  many  applications,  substantially  outweigh  the  disadvantages  imposed  by 
the  requirement  to  use  the  hands.  In  particular,  these  experiments  have 
shown  that  correction  system  errors  contribute  substantially  to  the  entry 
time  and  higher  error  rates  for  voice  input.  Hence,  the  sin5)le  addition  of  a 
set  of  well  marked  correction  keys  to  work  in  parallel  with  the  spoken  cor- 
rection commands  could  produce  a significant  improvement  in  error  rate  and 
entry  speed  for  inexperienced  users.  Other  functions  which  could  be  put  under 
manual  control  include  the  verification  command  and  possibly  even  the  signals 
which  indicate  the  boundaries  of  the  words  to  be  recognized.  This  latter 
possibility  could  conceivably  provide  some  of  the  same  speed  advantages  as 
would  be  provided  by  a continuous  speech  recognition  system,  but  at  a much 
lower  cost. 

2.  Keyboard  Entry 

These  experiments  have  indicated  that  keyboard  provides  rapid,  accu- 
rate data  entry  of  simple  strings  of  characters  when  used  by  subjects  with 
some  keyboard  experience.  For  entry  of  small  vocabularies  of  words,  it  loses 
some  of  its  speed  advantage  2is  compared  to  voice  or  numeric  oriented  entry 
because  of  the  requirement  for  striking  several  keys  per  word.  It  also  suf- 
fers a remarkable  reduction  in  speed  when  used  by  totally  inexperienced  sub- 
jects. In  this  respect,  it  differs  from  voice  or  Graf  Pen  entry,  since  for 
those  devices  totally  inexperienced  operators  were  not  much  slower  than  oper- 
ators with  hours  of  experience. 
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Keyboard  accurac  was  adversely  affected  in  these  tests  by  the  addi- 
tion of  character-by-character  voice  response  feedback,  because  the  feedback 
was  too  slow  to  keep  up  with  the  entry  device  and  the  subjects  were  confused 
by  the  feedback  of  previously  entered  character  names. 

The  correction  system  commands  used  for  keyboard  entiy  in  these  tests 
were  slightly  ambiguous,  so  that  some  correction  system  errors  were  made.  Key- 
board data  entry  systems  which  provide  for  instantaneous  correction  or  deletion 
of  data  should  have  clearly  marked  easily  accessible  keys  for  those  purposes. 

5.  Menu  Data  Entry 

Menu  data  entry  in  these  experiments  was  not  quite  as  fast  as  keyboard 
for  entry  of  simple  strings  of  characters,  probably  because  menu  data  entry  was 
at  best,  like  "one- fingered"  typing.  For  data  entry  of  primarily  words  in  a 
more  complex  scenario,  however,  the  menu  was  faster  than  keyboard  for  inex- 
perienced users.  Menu  entry  was  accomplished  in  this  case  by  single  strokes 
on  a menu  tailored  specifically  to  the  entry  scenario. 

In  both  data  entry  tests,  hand  occupation  caused  a greater  speed  re- 
duction for  menu  data  entry  than  for  keyboard  or  voice  input,  probably  be- 
cause part  of  the  entry  system  had  to  be  transported  back  and  forth  between 
the  menu  and  the  hand  occupation  pushbuttons  in  the  menu  mode  but  not  in  the 
other  modes. 

In  the  high  complexity  data  entry  test,  voice  response  prompting 
slightly  increased  entry  speed  for  menu  entry.  It  did  not  increase  entry 
speed  for  the  other  two  devices. 

Correction  system  errors  were  almost  non-existent  for  menu  entry  ap- 
parently because  the  correction  system  menu  markings  were  self-explanatory, 
graphically  related  to  the  functions  they  performed,  and  easy  to  find. 

Menu  data  entry  could  he  highly  recommended  for  situations  involv- 
ing entr>'  of  medium  sized  vocabularies  of  words  in  either  a simple  or  a com- 
plex scenario  with  no  hand  occupation  and  with  availability  of  voice  response 
prompt  mg . 


A further  refinement  which  would  almost  certainly  improve  the  speed 
and  accuracy  menu  data  entry  would  be  to  display  the  menus  on  a CRT,  and 
to  configure  the  selection  system  to  work  in  a light  pen  mode.  This  would 
allow  for  variable  menus  and  larger  vocabularies  and  would  probably  obviate 
any  requirement  for  voice  response  prompting. 

4.  Voice  Response 

Voice  response  feedback  of  individual  characters  in  the  simple  data 
entry  tests  had  no  significant  effect  on  entry  speed,  and  no  significant 
overall  etfects  on  entry  accuracy.  This  feedback  did,  however,  have  a sub- 
stantial negative  effect  on  accuracy  of  alphanumeric  data  entry.  It  also  pro- 
duced a large  increase  in  the  number  of  errors  before  correction  for  keyboard 
entry. 
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Most  of  these  effects  are  related  to  the  relatively  slow  talking 
speed  and  limited  vocabulary  of  the  particular  VRU  that  was  used  in  these 
tests.  The  addition  of  voice  response  feedback  had  no  effect  on  entry  speed 
because  the  VRU  was  slower  than  any  of  the  entry  devices,  but  was  fully  buf- 
fered so  that  the  subjects  could  continue  to  enter  data  even  though  the  VRU 
had  not  finished  talking.  With  keyboard  input,  the  subjects  went  much  faster 
than  the  VRU  and  left  it  far  behind.  We  believe  that  the  high  error  rate  be- 
fore correction  with  keyboard  input  and  voice  response  feedback  may  have  re- 
sulted from  hearing  feedback  of  past  data  while  entering  current  data.  The 
high  error  rate  tor  alphanumeric  data  relative  to  numeric  data  probably  re- 
sulted from  the  choice  of  feedback  words.  For  numeric  data,  the  words  were 
the  numbers  themselves.  For  alphabetic  data,  the  words  were  related  to  the 
alphabetic  data  only  through  correspondence  of  initial  letters. 

In  the  high  complexity  data  entry  tests,  voice  response  prorrpting 
had  no  significant  overall  effect  on  entry  speed  but  did  affect  speed  dif- 
ferently for  different  entry  modes.  It  reduced  voice  input  speed  sub«-.an- 
tially  because  the  subjects  stopped  entering  data  when  the  VRU  was  tailing. 

The  VRU  did  not  affect  entry  speed  by  keyboard  and  increased  entry  speed 
slightly  for  Graf  Pen. 

Voice  response  was  decisively  beneficial  in  these  tests  only  in  its 
effect  on  reading  and  interpretation  errors  in  the  high  complexity  data  entry 
tasks.  It  had  a strong  tendency  to  reduce  such  errors  both  before  and  after 
correction.  This  affect  was  the  one  clear  demonstration  that  voice  response, 
like  voice  input,  can  free  the  eyes  from  at  least  one  of  the  burdens  of  the 
data  entry  task  and  can  thereby  improve  data  entry  performance.  The  fact  that 
voice  response  only  showed  this  advantage  in  the  prompting  mode  agrees  with 
Hammerton's^  conclusion  that  instructions  should  be  heard  and  data  seen. 

5.  Hand  Occi^ation 

These  experiments  have  provided  some  surpris..ng  results  with  respect 
to  hand  occupation.  Hand  occujiation  does  tend  to  favor  voice  input,  but  the 
advantages  are  only  significant  when  the  hand  occupation  time  is  a substantial 
fraction  of  the  total  entr>'  time.  A momentary  hand  occupation  task  alterna- 
ting with  several  seconds  of  data  entry  is  virtually  insignificant  in  dis- 
crinunating  entry  modes. 

In  addition  to  slowing  data  entry  by  keyboard  and  Graf  Pen,  hand  oc- 
cupation tended  to  increase  certain  kinds  of  errors  for  all  entry  devices. 

In  the  higli  complexity  data  entry  tests,  addition  of  hand  occupation  seemed  to 
be  a stress  factor  which  increased  reading  and  interpretation  errors  and  the 
reject  rate  for  all  three  entry  devices.  In  addition,  for  voice  input,  hand 
occupation  greatly  increased  the  number  of  correction  system  errors. 


Hammerton,  M. , "The  Use  of  Same  or  Different  Sensory  Modalities  in  Infor- 
mation and  Instructions",  Royal  Naval  Personnel  Research  Committee  Report, 
December  1974,  AD-A026857. 
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Appendix  A 

AUTOMATIC  DATA  ENTRY  ANALYSIS  EXPERIMENTAL  DATA 

The  experimental  data  for  the  high  speed  data  entry  tests  is  tabulated 
in  Tables  A-1  through  A- 4. 

The  experimental  data  for  the  high  complexity  data  entry  tests  is  tabu- 
lated in  Tables  A- 5 through  A- 16. 
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TABLE  A-1 

HSDE  RESULTS  - AVERAGE  TIME  PER  CORRECT  CHARACTER 


TEST 

NO. 

MODE 

ALPHABET 

LENGTH 

HANDS 

OCCUPIED 

VOICE 

RESPONSE 

T1 

T2 

T3 

nn 

N 

3 

■m 

N 

2-?i 

1.79  . 

1-90 

Y 

4.5? 

2.39 

1.  81 

N 

N 

IM  1 

1.28 

1.  10 

Y 

2.59 

1793 

1.98 

10 

Bull 

N 

1.21 

.84 

.78 

Y 

1.48 

1.34 

1.11 

■■Ql 

N 

N 

1.64 

2.12 

1. 14 

8 

Y 

1.73 

1.18 

1.60 

A/N 

3 

mm 

N 

2.52 

2. 14 

1.81 

10 

Y 

2.48 

2.17 

1.71 

11 

N 

N 

2.01 

2.67 

2.14 

12 

Y 

2.73 

2.32 

1.98 

13 

10 

N 

1.89 

1.39 

1.33 

14 

Y 

1.56 

1.29 

1.79  1 

15 

N 

N 

2.11 

2.03 

1.90  1 

16 

V 

2.80 

1.50 

1.77  i 

17 

N 

3 

mi 

N 

1.23 

1.11 

1.09 

18 

Y 

1.92 

2.09 

1.06 

19 

N 

N 

1.24 

.98 

.88 

20 

Y 

.99 

.89 

.90 

21 

10 

|nn 

N 

1. 30 

1.20 

1.07 

22 

Y 

1.16 

.86 

.81 

23 

N 

N 

1.07 

.99 

1.00 

24 

Y 

.96 

.12 

.66 

25 

A/N 

3 

N 

1.73 

r:73 

1.13 

26 

Y 

3.41 

1.72 

1.31 

27 

N 

N 

1.68 

1.48 

1.40 

28 

Y 

2.51 

1.97 

1.72 

29 

10 

mi 

N 

1.28 

1.  17 

1.  19 

30 

Y 

2.  15 

1.24 

1.25 

31 

N 

N 

2.09 

1. 71 

1.46 

32 

Y 

1.84 

1. 31 

1.08 

33 

G 

N 

3 

im 

N 

2.29 

1.74 

1.51 

34 

Y 

1.85 

1.40 

1.44 

35 

N 

N 

1.02 

.95 

797 

36 

Y 

1.48 

1.21 

1.  15 

37 

10 

mi 

N 

1.45 

1.32 

1.59 

38 

Y 

2.20 

1.24 

1.23 

39 

N 

N 

2.  16 

1.22 

1.38 

40 

Y 

1.98 

1.28 

1.21 

A/N 

3 

iim 

N 

2.07 

2.  18 

1.51 

Y 

1.92 

1.75 

1.88 

HEEH 

N 

2.86 

2.  12 

1.93 

44 

Y 

1.67 

1.49 

1.31 

10 



■m 

N 

2.  .32 

2.03 

1.98 

Y 

1.90 

2.23 

1.85 

N 

N 

2.  16 

1.82 

1.63 

i;  48 

Y 

1.91 

1.85 

1.62 
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TABLE  A- 7 

HCDE  RESULTS  - KEYING,  RECOGNITION  AND  CORRECTION  SYSTEM  FIELD  ERRORS 


TABLi;  A- 8 


HCDE  RESULTS  - READING  AND  INTERRPRETATION  FIELD  ERRORS 


TABLE  A- 10 

HCDE  RESULTS  - KEYING,  RECOGNITION  AND  CORRECTION  SYSTEM  WORD  ERRORS 


■a 

MODE 

PROMPTING 

MODE 

HAND 

OCCUPATION 

EXPER- 

IENCE 

T1 

T2 

T3 

1 

VI 

N 

E 

0 

0 

1 

2 

I 

3 

0 

1 

3 

Y 

E 

1 

0 

0 

4 

I 

1 

I 

0 

5 

V 

N 

E 

0 

0 

0 

6 

VO 

I 

0 

0 

2 

7 

E 

0 

1 

0 

8 

I 

2 

0 

2 

9 

E 

0 

0 

0 

10 

VI 

I 

0 

2 

0 

11 

Y 

E 

1 

0 

0 

12 

I 

0 

0 

0 

13 

K 

N 

E 

1 

0 

6 

14 

VO 

I 

0 

0 

0 

15 

E 

0 

0 

0 

16 

I 

0 

0 

0 

17 

N 

E 

0 

0 

0 

18 

VI 

I 

0 

0 

0 

19 

V 

E 

0 

0 

0 

20 

I 

0 

0 

0 

21 

b 

N 

E 

0 

0 

0 

22 

VO 

I 

0 

0 

0 

23 

E 

0 

0 

1 

24 

1 

I 

1 

1 

0 

tabu;  a- ) 1 

HCDE  RESULTS  - READING  ,V\D  INTERPRETATION  WORD  ERRORS 
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TABLli  A- 14 

UCDti  RESULTS  - KEYING,  RECOGNITION  AND  CORRECTION  SYSTEM 
WORD  ERRORS  BEFORE  CORRECTION 
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MODE 

PROMPTING 

MODE 

HAND 

OCCUPATION 

EXPER- 

IENCE 

' ““  ' " 

T1 

T2 

T3 

1 

VI 

N 

E 

2 

2 

. , 

2 

I 

4 

1 

5 

3 

Y 

E 

15 

6 

6 

4 

I 

4 

8 

3 

5 

V 

VO 

N 

E 

3 

1 

1 

6 

I 

10 

0 

4 

7 

Y 

E 

9 

6 

3 

8 

I 

6 

3 

2 

9 

VI 

N 

E 

0 

0 

1 

10 

I 

2 

3 

1 

11 

Y 

E 

1 

0 

0 

12 

I 

0 

0 

0 

13 

K 

VO 

N 

E 

1 

1 

0 

14 

1 

0 

0 

0 

15 

Y 

E 

2 

1 

0 

16 

I 

0 

0 

0 

17 

VI 

N 

E 

0 

0 

1 

18 

I 

0 

0 

5 

19 

Y 

E 

0 

0 

0 

20 

I 

0 

0 

0 

21 

u 

VO 

N 

E 

1 

0 

0 

22 

I 

0 

0 

0 

Y 

E 

0 

0 

1 

I,  _ 

1 

1 

0 
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Appendix  B 

DliSCRin’ION  OF  THE  VIP- 100  VOICE  RECOGNITION  SYSTEM 


The  VIP- 100  automatic  speech  recognition  system  is  a product  of  Threshold 
Technology  Inc.  , 1829  Underwood  Boulevard,  Delran,  New  Jersey  08075.  The  VIP- 
100  recognizes  words  spoken  in  isolation  and  can  be  automatically  adapted  for 
different  speakers  and/or  vocabularies.  The  system  can  be  trained  on-line  and 
provides,  as  an  output,  a digital  code  which  can  be  used  to  enter  data  into  a 
computer,  ret reive  stored  information,  or  control  machine  operations. 

The  basic  VIP- 100  system  consists  of  four  units;  a preprocessor,  a mini- 
computer, an  output  display  and  a Teletype.  The  preprocessor  accepts  the 
speech  input  from  the  microphone  and  converts  it  to  logic  signals  which  are 
then  processed  by  the  (Nova  1200)  minicomputer.  The  computer  conpares  the 
input  signal  with  stored  references  to  determine  which,  if  any,  of  the  vocabu- 
lary words  were  spoken.  If  a correlation  is  found  between  the  input  speech 
and  one  of  the  vocabulary  words,  an  appropriate  message  will  be  sent  to  the 
output  display;  a reject  indicator  will  be  lighted  if  no  correlation  is  found. 
The  Teletype  is  used  for  control,  and  for  input  and  output  functions. 

Before  an  operator  uses  the  VIP- 100  in  the  recognition  mode,  the  system 
is  first  optimized  for  the  particular  vocablary  and  for  the  operator's  manner 
of  speaking  by  the  use  of  a training  routine.  The  operator  speaks  several 
utterances  of  each  word  during  training.  After  training,  the  VIP- 100  can 
recognize  the  chosen  vocabulary  words  when  they  are  spoken  by  the  operator 
that  trained  the  system.  It  is  not  necessary  to  retrain  the  system  each  time 
a different  operator  uses  the  system  since  the  training  data  may  be  stored  in 
computer  memory  or  on  punched  paper  tape.  The  appropriate  tape  with  the  stored 
data  can  be  read  into  the  system  whenever  the  operator  or  vocabulary  is  changed 
The  system  may  be  retrained  for  a single  word,  multiple  words,  or  the  complete 
vocabulary  at  any  time  in  order  to  accommodate  vocabular>’  word  substitutions 
or  temporary  changes  in  an  operator's  speech  characteristics  which  may  result 
from  colds  or  other  respiratory  ailments. 

In  the  recognition  mode,  response  time  to  the  spoken  words  is  virtually  in- 
stantaneous and  recognition  outputs  c;in  be  printed  using  the  Teletype  or  vis- 
ually observed  on  a display.  Forced  decisions  can  be  made  or  "no  decision" 
threshold  criteria  can  be  established,  thereby  requiring  the  speaker  to  repeat 
his  utterance  before  a word  decision  is  made. 

Specification  for  the  VIP- 100  are  given  in  Table  B-1.  The  system  will 
operate  to  specifications  in  machine  noise  backgrounds  as  high  as  85-90  dB. 

A variety  of  options  are  available  depending  upon  the  system  application  re- 
qui rements . 
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VIP- 100  SPECIFICATIONS 


Vocabulary 

Training 

Operation 

Output 

Physical 

Options 


Up  to  32  discrete  words  or  short  phrases 

On-line  or  off-line.  Training  less  than  10  seconds  per  word. 
Paper  tape  input/output  of  speakers'  training  data. 

Response  time  less  than  0.1  seconds.  Minimum  spacing  between 
words  0. 1-0.2  seconds.  Storage  of  multi-speaker  training  data 

Digital  encoded  output.  Visual  display  of  recognition  results 
Hard  copy  teletype  printout. 

Basic  Hardware:  Power  115  VAC,  single  phase,  bO  Hz,  500  watts 
weight  120  pounds,  size  18  x 20  x 26  inches.  Standard  ASK  33 
Teletype.  Standard  visual  display. 

Vocal>ulary  expandable  to  100  words.  Telephone  interface. 
Output;  Voice  response,  hard  copy,  special  visual  display, 
special  purpose  control,  processing,  statistical  computations, 
custom  output  interfacing.  Custom  turnkey  system  design. 
Off-line  loading  of  training  data.  Hardware  rack  mountable. 


Appendix  C 

DESCRIPTION  OF  GRAF  PEN  SONIC  DIGITIZER 


The  Graf  Pen  GP-3  Sonic  Digitizer  is  a product  of  Science  Accessories 
Corporation,  970  Kings  Highway  West,  Southport,  Connecticut  06490.  The  sys- 
tem employed  in  this  experiment  included  the  basic  GP-3  control  unit,  a 
standard  ball-point  stylus,  a pair  of  point  sensor  microphones,  and  an  inter- 
face board  for  a Data  General  Nova  minicomputer.  The  general  specifications 
for  the  Graf  Pen  GP-3  are  given  in  Table  C-1. 
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Table  C-1 


GENERAL  SPECI Ff CATIONS  FOR  GRAF  PEN  GP-3 


Resolution 

for  English  units 0.01  inch 


Data  Rate Variable  u[i  to  140  points  per  second  for  14- inch  sensors, 

decreases  slightly  with  longer  sensors. 

Reproducibility 0.1%  of  full  scale  or  - least  significant  bit,  whichever 

is  greater. 


Digital  Outputs 

Registers X and  V (up  to  13-bit)  binary  or  4-digir  BCD,  with 

stanuard  Til,  buffers  (also  line  drivers  and  open 
collector  buffers  available). 

Output  Ready Ground-going  pulse 

Pen  Control Ground  when  stvlus  is  in  contact  with  display  surface 

Controls  (on  front  panel) 

Power On/off 

Rate Coordinate-[>ai  r-  rate  selectable  up  to  14D  points  a second 

Modes Point,  line,  run  and  remote 


Left  Ihmd/Right  Hand Set  by  push-pull  operation  of  "rate"  knob. 

Indicators  (on  front  panel) 

X and  Y displays  (optional  j 

P owe  r 

Left  Hand 

Stylus  outside  sensor  area. 

Connectoi s 

Front  Panel l-'or  stylus  or  cursor  cable 

Back  p.inel Output  connector  for  X data  and  V data,  X :uid  Y register 

overflows,  output- ready  (program  interrupt),  pen  control 
(Z  axis),  external  reset,  and  sensors 

iablet  (stiindard) . . . . Use ful  area  14"  x 14"  (other  sizes  available,  clear  or 

frosted  acrylic  or  phenolic-surfaced  hardboard. 


Iwo  groups  of  four  or  five  digits 

On 

•M," 

”M" 
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DESCRIPTION  OF  STC  MODEL  200  VOICE  GENERATOR 


The  STC  Model  200  Voice  Generator  is  a product  of  Speech  Technology  Cor- 
poration, 631  Wilshire  Boulevard,  Santa  Monica,  California  90401.  The  capa- 
bilities of  the  Model  200  have  been  achieved  by  combining  a high-quality,  small 
inexpensive,  solid-state  voice  synthesizer  with  highly  compressed  digital  vo- 
cabularies which  are  programmed  into  read-only  memories  (ROMs)  within  the 
voice  generator.  This  data  compression  allows  30  to  40  spoken  words  (50 
seconds  of  continuous  speech)  to  be  stored  in  four  standard  8K  ROMs.  The  ROMs 
are  interfaced  with  self-contained  logic  circuitry  to  select  any  message  in 
the  vocabulary  - whether  it  is  a word,  a phrase,  or  a sentence  - from  short 
binary-coded  input  signals.  Space  is  provided  in  the  Model  200  for  additional 
vocabulary  storage  - up  to  a total  of  200  to  250  words  or  two  minutes  of 
speech. 

The  voice  generator  contains  its  own  power  supply  and  has  two  indepen- 
dent voice  signal  outputs.  One  output  is  at  stcindard  telephone-line  level, 
and  the  other  is  at  0.5  watts  into  8-ohm  speaker  load.  A limited  amount  of 
DC  power  is  also  fumished  for  external  TTL,  MOS,  and  CMOS  control  circuits. 

The  specifications  for  the  Model  200  voice  generator  are  given  in  Table 

D-1. 
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Table  [)-l 


Mechanical  - 

Environment- 

Power 

Signal 

Connections- 


SPECIFICATIONS  FOR  STC  MODEL  200  VOICE  GENERATOR 


Size:  6.2  x 2.0  x 10.5  inches,  exclusive  of  mounting  feet  and 
panel  projections  - panel  size  is  6.2  x 2.0  inches 
Weight:  7.0  lbs.  (15  lbs.  shipping  weight). 

0°  to  40°  C operating,  -50°  to  + 100°  C storage,  0 to  90% 
operating  relative  humidity,  non- condensing. 

115V  - 10%,  50  to  400  Hz,  15  W maximum 


(DBM-25S  connector  Data  signals  TTL  compatible) 


The  Model  200  Voice  Generator  is  shipped  with: 

Desk-top,  8-ohm  loudspeaker 
Speaker  connection  cord 
Power  cord 

DBM-25P  signal  connector 
Reference  manual 
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of 

Rome  Air  Development  Center 


RADC  plans  and  conducts  research,  exploratory  and  advanced 
development  programs  in  command,  control,  and  communications 
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are  communications,  electromagnetic  guidance  and  control, 
surveillance  of  ground  and  aerospace  objects,  intelligence 
data  collection  and  handling,  information  system  technology, 
ionospheric  propagation,  solid  state  sciences,  microwave 
physics  and  electronic  reliability,  maintainability  and 
compatibility . 
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